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INTRODUCTION 

The Semiconductor Power Circuits Handbook was prepared to help 
designers make best use of such semiconductor devices as power transis· 
tors, thyristors, rectifiers, and zener diodes, in all types of applications. 
The book is divided into six chapters that emphasize the application areas 
which appear to be of greatest overall interest to prospective users of 
semiconductor power devices: motor speed controls, inverters, regulators, 
static switches, audio and servo amplifiers and miscellaneous applications. 

This handbook contains a great variety of semiconductor power circuits 
for almost every type of power application. Even for a given application, 
such as dc-to-ac inversion, many different specific approaches are described: 
low and high voltage inputs, low and high power outputs, 60 Hz to 15 kHz 
switching frequencies, unregulated and regulated output with and without 
overload protection, SCR and transistor controlled, etc. 

The majority of the circuits described in this book are unique and 
have not been published before. Each was designed, constructed, and 
evaluated for performance before it was included in this text. Each circuit 
performed its required task, as described, but it was not given a complete 
worst-case design. This means, for example, that while each transistor 
inverter performed well, it was not evaluated with limit transistors with 
minimum and maximum allowable current gain. It also means that each 
circuit performed well at room temperature but may need modification 
for best performance at high or low temperature extremes. 

Jn the construction of these circuits, remember that good engineer· 
ing practices are required for proper circuit operation. For example, power 
devices must have adequate cooling, and all device data sheet ratings must 
be observed. 

While each circuit performs at the stated conditions, it is possible in 
most cases to change the capability of the circuit by using different semi· 
conductor devices, such as units with higher or lower voltage or current 
ratings. This is apparent, for example, in the motor speed controls, where 
some circuits were tested with a 1/ 15 horsepower motor. The basic circuits 
will control much larger motors, and, in many cases, even with the devices 
given on the schematic. 
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In summary, each of the circuits described performs well under the 
stated conditions but can be modified for more demanding applications. 
For special assistance in the selection of semiconductor devices for OEM 
projects not covered in this reference manual the reader is invited to 
contact the Applications Engineering Department of Motorola Semicon
ductor Products Inc. 

We wish to thank the following for their contributions to this hand
book: Jade Alberkrack, Leroy Carson, Paul 0. Franson, A. Ralph Green
burg, Robert E. Gregson, James L. Hayden, Ernest L. Long, Robert A. 
Phillips, Lynn T. Rees, William D. Roehr, Herbert A. Saladin, Lawrence J. 
Sneider, and David A. Zinder. 

Ali resistors in this handbook are 1/2 
watt, ± 10% tolerance unless stated other
wise. 
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Robert G. Dale 
Technical Editor 
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CHAPTER 1 

Motor Speed Controls 

1.1 Motor Speed Control 

AC or DC? 

Variable-speed motor drive circuits are used to provide easy and 
versatile control of powered drive systems. There are two basic types of 
speed-control systems, one for de or unjversal motors and the o ther for ac 
induction motors. A de-motor control system requires a minimum of 
power and control circuitry, but controls a mo tor that is expensive to 

purchase and expensive to maintain. The electroruc control system for an 
ac motor is more complex and therefore more expensive, but the addi
tional cost is offset by the economies of using an ac motor. An ac motor is 
much less expensive than an equivalent de motor, its cost ranging from 
one-half the price for fractional-horsepower motors to one-fifth the price 
for large integral-horsepower motors. Moreover, since an ac motor has no 
brushes or commutators, it requires less maintenance, is more rugged and 
reliable, and can operate in explosive, dusty or highly humjd atmospheres, 
and at high alt itudes. In addition, ac motors can have higher maximum 
speeds than de motors, and they can be liquid cooled. These advantages, 
when coupled with the availability of standard-rated motors from stock, 
make ac motors more attractive for most industrial applications than de 
motors. 

Speed Control for AC Motors 

DESIGN CONSIDERATIONS 

The speed of an ac induction motor can be controlled by varying 
either the amplitude or the frequency of its supply voltage, or both. The 
variable-voltage , fixed-frequency technique has the disadvantage that the 
maximum torque of the motor is porportional to the square of the applied 
voltage; therefore, this control is effective only over small torque ranges. 

Better speed control is obtained through the use of a variable
frequcncy drive system, but the motor characteristics discussed below may 
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TORQUE 

SLIP 

R2 1 

Sllpmax torque = ( (A1)2 + (X1 + X2'J2 )y, 

Soe Figure 1-2 For Definitions of T erms 

Figure 1-1 - Slip-Torque Characteristics of Induction Motor 

apply restraints that will limit tl1e effectiveness of this approach. Gener
ally, the best speed control is obtained through a system which varies both 
frequency and voltage. 

No matter what type of speed control is used, a motor must be 
operated within its nameplate ratings. This rating gives the safe torque and 
speed limit for the motor as determined by the temperature limit, maxi
mum safe rotational speed, and the saturation limit of the iron used in the 
motor. To keep from saturating the iron, the rms stator voltage must be 
proportional to the frequency of this voltage. Under th.is condition the 
maximum torque producible is independent of the frequency of the 
applied voltage. However, maximum torque occurs at a particular value of 
slip* at a particular supply frequency . The torque-versus-slip curve is 
shown in Figure 1-1. Peak efficiency occurs at the point of maxinmm 
torque_ 

It is possible to control the slip by varying the rotor resistance. The 
maximum torque that a motor can develop is independent of the rotor 

*Slip is defined as 
Ssync - Srotor s=-- - --

Ssync 

where Srotor is ihc rotor speed, and Ssync is the synchronous speed. Synchronous 

speed is equal to l~O f , where f is the supply frequency in hertz and Pis the number 

of poles. 
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resistance, as shown by the equation in Figure 1-2; however, the slip at 
which maximum torque is developed is a function of thjs resistance as 
shown by the equation in Figure 1-1. The effects of the rotor resistance 
are shown in Figures l-3, l -4 and 1-5. If the rotor resistance is controlled 
over the speed-control range of the motor, then the operating character
istics can be optimized and power requirements for a given load mini
rnized. 

R1 X1 

X<fi 

7.04 
v2 

Torque max ; Ssync . 2 [Al + V R12 + (X 1 + X2')2] 

Rl 
X1 
R2" 
x2· 
RL' 
Rq'> 
X</> 
Ssync 
v 

Resistanco of stator 
Reactanco of stator 
Resistance of rotor reflected into stator 
Reactanco of rotor reflected into stator 
Resistance of load reflected into stator 
Leakage resistance 
Leakage rcnctance 
Sy nchronous speed 
Inpu t voltage 

Figure 1-2 - Equivalent Circui t of Induction Motor 
K,K 1.K2 Constants 
w = Speed 

Sm = Speed of maximum slip 
V = Applied voltage 

W5 = Speed for zero torque 

Tn T~ TD_ 
T• 

Sm w5 
w 

K V 2 (1-w/w5 ) 

Sm2+ (1-w/w5)2 

Figure 1-3 

Speed-Torque 
Characteristics of 
Conventional 
Rotor 

T • 

Figure 1-4 

Speed-Torque 
Characteristics of 
High-Resistance 
Rotor 
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Figure 1-5 

Speed Torque 
Characteristics of 
Constant-Torque 
Rotor 



Motor Speed Controls 

It is also possible to achieve the high torque-to-current rat io typical 
of a de motor by controlling the slip. Thus some of the characteristics of a 
de and an ac motor can be combined. GeneraUy, this type of control is not 
used as it involves the use of slip rings. 

If the rotor resistance is constant, then the slip at maximum torque 
is inversely proportional to the applied frequency. For supply frequencies 
below the design value a series of speed-torque curves, as shown in Figure 
1-6, can be obtained. Note that the maximum torque is constant, as it is 
limited by the saturation level o f the iron. Thjs level depends on the 
voltage magnitude at any particular frequency. 

w 
::> 
a 
a: 
0 
f-

W1 

SPEED 

W 2 W3 

W1 = SPEED SETTING 1 
W2 = SPEED SETTING 2 
W3 = SPEED SETTING 3 

Figure 1-6 - Speed-Torque Characteristics of Induction Motors 
at Various Speed Settings 

If the supply frequency is above that for which the motor was 
designed, then the horsepower rating must not be exceeded . This means 
the maximum torque will be reduced. Usable torque is even less at the 
higher speeds since fric tion and winclage losses are increased. 

A motor is capable of providing more power than listed on the name 
plate, but this increases the heat dissipated in the motor. The ratings which 
can not be exceeded without degrading the reliability are the maximum 
temperature limit of the winding insulation, and the maximum rotational 
speed of the armature. 

The combination of all of these factors points to the fact that to 
achieve optimum perfonnance in controlling the speed of an induction 
motor, a supply voltage which varies directly with the supply frequency 
should be used. 

The equations shown in Figures 1-3 , 1-4 and 1-5 bold when an 
induction motor is excited by a steady-state sinusoidal stator voltage. 
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Motor Speed Controls 

Generally, the circuits used to control the frequency of the supply for the 
motor do not supply a steady-state sine-wave voltage. Therefore, the equa
tions shown are only approximate . If it is necessary to maintain precise 
speed and torque control, then a speed-sensing circuit wl1ich feeds back to 
a variable-frequency and variable-voltage control circuit should be 
employed. 

CIRCUIT CONFIGURATION 
Either transistors or thyristors can be used as the main speed-control 

- elemen t for a motor. Transistors require continuous drive to remain in the 
"on" state and must be able to withstand high voltages and currents. When 
saturated, they dissipate less power than thyristors. Thyristors require a 
power pulse to turn on and will remain on until their anode current is 
reduced below the hold value. Thjs reduction of current may occur from 
the natural commutation during the cycle of a sine wave, or by special 
circuits which bypass the current or insert high series impedance. 

-

Two types of circuits are used to provide variable-frequency alternat
ing voltages for motors, inverters and cycloconverters. 

w 
Cl 
~ 
1-
...1 
0 
> 

T IM E 

Figure 1-7a - Output Voltage of Half-Wave Cycloconverter 

w 
Cl 
<! 
1-
...J 
0 
> 

TIME 

Figure 1-7b - Output Voltage of Full-Wave Cy cloconverter 
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Motor Speed Controls 

A cycloconverter changes the frequency of a three-phase alternating 
power source without the necessity of an intermediate ac-to-dc conversion 
stage. Cycloconverters require multiple control devices with three-phase 
excitation, and are limited to low output frequencies. The output of a 
cycloconverter has a relatively large ripple voltage, but comparatively small 
ripple current, which is what contributes to motor heating. The higher the 
output frequency, the greater is the ripple current since t here are fewe r 
supply pulses per output cycle. This limits the practical upper frequency 
for a cycloconverter to one sixth the supply frequency if a half-wave 
converter is used (i.e., three thyristors and three diodes), and one third the 
supply frequency if full-wave control is used (i.e., twelve thyristors) as can 
be seen by the output waveform for both types as shown in Figure 1-7. 

An inverter is a dc-to-ac converter; it can be designed for variable
frequency output. If an inverter is to be used on alternating current, the ac 
must first be rectified and fil tercel to ob ta in direct current. [f thyr.istors are 
used as the main controlled element in the inverter, then they must be 
forcibly commutated. Forced-commutation circuits can be either regen
erative or nonregenerative: The regenerative inverter requires a power 
supply that can absorb as well as deliver power; an example is a dual 
phase-controlled rectifier operating off the public supply lines. Inverter 
circuits can supply frequencies much higher than power line frequencies 
and do not require as many main control devices nor control circuitry as 
complex as do cycloconverters. Inverters can also operate from either 
rectified alternating current or from a de supply. 

If operated from an ac supply, the inverter presents a higher power 
factor to the line than a cycloconverter and is better isolated from the line 
for switching spikes, due to the ftltering. For these reasons, only inverter 
circuits are described here for variable-frequency motor speed controls. 

ln certain applications, cycloconverters can provide optimum charac
teristics for speed control. For excellent discussions on cycloconverters see 
references four and five in the bibliogr:iphy for this chapter. 

Speed Control for DC Motors 

DESIGN CONSIDERATIONS 
The speed of a de motor is dependent on the applied voltage. For a 

series motor, the speed is directly proportional to the applied voltage. For 
a shunt motor, a constant voltage should be applied to the shunt field to 
maintain constant field flux so that the armature reaction has negligible 
effect. When constant voltage is applied to the shunt field, the speed is a 
direct function of the armature voltage and, consequently, the armature 
current. If the field is weak, then the armature reaction may counter
balance the voltage drop due to the brushes, windings and armature resis-
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lances with the net result of a ris ing speed load characteristic. The per
formance of a de motor operated from a rectified ac supply can be signifi· 
cantly different from one o perated from a de supply, as explained below. 

The maximum working torque of a de motor is governed by the 
design maximum temperature rise of the motor. This torque is propor
tional to the average armature current, whereas the copper loss is propor
tional to the rms value of tl1c armature current. Therefore , for any given 
motor the maximum working torque is less for an ac supply than fo r a de 
supply. The fonn factor (Ff), which is equal to Jrms/lavg, can be used as a 
measure of motor performance. It can be shown that the rat io of the de 
armature copper loss to the ac armature copper loss is equal to I/(F f)2. 
The speed torque curves for several de motors are shown in Figure 1-8 and 
1-9. 

0 
w 
w 
ll. 
Vl 

TORQUE 

Figure 1·8 - Speed-Torque Characteristics of Shunt-Wound 
or Permanent-Magnet Motor 

0 
w 
w 
ll. 
(/) 

TORQU E 

Figure 1·9 - Speed-Torque Characteristics 
of Series-Wound or Universal Motor 

CJ RCU IT CONFlGURATlONS 
The speed of a shunt-wound motor can be controlled with a variable 

resistance in series with the field or the armature. Varying the fie ld current 
for small motors provides a wide range of speeds with good speed regula
tion. 1 lowever, if the field becomes extremely weak, a rising speed-load 
characteristic results. This method cannot provide control below the 
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Motor Speed Controls 

design motor speed. Varying the resistance in series with the armature 
results in speeds less than the designed motor speed; however, this method 
yields poor speed regulation, especially at low speed settings. This method 
of control also increases power dissipation and reduces efficiency and the 
torque since the maximum armature current is reduced. Neither type of 
resistive speed control is very satisfacto1y. 

Thyristor drive controls, on the other hand, provide continuous 
control through the range of speeds desired, do not have the power losses 
inherent in resistive circuits, and do not destroy the torque characteristics 
of motors. 

A permanent-magnet motor has operating characteristics similar to 
those of a shunt-wound motor. Separate field and amrnture circuits are not 
required as in a shunt-wound motor since the field is provided by the 
permanent magnet. 

Although a series-wound motor can be used with either de or ac 
excitation, de operation provides superior performance. A universal motor 
is a small series-wound motor designed to operate from either a de or an ac 
supply of the same voltage. In the small motors used as universal motors, 
the winding inductance is not large enough to produce sufficient current 
through transfom1er action to create excessive conunutation problems. 
Also, high resistance brushes are used to aid commutation. 

The characteristics of a universal motor operated from alternating 
current closely approximate those obtained from a de power source up to 
full load; however, above full load the ac and de characteristics differ as 

PERCENT 

FULL LOAD 
SPE ED 
@60 Hz 

100 

80 

60 

40 

20 

0 

' ' f-----+----t--'"'<" GO H z FU LL WAVE 
EXCITATION 

' ' 

0 100 200 300 400 500 

PE RCENT FULL LOAD TORQUE 

Figure 1-10 - Typical Speed-Torque Curve for Universal Motor 
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shown in Figure 1-10. For a series motor that was not designed as a 
universal motor, the speed-torque characteristic with ac rather than de is 
not as good as that shown for the universal motor. At light loads, the 
speed for ac operation may be greater than fo r de, since the effective ac 
field strength is smaller than that obtained on direct current. At any rate, 
a series motor should not be operated in a no-load condition unless pre
cautions are taken to limit the maximum speed. 

AC 
LINE 

FIRING 
CIRCUIT 

Figure 1-11 - Typical Speed-Control Circuit 
Showing Free-Wheeling Diode 

Since torque is proportional to armature current and motor voltage, 
a current· or voltage-sensitive circuit can be used to regulate the voltage 
appl.ied to the motor. A variable-voltage power supply can consist of a 
circuit which provides a repetitive power pulse from either an ac or a de 
source. lf an LC filter is used fo r smoothing, a free-wheeling diode is 
generally included across the input of the filter to reduce commutator 
sparking by using the filter inductor to help maintain de in the motor. The 
diode is used across the motor if such a filter is not used; this is shown in 
Figure I· I I. The supply thyristor shown in the figure is turned on at some 
phase angle to deliver the proper voltage. [t will shut off at nearly 180°, if 
0° is taken to be the time the voltage goes positive through zero, at high 
rotor speeds with low torque loads, since a large back emf is generated and 
the armature current is low. The free-wheeling diode will not conduct 
under th is condition. At moderate speeds and loads, the thyristor will turn 
off at some angle greater than 180° when compared to the voltage angle . 
Herc the free-wl1eeling diode will conduct from the time the thyristor 
turns off until the energy in the motor is less than that required to 
forward-bias the diode. At low motor speeds and high torque loads the 
free-wheeling diode will still be conducting when the thyristor is turned on 
again. The increasing current when the thyristor is on, and decaying cur
rent when the diode is conducting, can affect motor commutation to a 
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degree such that sparking can occur. A slight amount of sparking is not 
detrimental to motor performance, but should be avoided if possible since 
environ men taJ conditions may not tolerate sparking. M 

As a rough guide, the free-wheeling diode conducts continuously 
when the form factor is less than 1.11, and conducts for part of the cycle 
when the form factor is greater than this value. 

For fractional and small integral-horsepower de motors operati.ng 
from alternating voltage, a single-phase supply is generally used. For larger 
motors (over 3 hp), three-phase supplies are generally used. The control of 
a three-phase supply is more complex, but the ripple frequency is much 
h.igher, and consequently, less ripple voltage is presented to the motor. An 
importru1t point to remember is that there is a maximum voltage that can 
be placed on the armature. This is especially important to note when phase 
control of the power lines is used to vary the voltage, because the peak line 
voltage may be placed on the armature even though the average voltage is 
much less. 

Braking a Motor 

The braking of a motor provides a method of controlling the coast· 
ing of the rotor and its load. Several methods may be used to brake a 
motor: mechanical, dynamic, plugging or regenerative. Mechanical braking 
requires the least complicated control; it also causes power to be dissipated 
in elements external to the motor. The disadvantages of mechanical brak
ing are its higher initial cost and greater maintenance costs. 

Dynamic braking is accomplished by placing an electrical load 
(generally a short) across the armature while maintaining a de field. This 
may be done in an ac induction motor by replacing the ac supply with a de n 
supply wltich is removed when tile machine is stopped. The motor then 
becomes a generator with a shorted armature, and the energy o f the load is 
converted to electrical energy in the armature circuit and dissipated as 
heat. 

Plugging requires that the windings be connected for reverse rota
tion. The large reverse-surge current resulting creates a large reverse torque. 
The motor must be disconnected from the power source when it has 
stopped or it will run in the opposite direction. 

In regenerative braking, the motor must be connected to the power 
source during the times the back emf is greater than the source voltage, so 
that current is forced back into the source against the source voltage. The 
energy of the load is dissipated in the source and not in the motor for this 
method. Regenerative control may be achieved on an ac supply b y using a n 
bridge of four thyristors which are triggered in diagonal pairs at a time 
when the supply voltage opposes the return of current. 
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The method used for braking depends on the characteristics of the 
motor, the available power source, allowable coasting of t he rotor and 
whether or not control is required a rter stopping. If the rotor is to be kept 
from turning after stopping then a mechanical brake must be used . 

When braking power is applied to a motor, care must be taken not to 
exert too large a force on any element of the system. The motor itself will 
not be harmed as long as it docs not dissipate excessive power, but ele
ments connected to the rotor may be damaged if it is stopped too quickly . 
for example, gears may be stripped ii. a high inertial load is stopped too 
rapidly. Thus each part of the power train must be examined when estab
lishing stopping requirements. If a motor's direction is to be reversed these 
same criteria apply and must be considered. 

1.2 Inverter Driven Single Phase Induction 
Motor Speed Control 

AC 
LINE 

RECTIFIER INVERTER - ANO MOTOR 
VOLTAGE - DRIVER -REG UL- ANO -

ATOR MOTOR 

i 
1.---+1 

VOLTAGE VOLTAGE I 
COMPAR -~ REGUL· 

,------ ATOR I ATOR SENSOR 

I I .. l_.=_J 

I FAE · I 
PULSE 

GENER
A T OR 

I QUENCY 
- TO 1 - I N VERTER 

t----+I._ - VOLTAGE t-1--1-----11-~ DR I VER 
CON · I VERTE~ I 

L_ __ _j 
POWER VOLTAGE REGULATOR SENSE 

Figure 1-12 - Block Diagram of AC-Induction-Motor Speed Control 
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The block diagram of a single-phase, forced-self-commutated inverter 
which provides a variable-frequency, variable-voltage supply to a motor is 
shown in Figure 1-12. The circuit exltibits excellent speed control. The 
motor losses, due to the high frequency components of the square-wave 
voltage, though higher than with a sine-wave voltage, were not large 
enough to overheat the motor. Several speed-torque curves obtained from 
a 1/6 horsepower, 115 volt, 1200 r/min, 60 Hz induction motor are shown 
in Figure 1-14. This circuit can be used to control the speed of a single
phase induction motor with no modifications to the motor. 

Inverter 

The typical inverter circuit uses a transformer whose center-tapped 
primary windings are connected to the power supply alternately through 
the switching devices. This alternating voltage is transformed into the 
secondary which supplies the ac power to the load. A circuit such as this 
require a large transformer to drive a large motor. The circuit, which is 
shown in Figure 1-13 uses the same principle of operation but uses a 
cen ter-lapped choke (LI) as an auto-transformer to supply the load. The 
inductance of the choke is not critical, but the windings must be able to 
handle the required motor current. To demonstrate that the inductance 
value was not critical, the choke was replaced by two resistors. The only 
difference in operation was that the peak-to-peak motor voltage was twice 
rather than four times the supply voltage, as obtained through auto
transformer operation of the choke. 

An attempt was made to use the windings in the motor in place of 
the auto-transformer in the commutating circuit, but the only result was 
an overheated motor. This technique requires that the motor be modified 
to bring out the center point of the windings. Torque should be developed 
when the current is switched from one winding to the other. However, as 
the motor was not designed for this use, the torque developed when cur
rent increases in one winding was opposed by the torque developed in the 
other winding due to its current decreasing. The overheating was a result 
of the stator iron being saturated and allowing excessive current to pass 
through the windings. 

The commutating capacitor (Cl) must be small enough that a full 
charge can be placed on it al the highest frequency of operation required. 
The capacitor charges through tl1e choke (LI), so the capacitor value 
depends on the choke inductance. Diode DI and inductor L2 provide a 
reverse bias to SCR Q3 when it is being commutated off due to the fir ing 
of SCR Q4. This reverse bias must be held across the SCR long enough to 
ensu re that it will turn off. The same operation occurs when SCR Q4 is to 
be commutated off except that diode 02 now conducts. 
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This circuit presents a square-wave voltage to the motor. This results 
in about 15% lower motor efficiency than that obtained with a sine-wave 
source, due to the high-frequency components of the waveform. 

Inverter Driver and Oscillator 

The inverter SCRs Q3 and Q4 are driven by the inverter driver and 
oscillator (See Figure 1-13). The driver is basically a nip-nop. Pulse trans
formers are used to couple the inverter SCRs to the driver. 

The frequency of the multivibrator is controlled by a unijunction 
oscillator which provides pulses at a frequency set by the RC network 
attached to the emitter. These pulses trigger a one-shot multivibrator, 
which in turn triggers the inverter-driver multivibrator. The frequency of 
the voltage applied to the motor is one half that provided by the unijunc
tion oscillator because of the divide-by-two action of the nip-flops. 

Power Voltage Regulator 

As discussed previously, for best results, the amplitude and fre
quency of the voltage applied to the motor must be varied proportionally ; 
this is a function accomplished by the power voltage-regulator circuit. The 
basic circuit is a one-shot multivibrator whose output is filtered to obtain a 
de level. This multivibrator output also provides a negative pulse necessary 
for triggering the multivibrator of the inverter driver. The magnitude of 
the filtered output voltage is a direct function of the frequency of the 
one-shot multivibrator since the pulse duration is fLXed and the frequency 
variable. The filtered voltage is applied to a voltage comparator consisting 
of transistors QS and Q 11 . The voltage to which the comparison is made is 
the voltage applied to the inverter circuit. The voltage comparator does 
two things: It is used to set the supply voltage, and once set, it regulates 
this voltage. Transistor Q 11 sets the reference voltage and transistor QS 
senses the supply voltage. The charging rate of capacitor C2 is controlled 
by the degree of conduction of QS. The faster C2 charges, the sooner 
unijunction transistor Q6 fires, and thus SCR Ql and SCR Q2 tum on 
sooner. This increases the supply voltage obtained from the filter com
posed of L3 and C3. SCR QI and SCR Q2 and diodes 03 and D4 form a 
f'uU-wave bridge providing power to the inverter circuit. The range over 
which the supply voltage can be varied for a given inverter frequency range 
is controlled by the width of the one-shot multivibrator's pulse. 

This power voltage regulator and power supply can be used as the 
supply for the other ac induction motor speed control circuits shown in 
this chapter. 
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----------- Parts List for Figure 1-13---------~ 

c 

'E 
";:: 

0 
UJ 
UJ 
Q. 
(/) 

2400 

2000 

1600 

' 
1200 

800 

400 

0 
0 

CAPACI TO RS 
C l - 101JI=-, N,P., 3 00 V 
C2 - 0 .05 µF, 25 V 
CJ - 6,000 jlF, 300 V 
C4 - 501'F. 50 V 
C~ - SOjiF. 25 V 
C6 - 0.251'F. 25 v 
C1 - 0 .26 )IF, 25 V 
C8 - 0.001 )IF , 25 V 
C9 - 60 )IF , 25 V 
C 1 0 - 0.001 µF. 25 V 
C 1 I - 0 .001µ.F, 25 V 

DI ODES 
01 - MR l 125 
02-MR1125 
03-MR1125 
O• MR112S 
05 - lN-'004 
OG - tNi;oo~ 

01 1N.C001 
0 8 - 1N4001 
09 - I N4001 
010 - 1N4001 
011 - 1N400 1 
1)12 - 1N 40 01 
0 13 - 1N40 01 
014 - 1N4001 
015 - 1N4001 
OHS - 1N4001 
01 "/ - 1N4744 
018 - 1N4 744 

INDUCTORS 
L I - 32mH,CT. IOA. 
t..2 - 1mH.10 A 
L3 - 20 mM, 10 A 

TRANSF ORMERS 
Tl - SPAAGU E 11 Z 13 
T2 SPRAGUE 11 Z 13 
TJ - SPRAGUE 11 Z 13 

~ 

50 100 

RESISTORS 
A l 3011.n. 1 W 
R2 - G20Sl, 1 VV 
R3 - !i60 n 
R4 43 kn 
RS - 330 n 
no 22 .n. 1 w 
R7 3.5kfl, 5W 
R8 - 1 k fl, 1 W 
RO 20 •n 
1110 - 2.Hn 
A11 390!"! 
Rl'2 - IOkf! 
Rl:l 6 8 ldl 
Al4 - 22 k!l: 
Rl5 56 k n 
A 1G - GO IC.fl. 1 W ?o! entiometer 
R11 1so1cn 
Rl8 - 2kl1 
Rl9 - 33kn 
R20 - 10 .. n 
R21 - 6.8 k!l 
R22 10 k!l 
R23 - 36 k!1 
R24 36 kn 
1,2~ - GI kfi 
·~20 - 10 k!l 
rl ?.1 - 6.8 k 11 
1~'28 - 2.5 kn, 2 w ?otentiomctor 

TRANSISTORS AN D SCRs 
01 2N5170 
02 - 2N5170 
03 2N5170 
0 4 - 2NS170 
05 2N4 124 
06 - 2N<811 
01 - 2N3019 
08 2N<871 
09 - MPSG531 
010 - MPS653 1 
0 1 l - 2N4 124 
012 - 21\ 3904 
013 - 21\390• 
0 14 2NJ904 
015 - 2N3904 

150 

T OROUE (IN. O Z .) 

100 Hz 

I 

60 H z 

44 H z 

200 

I -
-

250 300 

Figure 1-14 - Speed-Torque Characteristics of Induction Motor 
Controlled by Inverter-Driven Speed Control 
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Motor Speed Controls 

1.3 Ring-Counter-Driven 3-Phase Motor Speed Control 

The three-phase, forced-self·commutated inverter in Figure 1-J 5 is 
actually a ring counter which has a motor winding as the load for each 
stage. The successive firings of the SCRs create a moving flux fie ld around 
tho stator, which develops a torque on the rotor. The commutating circuit 
requires a de supply. It is important to remember that the excitation 
current must be held constant, so the supply voltage has to be varied with 
U1e applied frequency. If the ac power lines are used as the prinlary source, 
then a voltage regulator similar to that shown for the inverter-driven, 
single-phase motor control of Section 1.2 can be used to provide tJ1e 
variable direct current for this circuit. The value of commutating capaci
tors CI, C2 and C3 depends upon the parameters of the particular motor 
used. The capacitors must be sma ll enough to ensure U1at an adequate 
charge fo r commutation be stored in them at the highest frequency of 
interest. The charging rate depends on the motor winding inductance and 
the capacitance. 

The time constant of the SCR firing circuit (such as R3, R4, and C4) 
must allow gate current to exist Jong enough for the anode current to 
exceed the holding current in this period of time. This again depends on r 
the inductance of ilie motor winding. If the inductance is too large, a 
resistor to provide holding current can be placed in parallel with the 
winding. 

An advantage of this circuil over other inverters is the ease with 
which the motor's rotation can be reversed. Interchanging any two of the 
three windings will reverse the rotation. 

The motor's neutral connection is tied to the positive side of the 
supply voltage . The other end of each winding is returned to the supply 
through an SCR. When an SCR is on, the 1.5 kn resistor connected to its 
anode is grounded, allowing the diode connected to tlle other side to be 
forward-biased, but when the SCR is off the 1.5 kn resistor is at the 
supply potential, reverse-biasing lhe trigger input diode. What this does is 
to steer the next pulse arriving at the trigger input to the SCR at the right 
of the one that is on. To obtain the same speed as with an ac supply, lhe 
driving frequency must be increased by the factor equal to the number of 
windings used in the ring counter. In this case three windings were used so 
the driving frequency had to be L80 Hz to attain the same speed as normal 
motor operation on 60 Hz. The particular motor used in this test had 
two-pole, three-phase, wye-connected 220 volt windings. This meant that 
each winding was a 110 volt winding. Therefore, at 3600 r/min the supply 
voltage had to be 110 volts to deliver design torque per winding. llowever, 
the rated torque can not be achieved since only one winding is energized at 

1-16 



,... 

-
~ 

!'""'I 

-

-

+ 

3 
MOTOR 

WINDINGS 

C6 
0.1 µF 

300 v 

R1 

1 k 

RETURN = 

TR IGGER 
PULSE 
INPUT 

R2 
1 .5 k 

01 

2N4172 

= R3 

1 k 

D1 
1N4003 

Motor Speed Controls 

C3 

6 µF 600 V 

R5 R8 
1 .5 k 1.5 k 

C4 
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Figure 1-15 - Ring-Counter-Driven, Three-Phase Induction Motor 

c: 
E 

';:: 

7500 

6500 

~ 5500 
UJ 
UJ 
0.. 
If) 

4500 

DESIG N 
SPE ED 

3500 

0 5 

r--- r--

10 15 20 25 

TORQUE ( JN- LBS) 

Figure 1-16 - Performance of Ring-Counter-Driven, 
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Motor Speed Controls 

a time. The efficiency of the motor is about 20% less than design at rated 
speed due to the increased 12R losses and core losses resu!Ung from square 
wave voltage operation instead of sine wave voltage. At the higher speeds 
more power is required to overcome friction , winclage and core losses. This 
particular motor was run as high as 7200 r/min ; however, speeds in excess 
of this can be achieved . The speed-torque curve at each speed setting 
selected had only moderate droop . The droop increased at higher speeds as 
was expected, and is shown in Figure 1-16. 

1.4 Series-Wound, DC-Motor Speed-Control Circuits 

The speed of a series connected de motor can be con trolled by 
varying the average voltage applied to the motor. A variable voltage can be 
obtained in a number of ways, the easiest of wl1ich is phase controlling a 
thyristor connected in series with a motor operati11g from an ac supply. 

The most economical circuit, in that it uses the fewest components, 
is the half-wave, uncompensated control shown in Figure J-17. The con
trol of speed is effective over a wide range, providing stable operation at 
low speeds with a given load . The circuit controls the average motor volt
age by setting the fi ring point of SC R Ql. The time required for capacitor 
Cl to charge to the gate turn-on voltage is set by potentiometer R2. Once 
the SCR is on, the capacitor voltage is less tha n the forward voltage drop 
of the SCR for the rest of the half cycle. During the reverse half cycle, 
diode DI blocks any current which would try to pass through the SCR 
gate. Capacitor C2 is then ready to begin charging when the next half cycle 
starts. The speed-torque curves for different speed settings of a 1/15 hp, 
5 ,000 r/m in, 115 volt motor are shown in Figure 1-1 8. 

AC 
L INE 

ARMAT URE 

R 1 

1 .0 k 

2W 

R2 

25 k 01 
5 W 

2.0 µF R2 
C1 

200 v 1 .0 k 

Figu re 1-17 - Uncompensated Half-Wave Drive 
for Ser ies-Wound DC Motors 
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Better speed regulation can be obtained through the use of the half
wave compensated control shown in Figure 1-1 9. The circuit operates 
similarly to the previous one but uses the back emf of the motor to 
provide feedback during the time when the SCR is off. This feedback 
compensates for load differences, as it is inversely proportional to the 
load. That is, as the load is increased, the motor's speed is decreased and 
the back emf is decreased. When llliS occurs, the gate voltage exceeds the 
cathode voltage at an earlier phase angle , and turns the SCR on sooner. 

a 
w 
w 
c.. 
(/) 

7000 

I'--.... I I I I -.... ~ 
COMPENSATED 

1-- (SEE FIG .1 · 19) 
1' . - --1---t ...... t--- ;.- - UNCOMPENSATED ..... t'--.. (SEE F I G. 1-1 7 ) 

I' ... r-...... 
t:--- - I ~ 

....... 
....... ::::::--+- -~ t-:--.... - +- -- ..... 

......... ,_ ...... 
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5000 

4000 

3000 

2000 
r--. t--.... ........ ....... r--. ....... ~ 1000 

'"' r--~ -..... -r--..~ 
-. - "'"~ - ,...._ . - -0 

0 5 10 

TORQUE (IN. OZ.) 

Figure 1-18 - Speed-Torque Characteristics of Series-Wound 
Motor with Half-Wave Control 
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4.3 k 
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1N4003 
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100 v 

01 

2N4172 

15 

LINE 100 v R3 

Figure 1-19 - Compensated Half-Wave Drive for Series DC Motors 
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Motor Speed Controls 

This provides more drive to the motor, re turning the speed to the original 
value. Actually , for tile half-wave circuit, the speed does not remain the 
same, but the droop of the speed-torque curve is reduced considerably 
from that of the uncompensated circuit. The speed-torque curves for this 
circuit are shown in Figure 1-18, where they may be compared with those 
obtained from the uncompensated circuit. It can be seen that as lhe con· 
trol resistance is increased, the speed is reduced, but the droop is much 
smaller. At slow speeds, the characteristic curves approach those of a 
shun t-wound motor. 

An inexpensive circuit which provides full-wave con trol, but no 
compensation, uses a three-layer diode and a triac. The schematic is shown 
in Figure 1-20. The maximum average voltage is greater for full-wave con
trol than for half wave; therefore, the motor can provide greater maximum 
torque with full -wave control. The characteristic curve is the same as that 
obtained for the uncompensated half-wave control circuit except that it 
has been translated to higher torque values. Th is curve is shown in Figure 
1-21. The triac will turn on with gate current in either direction; therefore, 
three-layer diode D 1 is used to set the firing point. When the voltage across 
capacitor C2 exceeds the breakover voltage of DI, it conducts and turns 
on triac QI. The time required for the voltage to reach this point is 
controlled by the potentiometer. 'v\lhen the triac is on, the capacitors 
discharge to the forward voltage drop of the lriac. They begin to charge 
towards the firing voltage again when the next half cycle from the line 
appears after the curren t passes through zero. 

If greater speed control is necessary, a full -wave compensated circuit 
such as shown in Figure 1-22 can give characteristics very similar to lhose 
of a shunt-wound mo Lor. The operalion of this circuit is Lhe same as that 

A C 
LINE 

A 1 
100 k 

5.0W 

C1 
0.1 µF 
200 v 

A2 
15 k 

01 

Figure 1-20 - Uncompensated Full-Wave Drive 
for Series-Wound DC Motors 
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of the half-wave circuit with compensation, with the exception that full
wave voltage is applied lo the motor through the rectifier bridge, and a 
diode is required across the field. The function of th.is diode (OS) is to 
provide a current path for the energy stored in the inductive field , chereby 
enabHng the SCR to turn off. An undesirable condition can occur with this 
circuit: At low speed settings and at no load, the SCR may not fire on 
every cycle due to the difference in the back emf of the motor from that 
at high loads and speeds. The back emf of the motor under these condi
tions may be greater than the gate voltage of the SCR. If this happens, the 
SCR does not come on and the motor slows down until the back emf is 
lower than the gate voltage , at which time the SCR can again be turned on. 
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Figure 1·21 - Speed-Torque Characteristics of Series-Wound 
Motor with Fu ll-Wave Control 
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Figure 1·22 - Compensated Full-Wave Drive for Series-Wound DC Motors 
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This results i.n unstable speed control and can cause a pulsati ng speed. The 
speed-torque characteristics for this connection are shown in Figure 1-21. 
These curves exh ibit the maximum flatness of trus series. Of course, the 
motor characteristics as obtained when operated at rated de voltage are the 
maximum that can be provided. Thus the speed-control circuit will provide 
effective control only up to this curve. 

All of the curves shown were obtajned for a I/ 15 hp, 5000 r/rrun, 
115 volt mo tor. This circui t is capable of controlling larger fractional 

SCR 

3 PHASE AC I NPUT 
~ 

SER I ES 
MOTOR 

DIODE 

Figure 1-23 - Simplified Schematic of Half-Controlled, Fu ll-Wave Bridge 

3 PHASE AC INPUT 
~ 

SERIES 
MOTOR 

Figure 1-24 - Simplified Schematic of Fully-Controlled, Full-Wave Bridge 
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horsepower motors. One-quarter-horsepower motors have been controlled 
with the devices as used in the schematics under nom1al conditions. The 
real criterion is the average steady-state current and the stalled-rotor cur
rent under the operating conditions. These two conditions must fall within 
the current ratings of the SCR. In most cases, higher-current SCRs will 
work in this circuit. Since a fractional-horsepower motor was used, a 
single-phase ac supply was used as the main power source. These circuits 
may require some adaptation for any given motor to obtain performance 
simila.r to those shown here. For large in tegral-horsepower motors, it may 
be necessary to use a three-phase supply to obtain enough driving power. 
This complicates the control and rectifier circuitry. Rectifier circuits as 
il lustrated in Figu res 1-23 and 1-24 can be used on a three-phase powe r 
line. The harmonic content of the output voltage with the half-wave con
trolled circuit is or higher amplitude and lower frequency than that of the 
Cully controlled circuit. The full y controlled circuit has less ripple , better 
transient response, less susceptibility to damage from misfirings, and is 

readily adaptable to regenerative braking (if two circuits are connected 
back to back). 

1.5 Shunt-Wound DC-Motor Speed-Control Circuits 

The circuit sl10wn in Figure 1-25 provides half-wave control of a 
shunt-wound motor. The field is supplied through diode DI during the 
half cycle that Q I conducts. Diode D2 across the field winding is used as a 
free-whee ling diode. 

06 
1 N4003 

R1 05 
1 N4003 

01 
1 N4003 

AC 01 
LINE 0 3 2N4172 

1 N4003 

+ C1 04 

02 20 µF 1 N4003 
1 N4003 25 v 

Figure 1-25 - Half-Wave Control o'f Shunt-Wound Motor 
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The average voltage applied to the armature is set by the conduction 
angle of SCR Ql. This angle is set by the charging rate of Cl througl1 
resistor Rl. When the capacitor voltage exceeds the sum of the diode 
drops of 04 and the gate o f SCR Q l , QI turns on. QI remains on until the 
current in this circuit goes to zero. Capacitor Cl is discharged through D3 
every half cycle giving the same initial voltage from which the capacitor 
begins to charge. 
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Figure 1·26 - Speed-Torque Characteristics 
of Controlled Shunt-Wound Motor 

The speed-torque curves for a l/IShp, S,OOOr/ min, JISV motor 
used with this circuit are shown in Figure 1-26. The curve for the maxi
mum speed setting shows the droop obtained with this circuit. When the 
no-load speed setting is reduced, the typical shunt-wound characteristics 
are obtained, but with a reduction in the droop of the curve. 

Improved speed-torque characteristics can be obtained through the 
use of full-wave control. The circuit shown in Figure 1-27 can be used to 
provide full-wave control of a shunt-wound motor. The operation of this 
circuit is similar to that of half-wave control, except that power is supplied 
from a full-wave bridge. Free-wheeling diode 05 connected across the 
armature is necessary in this circuit; without it, curren t would flow 
througll SCR QJ and the bridge rectifier, holding QI on. Four-layer-diode 
D8 was used to provide a stable firing point for Ql. The capacitor must 
charge to its breakover voltage before Ql will turn on. At low speed 
settings and al light loads, some degree of erratic firing o f QJ was experi
enced. The maximum speed at which this occurred depends on the motor 
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and the degree of loading of that motor. Only at very low speed settings 
was this pulsating characteristic objectionable. 

The curves ob tained with this circuit and a 1/15 hp, 5,000 r/min, 
115 V motor arc shown in Figure 1-26. These curves show that the full 
wave control provides much better speed regulation than the half-wave 
control circuit. These circuits may require adaptation for some motors to 
obtain characteristics similar to those obtained with this motor. 

AC 
LINE 

(4) 

1 N 4003 
or MOA942-3 

F IE LD 

4.7 k 

5.0W 

07 

1 N4003 

+ 

P1 

05 
1 N4003 

100 k 06 

5 W tN4003 

Ct 
2.0 µF 

25 v 

08 
1 N5159 

Qt 

2N4172 

Figure 1-27 - Full-Wave Control of Shunt-Wound Motor 

1.6 Direction- and Speed-Control Circuits for Series, 
Universal, and Shunt Motors 

The circuit shown in Figure 1-28 can be used to control the speed 
and direction of rotation of a series-wound de motor. Silicon controlled 
rectifiers QI through Q4 are connected in a bridge arrangement, and are 
triggered in diagonal pairs. 'v\lhlch pair is turned on is controlled by switch 
SI since it connects either coupling transfom1er (T 1 or T2) to a pulsing 
circuit. T he current in the field can be reversed by selecting either SCRs 
Q2 and Q3 for conduction, or SCRs QI and Q4 for conduction . Since the 
armature curren t is always in the sa me direction , the fie ld current reverses 
in relation to the armature current, thus reversing the direction of rotation 
of the motor. 
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Figure 1-28 - Direction- and Speed-Control Circuit 

for Series-Wou nd or Universal Motor 

A pulse circuit is used to drive the SCRs through either transfo rmer 
Tl or T2. The pulse required to fire the SCR is obtained from the energy 
s tored in capacitor C l . This capacitor charges to the voltage ofzener diode 
05 through potentiometer RI and resistor R2. As the capacitor voltage 
exceeds the zencr voltage, the zener conducts, delivering current to the 
gate of SCR Q5. This turns Q5 on, which discharges CI through either Tl 
or T 2, depending on the position of SI. This creates the desired t riggering 
pulse. Once Q5 is o n it remains on for the duration of the half cycle. This 
clamps the voltage across Cl to the fo rward voltage drop of Q5. When the 
supply voltage drops to zero, Q5 turns off, permitting C l to begin charging 
when the supply voltage begins to increase. 

The speed of the motor can be controlled by potentiometer RI. The 
larger the resistance in the circuit, the longer CI requires to charge to the 
voltage of Zener 05. This determines the conduction angle of either QI 
and Q4, or Q2 and Q3, tlrns setting the average motor voltage, and thereby 
the speed. 

lf a shunt-wound motor is to be used, then the circuit shown in 
Figure 1-29 is required. This circuit operates like the one shown in Figure 
1-28; the only differences are that the field is placed across the rectified 
supply and the armature is placed in the SCR bridge. Thus the field cur· 
rent is unjdircctional, but armature current is reversible, and consequently 
the motor's d irection of rotation is reversible. Potentiome Lcr RI controls 
the speed as ex plained previously. 
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r-. Excellent results were obtained when these circuits were used to 
control I /l 5 hp, I 15 V, 5 ,000 r/min motors. This circuit will control 
larger fractional-horsepower motors provided the motor current require-

~ ments are within the semiconductor ratings. Higher-current devices will 
permit control of even larger motors. The operation of the motor under 
worst case must not cause anode currents to exceed the ratings of the 
semiconductor. 

1.7 Permanent-Magnet-Motor Speed Control 

The circuit shown in Figure 1-30 can be used to control the speed of 
a permanent-magnet motor. Lt was tested with a 35 volt motor. A step
down transformer was used to permit circuit values that gave phase control 
over the fu ll half cycle . This is not actually necessary as the SCR could 
have been phased back to keep the average motor voltage below its maxi
mum rating. However, if a motor designed for a higher voltage were to be 
used , component values would have to be modified. If a transformer is not 
used , the maximum average voltage can be set by placing a resistor in the 
position shown by RI. The higher the value of this resistor, the lower the 
maximum average voltage will be. 

The full-wave bridge (D J-D4) provides power to the motor and 
control circuits every half cycle. SCR Ql is turned on when the charge on 
capacitor C l exceeds the sum of the voltage drops in diode 05 and the 
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Figure 1-31 - Speed-Torque Characteristics 
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20 24 

gate of Q l, plus the back emf of the motor. The time required to fire Q 1 is 
set by the potentiometer, which governs the charging rate of the capacitor. 
As the motor load is increased, the back emf is reduced, and for any 
potentiometer setting, QI turns on sooner thereby compensating for the 
increased load. 
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This circuit demonstra ted excellent speed control from 0 to 20,500 
r/min as shown in Figure 1-31. When a load was placed on the motor, the 
control was smooth over the speed range. At light loads and slow speeds 
(up to 12,000 r/min), some degree of pulsation was noticed. This is caused 
by the back emf of lhe motor rising above the capacitor voltage setting, 
thus preventing SCR Q 1 from turning on. When the motor slows down 
sufficiently, the SCR turns o n and speeds the motor up ; the process then 
starts over again. The amount of pulsation is small enough that it is not 
objectionable. When the moto r is loaded, this effect disappears. 

1.8 Pulse-Width-Modulated DC-Motor Speed Control 

fiigure 1-32 is the schematic diagram of a pulse-width-modulated 
de-motor speed control. The circuit operates from a 12 volt de source and 
is capable of driving motors with in-rush currents up to 20 amperes. The 
maximum allowable running current will obviously be less than 20 A, and 
will depend to a great extent on the heat sinking provided for QS . 

The modulated waveform is provided by the Schmitt trigger consist
ing of Q I and Q2, phase-inversion stage Q3, and the delayed feedback, R3 
and CI . The output is a variable-width , variable-frequency pulse waveform 
whose duty cycle and frequency are a function of the de input. The de 
input is the summation of the current through R2, which is connected to 
the speed-adjustment potent iometer R I , and the current through Rf, the 
overall feedback resistor. 

The output of the mod ulator is fe d to a Darlington-connected 
power-amplifier stage consisting of Q4 and QS , which drives the de motor. 
Free-wheeling diode 03 suppresses the inductive kickback of the motor. 
Diode D2 protects the base-emitter junction of QS against reverse break
down clue to voltage transients generated by the motor. 

The overall feedback voltage used to maintain constant motor speed 
is generated by sensing the forward base-emitter voltage of QS, causing Q6 
to conduct a greater amoun t of current as the load is increased. The 
voltage at point A will then rise and Ql will begin to conduct for a shorter 
period of time. This means that the duty cycle of Q2 through QS will 
increase and a larger average voltage will be applied to the motor, thus 
compensating for the increased load. 

The curves shown in fiigure 1-33 are the open-loop operating char
acteristics o f a 12 volt, 4 ampere de motor. Figure 1-34 shows the effect of 
controlling this moto r with the circuit shown in Figure 1-32. As can be 
seen, the operating characteristics are considerably improved. 
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The data for Figure 1-34 were taken at - 20°C, +25°C and +65°C, 
with a 12 volt supply voltage. Figure 1-35 shows the effects of varying the 
power-supply voltage at 25°C. Zener diode Dl is used to provide a regu
lated voltage to speed-adjustment potentiometer RI , and to the two stages 
of the Schmjtt trigger. This minimizes the effects of power-supply vari
ations on this part of the circuit and tends to keep the duty cycle and 
frequency independent of the supply voltage. However, the average voltage 
applied to the motor is a direct fu nction of the supply voltage. Thus some 
means must be provided to compensate for this, and that is the reason for 
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Figure 1-33 - Open-Loop Operating Characteristics of DC Motor 
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Figure 1-34 - Temperature Characteristics of Motor Controlled 
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Parts List for Figure 1-36 ---- - - ---
CAPACITORS P.4 - 10 k !l R 23 - 1son 
C 1 - 10 n F RS - tO i<D. R24 - 3.3 kll 
C2 - 1 .0µF ?.6-10 kll R 2 5 - 200 fl 
C 3 - 8 µF , 15V R 7 - 10 k f2 R26 - 75 !l 
C4 - SOµF, 15 V RS - 2 k!l R27 - 100 f! 
CS - 1.0 ,u F R9-10kfl 

RIO - 47!l TRANSISTORS 
DIODES R1 1 - 10 k!1 0 1 - MA0300 
0 1 - 1N4001 R 12 - 1 k!l 0 2 - 2 N41 23 
02 - IN4001 R13 - I k!l 03 - 2 N41:.?.J 
03 - IN4001 R14 - 470 fl 0 4 - 2 N4221 
04 - 1N4738 R15 -47f2 06 - 2 N3903 
05 - IN4001 R16- 47 fl 06 - 2 N3903 
06 - MA2262 R17 - 10 k !l Q '/ - 2 N41 25 

R18 - 22 kf! oa - 2 N 390S 
RESISTORS R19 - 2 k!1 09 - 2N 3906 
R1 - 27 k ll R20 - 1 k!1 010 - MPSG$Gl 
R2 - 10 k l1 R21- 1 1 k S1. 0 1 I - 2 N490 1 
R3 - 10 kl1 A22 - 10 k ll 01 2 - 2N 4 39 8 
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Motor Speed Controls 

connecting the voltage d ivider consisting of RS, R8, R9 and Rl 1 to the 
12 volt supply. If the voltage increases, Q2 will conduct for a shorter time, 
reducing U1e duty cycle of the voltage applied to the motor, thereby 
keeping the average voltage seen by the motor constant. 

Although this circui t can significantly improve the speed-torque 
characteristics of the motor, it has one maj or disadvantage. Resistor R15 
(820 ohms in Figure 1-32) must be selected fo r the particular motor used 
and for tlte base-emitter drop of power transistor QS . T his can be accom
plished by setting the no-load speed al one half the rated speed with rated 
de applied . The motor is then loaded to ful l load , and R 15 selected to 
restore the speed to the no-load speed. 
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Figure 1-37 - Temperature Characteristics of Motor Controlled 
by Speed Cont rol Circu it with Optical Feedback 
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To further improve the motor's speed-torque characteristics, the 
circuit shown in Figure 1-36 can be used. This circuit illustrates a de-motor 
speed co ntrol using an optical pick-off to complete the closed-loop system. 

The motor armature is painted with alternate black and white 
stripes. A total of twenty stripes was used for the circuit show. A bundle 
of noncoherent fiber optics is used to transmit light from a 12 volt lamp to 
the armature, and transmit reflected light from the armature to the input 
of QI , a MRD-300 photo transistor. The light transmitted from bulb to 
armature to phototransistor is chopped at a frequency determined by the 
speed of the motor. 

The output of the phototransistor is fed into a pulse-shaping circuit, 
and then into a tachometer circuit whose de output is proportional to the 
input frequency. The output of the tachometer is fed to Q4, a junction 
field-effect transistor. The JFET provides a high input impedance to mini· 
mize loading on the tachometer circuit , and a reasonably low output 
impedance to drive the differential amplifier. ln addition, it acts as a level 
shifter to ensure that there is sufficent output to bias the differential 
amplifier when the tachometer output is zero . The diode in series with the 
source lead of the FET is used for temperature compensation. 

The differential amplifier compares the fixed -speed-adjust voltage 
from R 13 to the output of the tachometer level shifter, and generates an 
output voltage that is proportional to the difference, or error, between the 
two. Capacitor C3 is used to prevent motor-speed overshoot when the 
speed-adjustment potentiometer is changed rapidly. 

The T network (Rl5, R16 and C4) and zener diode 04 are used to 
reduce supply voltage variations to the pulse shaper, tachometer, level 
shjfter and comparator circuits. 

The output of the comparator is amplified and fed into a pulse
width modulator similar to the one shown in Figure J -32. 

The output of the modulator is then fed into a Darlington circuit 
consisting of Q 11 and Q 12, which drives the motor. 

The feedback for this circuit is derived from a direct measurement of 
the armature speed of the motor. This permits the speed of the motor to 
be well regulated as shown in Figure J -37. An al ternate method of temper
ature-compensating the circuit can be accomplished by removing diode 03 
and adding diodes in series with R9. Two or more diodes will probably be 
necessary for best temperature compensation, but one may yield satisfac· 
tory results. 

Figure 1-38 shows the results of power-supply voltage variations. 
The effects at lower supply voltages are greater since the pulse width 
reaches I 00% and cannot be increased fu rther to provide additional aver
age motor voltage required by the load. 

1-35 



1800 

1600 

1400 

1200 

c 

~ 1000 

0 
w 
w 
~ 800 

600 

400 

200 

0 
0 

Motor Speed Con/rols 

I + 15 v --- -~ 
~ "" +12 v 

'-

~ + 11 v 

+15 v 
+ i2v -

+ 11 v 

+1 5 v 
+12V -

+ 11 v 

5 10 15 20 25 30 

TORQUE (IN. OZ.) 

Figure 1-38 - Effect of Different Supply Voltages 
on Speed Control Circuit with Optical Feedback 

1-36 



Motor Speed Controls 

BIJ3LIOGRAPHY FOR CHAPTER l 

l. Electric Machinery , Clifford C. Carr, John Wiley & Sons, Inc., New 
York, 1958. 

2. Electro-Technology , June, 1967, Vol. 79, No. 6, "Matching DC Drives 
and Motors," C. J. Newell. 

3. IEEE international Conference Record, Vol. J 4 , Part 8, 1966, "Pulse 
Width Modulated inverters for AC Motor Drives," Boris Mokrytzki -
Reliance Elec. & Eng. Co., Cleveland, Ohio. 

4. IEEE Transactions on Industry and General Applications, iGA-2 No. 4, 
July/Aug., 1966, "Precise Control of Three Phase Squirrel Cage Induc
tion Motor Using Practical Cycloconverter," Walter Slabiak and Louis 
J. Lawson. 

5. IEEE Transactions on Industry and General Applications, IGA-3, No. 2 
Mar/ Apr, 1967, "Thyristor Adjustable Frequency Power Supplies for 
Hot Strip Mill Run-Out Tables," R. A. Hamilto n and George R. Lezan. 

6. IEEE Transactions on Industry and General Applications , IGA-2, No. 
2, Mar/ Apr, 1966, "Solid State Control for DC Motors Provides Vari· 
able Speed with Synchronous Motor Performance," E. Keith Howell. 

7. Mullarcl Technical Communication, No. 80, March, 1966, "Thyristor 
Speed Control of DC Shunt Motors from a Single Phase Supply," 
J. Merret. 

1-37 





CHAPTER II 

Inverters and Converters 

2.1 Inverter Circuits 

An inverter circuit is used to convert a de input voltage to an ac 
output voltage. Subsequent rectification of the inverter ac output results 
in de-to-de conversion, or a converter circuit. In converters, output fre
quency and waveshape of the basic inverter output are relatively unimpor
tant , except as they rela te to efficiency of the converter and the filtering 
of the rectified output. When designing inverters, however, these and other 
characteristics must be specified before the proper circuit can be chosen. 

Some inverter characteristics which may be important in various 
appUcations are listed in Table 2-1 . It is the function of the inverter 
specifications to indicate which are important to the use intended , and to 
state, via tolerances, how critical each of these is expected to be. Obvi
ously, the greater the number of contro!Jed characteristics required and 
the tighter the tolerances, the more difficult and costly the design will be. 
In the absence of specifications requiring emphasis on other character
istics, inverters arc usually designed for highest efficiency. Achievement of 
very precise frequency and output performance, etc. is usually at the 
expense of efficiency as well as circuit simplicity. 

Semiconductor devices used in inverters are of two types, tllyristor 
(generally SCR) and transistor. Some designs, of course, use both devices. 
Present day SCR inverters work best in an input voltage range from 50 to 
600 volts de and an input current range from I to 20 amperes. Transistor 
inverters are generally used with lower input voltages of about I to I 00 
volts and higher input currents (1 to 100 A). The typical output voltage of 
both types is a square wave which may be filtered to obtain a sine wave if 
necessary. The normal range of output power is from I watt to I kilowatt. 
The range of o utput frequencies normally encountered is 60 hertz to I 00 
kilohertz. The o utput voltage can be almost any value; it is determined by 
the input voltage and the output transformer turns ratio. Elaborate 
inverter circuits can be devised to extend the range of these characteristics. 
Series and parallel connections and time-sharing techniques are among 
those commonly used. 
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TAB LE 2-1 

COMMONLY SPECIFIED INVERTER CHARACTERISTICS 

Input voltage: range and nominal 

Output power 

Output voltage 

Output frequency accuracy 

Regulation of output voltage and frequency vs. load and input vo ltage 

Load power factor 

Output waveform 

Harmonic distortion of output, if sinusoidal, vs. load, power factor, 
input voltage 

Overall efficiency vs. loading 

Operating environments (Temperature, etc .) 

Size and Weigh t 

Protection required (as against shorted output, reversed polarity 
input, etc.) 

SCR inverters can be conveniently categorized by identifying the 
method used Lo conunutate or switch off the devices. Series-commutated 
inverters make use of a capacitor in series with the load Lo bring the load 
current to zero and turn off the appropriate SCR. When the capacitor is in 
p-<1raUel with the load, it is used to reverse the anode voltage on an SCR to 
turn the device off. Thjs arrangement is cctUed a parallel-commutated 
inverter. Finally, the inpulse-commuta ted inverter makes use of an au.xiJ
iary LC tank to store an impulse of energy that will be used to turn off the 
SC Rs. 

Transistor inverters may be identified by their feedback. In current· 
feedback inverters, a portion of the load current is fed back to drive the 
transistor base circuit. The voltage-feedback inverter samples a portion of 
the output voltage and uses it for transistor base drive. Finally, the hybrid 
inverter makes use of both types of feedback. 
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T hese circuits , both thyristor and transistor , have unique character· 
istics which make lhem desirable for specific applications. One circuit may 
have high efficiency while another may give excellent frequency regula
tion . T he sections which follow will explain the theory of operation of 
these circuits as an aid to design. T hese sections will also describe the 
advantages and disadvantages of each circuit in an attempt to fit the circuit 
to a particular application. 

The final section in th.is chapter contains a representative sample of 
practicaJ inverter circuits. The circuits can be used as is or modified as 
desired. 

2.2 Series-Commutated SCR Inverters 

The basic circuit for series-conrnmtated SCR inverters is shown in 
Figure 2·1. Ca pacitors Cl and C2 are equal and inductor L is center 
tapped. Resistor R is the load resistor through which a sine wave of cur
rent is to flow. The operation o f the inverter starts wilh both SCRs off and 

with Es/2 volts on each capacitor. When Q l is turned on, the voltage 
across the upper half of L will be Es/2. Current will start to flow as C I 
discharges and C2 charges th rough th e load and the upper hal f of L (see 
wavefo rm in Figure 2-2). Current will be a maximum when the voltage 
across L reaches zero. With negligible load, the voltage across Cl will be 

,.., zero and C2 will have charged to the battery voltage. Now as the field of 
inductor L collapses, Cl will be charged to -0.5 Es and C2 to + l.5 Es 
(reference batte ry ground). When the current drops to zero, Q2 is turned 
on and the voltage across the lower half of L will be 1.5 Es. Autotrans· 
former action induces this same voltage in the upper winding and causes 
QI to be reverse biased by twice the battery voltage Es. This insures that 
Ql will turn off very quickly. Now current will again start to flow but in 
the reverse direction as C2 discharges and Cl charges through the load and 

Q1 

C1 
+ R load L 

~Es 

C2 
Q2 

Figure 2·1 - Series-Commutated SCR Inverter 
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the lower half of L. This time the inductor L will charge C2 to - 1.5 Es 
and Cl to +2.5 Es. The cycle is now complete. The average voltage across 
Cl and C2 will remain Es/2 but the peak voltage will continue to increase 
until the positive alternation becomes equal to the negative alternation. 
The amount of load resistance will be the limiting factor for this final 
value of capacitor voltage. 

2 2 

TR I GG ER '-------'-------' TR IGGER '-------'-------' 

------1.5 Es 

EL 0 '---.>.,...-- -1---\.--

( UPP ER ANO 
L OWER HALF) 

- 1.5 Es 

o~ 

v2.5 Es 

--..-----1.5 Es 

-1.5 Es 

-- 4.0 Es 

~---- -2.0 Es 
2.0 Es 

Figure 2·2 - Waveforms of Series-Commutated SCR Inverter 
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The peak value of capacitor voltage can be found using* 

Es (1 + e -rr/2Q) 
-X 
2 (l _ e -n/2Q) 

where Q .j1!/C ~ 1/2 R ,,.,. , 

L/4 (half of load coil), 

and C = Cl + C2 (sum of capacitors), 
where the units are ohms, rnicrofarads and microhenries. 

The resonant frequency is determined by the values of L' and C: 

I 
f -
R - 2rr .JL'C 

The circuit can be controlled solely by operation of the thyristor gales and 
operation above or below resonance is possible . The maximum frequency 
occurs when the circuit turn-off time has decreased to the value required 
by the characteristics of the SCR. The peak load voltage equals Ec/Q and 
becomes about 0 .6 Es with Q = 4. Four is the optimum value for factor 
Q although the circuit will operate with any value of Q greater than 1 /2. 
This means that the load resistance may be varied from twice the circuit 
impedance (R = 2 JVTC) to zero, but that a good choice for R is one
quarter of the circuit impedance (R = 1/4 .JI;fC). As resistance increases 
above tltis value the sine wave output becomes distorted. Critical damping 
occurs at the upper limit where the thyristors fail to commutate (switch 
off). Lower values of resistance increase the reactive voltages and decrease 
the load voltage. If the circuit components were rated at higher voltages 
the load could be short circuited. 

The series inverter is the easiest way to obtain a sine wave output 
voltage for a resistive load. Because a series inverter is self-commutating, it 
is not necessary to remove the input voltage to stop the circuit. Operation 
can be started and stopped by controlling the trigger pulses. It can also be 
designed so that a short circuit in the load will not destroy any compo
nents. Output voltage regulation, however, is generally quite poor for vari
ations in the load. 

The highest frequency of operation is generally lintited by thyristor 
turn-off time to about 10 kilohertz. It is possible to increase this upper 

*Bedford, B. D. and R. G Haft, Principles of In verter Circuits.John Wiley and Sons, 
Inc. 1964. 

2-5 



inverters and Co1111erters 

frequency limit by an order of magnitude using the circuit shown in Figure 
2-3 . lf the thyristors are triggered in the sequence ind.icated by their num
bering, each device will have one cycle to turn off. New limitations will be 
present with this circuit , the most predominate of which is the rate of rise 
of forward voltage. 

+ • 

• 

4 

Figure 2-3 - Series-Commutated Time-Sharing SCR Inverter 

2.3 Parallel-Commutated SC R Inverters 

The basic ci rcuit for parallel-corn.mutated SCR inverters is shown in 
Figure 2-4, with waveforms taken from the circuit shown in Figure 2-5. 
SCR pair Q l and Q2 is triggered alternately with pai r Q3 and Q4 to 
produce a square wave across load resistor R (Figure 2-50). The voltage 
across QI and Q2 is E12 and is shown positive when current flow is from 
QI through R to Q2. The voltage across R is ER and is shown positive 
when the left side is positive with respect lo the right. When QI and Q2 
are turned on, the battery voltage, Es will appear across inductor L, and 
current will start to flow. Current will fl ow from Es through L, Q l , C, R , 
and Q2. At this point, there will be a constant current flow through L 
approximately equal to E5/R (the voltage across R is Es minus the sum of 
the vollage drops across QI and Q2.) During this lime, the total voltage 
across Q 1 and Q2 is approximately I V as shown by E 12· When Q3 and 
Q4 are turned on, C will begin to discharge. One path of discharge current 
will be through Q l and Q3; another will be through Q4 and Q2. Reverse 
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01 03 
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-=- E5 

R 
load 

04 02 

Figu re 2-4 - Parallel-Commutated SCR Inverter 

current will flow in QI and Q2 until the stored in ternal charge is removed 
und the devices cease conducting. Current through L will now be diverted 
from Q l, R, and Q2 to Q3, C, and Q4, and will begin to increase (see 
Figure 2-SB). The load voltage ER is held positive by C and will not 
become negative until the current newing th rough Q3 and Q4 charges C to 
Es in the reverse di rection (positive on the right). During the time ER 
remains positive, E 12 remains negative, and QI and Q2 are able to recover 
their forward blocking ability. So when ER becomes negative, Q l und Q2 
will remain off, and E12 will go positive. Current tl1rough L reaches a 
maximum when ER is approximately equal to Es. The collapsing magnetic 
flc ld will now cause a slight negative overshoot on ER· Finally, a constant 
curren t will flow through L, and Es will appear in reverse across R. A 
similar sequence of events will occur when QI and Q2 are triggered and 
ER again becomes positive. 

The design of this circuit would begin with the selection of the input 
voltage and load . The next step would be to choose the SCRs and a trigger 
circuit to meet the power and frequency requirements. Then values for the 
commutating capacitor and inductor should be determined: let the R-C 
time consta11t be twice the turn-off time (t0 rr)- Then RC= 2 t 0 rr and C = 
2 t0 ff/R. Finally let the L-R lime constant be equal to the R-C time 
constant to obtain critical clamping. Then L/R =CR and L = CH.2. 

If the inductance is reduced by a factor of three, the circuit will be 
unclcr<lamped.* The load voltage shown as ERU in Figure 2-SE will result. 
Smaller .inductance would cause more ringing and the circuit would turn 
itself off following commutation. 

*Mapham. Keville "An SCR Inverter with Good Regulation and Sine Wave Oulpul." 
//;"/.:"I;· Transactions IGA-3 No. 2 Mar/ Apr 67. 
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Figure 2-5 - Waveforms of Parallel-Commutated SCR Inverter 
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An ovcrdamped load voltage is shown in Figure 2-5F as ERO· The 
overdamped load voltage occurs when the inductance is increased by a 
factor of four.* Therefore, the actual value of the inductance should not 
be greater than 4L nor less than L/3. If the load is to be fixed , L should be 
chosen for critical damping. If the load is to be variable choose C for 

- mininmm load (Rmin) and L fo r overdamping (L = 4 CR2min)· The load 
resistance can then be increased by a factor of 3.4 before the circuit will 
ring off. Any decrease in resistance would tend to shorten the turn-off 
time and commutation would then become unreliable. 

lt is possible to obtain any output voltage by replacing load resistor 
R with an output transformer. If the primary of this transformer has a 
center tap, SCRs QJ and Q3 can be removed. The circuit would then 
appear as shown in Figure 2-6. In this case both C' and R' must be 
reflected across one-half of the transformer primary and the values to be 

used are C = 4C' and R = (~)2 
R'. 

n2 

L 

c' R' 
load 

Figure 2-6 - Parallel-Commutated SCR Inverter 
with Center-Tapped Transformer Load 

This approach to a parallel inverter is about the simplest way to 
obtain a square wave from an SCR inverter. Even the triggering is simpli
fied since both SCRs have a common ground. However, the output wave
form will always have an exponential leading edge and, the waveform is 
also affected, as we have shown, by variations in load. Because the turn-off 
time can represent a considerable portion of each alternation, the operat
ing frequency will normally be less than 2 kilohertz for most available 
SC Rs. 

*See Reference Four. 
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2.4 Impulse-Commutated SCR Inverters 

The basic circuit for impulse-commutated SCR inverters is shown in 
Figure 2-7. Batte ry voltages El and E2 are equal. Either thyristor Q3 or 
QI must be triggered first to store turn-off energy in capacitor Cl. Assume 
Q3 is triggered first. Current will flow from battery El through inductor 
LI, capacitor Cl, and load resistor Rl. When this current ceases to flow, 
Cl will be charged to E l (positive on the side connected to Ll) and Q3 
will turn off. Q4 can be turned on next and current will then flow from E2 
through RI and Q4. At this point the battery side of RI will be positive, 
and Cl will remain charged as before. Using this condition, we can now 
refer to the waveforms in Figure 2-8A. A trigger pulse is applied to Ql. 
The capacitor current is initially zero. ER, the voltage on resistor R l, is 
positive and the capacitor voltage, Ee, is negative. Both are approximately 
equal to El. The current Oowing through RJ (1 i) is approximately equal 
to E I / Rl. CI will now discharge a sine wave pulse of current through Ll, 
QI, E2 and RI. As le increases toward the value of load current IL 
(shown dotted), the current through Q4 will decrease to zero at tl. When 
Ic exceeds IL, E R will increase until diode D2 is forward biased. The 
amount of Ic that exceeds IL wiU therefore flow through 02. During this 
time, Q4 is reversed biased by D2 and will turn off. When Jc is maximum, 
Ee is zero and energy is now stored in the magnetic fi eld of Ll. As this 
field collapses, le will decrease below IL and D2 will become reverse 
biased at t2. Now charging current wiU flow from E2 through RJ, CI, LJ, 
and Ql , and ER will decrease. When Cl becomes charged at t3 to E2, ER 
will be zero , and QI will turn off. The triggering of Q2 and Q3 will create 
a similar sequence of events for the negative alternatio n of load voltage 
(ER). 

+ 
-=. E1 

+ 
-=. E2 

R1 

Figure 2-7 - Impulse-Commutated SCR Inverter 
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An alternate triggering sequence is shown i.n Figure 2-8B. Ql lias just 
been triggered ; Ee is nega tive and Q4 is on. During the lime 02 is forward 
biased , Ic exceeds IL, and Q4 is recovering its blocking capability. At the 
point where le decreases below IL, the turn off of Q4 is completed and 
Q2 may be triggered. T he load voltage ER will reverse instantaneously at 
this point. Since Q2 was triggered before le reached zero, QI will still be 
on. This means that charging current for Cl will now now from both E2 
and El through Q2, CI, LI, and QI. The net result is that the final voltage 
on Cl will be about double that of the previous operation. 

2 3 2 3 
TR I G ......_ __ .....__ _ _ ..___ __ _.._ _ _ _,__ .t,--'----'-----' 

Ee 

(A) 

'L---&_-
111 

11
1 

11 

II 
11 

1_ 
(8) 

Figure 2-8 - Waveforms of Impulse-Commutated SCR Inverter 

ln the design of this circuit , the supply voltage and load are selected 
first. The center-tapped supply may be obtained by connecting two capaci
tors in series across a single de supply. Any value of load voltage may be 
obtained by using an output transformer. After the thyristors and diodes 
have been selected, a triggering circuit can be designed . A variable-time 
ring counter is often a good choice. Finally, values for LJ and Cl must be 

determined . Let le be 1.5 IL, and the pulse width (rr v'CC) be at least 
double the turn-off time (2 t 0 ) because this pulse shape requires the least 
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energy.* Since le is determined by Ee and the characteristic impedance 
(Z0), we obtain 

1. 
E E 

le = _ c_ = 1.5 IL or Z
0 

= vL/C = _c_ 
~ 1.5 lL' 

where Ee is either equal to EI or 2E l depending on the mode of opera
tion. The remaining condition is 

1 1 
2. 1i .jfE = 2 to or r = v'LC = - to , 

2n LC 4 

wh~re f is the resonant freq uency. Knowing f and Z0 , values for LI and Cl 
may now be obtained directly from a reactance chart. 

.In the mode of operation shown in Figure 2-8A, turn off can occur 
at any time. Th.is means that the output voltage can be pulse-width modu
lated. In the mode of 2-88, a near-perfect square wave and fast switching 
and no overshoots is obtained. Very little power is lost in the commutating 
circuit so the circuit is very efficient. The circuit can be operated with no 
load and with a reactive load. The limiting value of load current (I I.) is 
that chosen for use in equation(!). Commutation becomes unreliable for 
load currents which exceed this value. It is possible to operate this circuit 
with any frequency up to about 25 kHz. Thjs limit is imposed by a typical 
turn-off-time requirement of 20 µs. The one disadvantage of this circuit is 
that it requires fo ur thyristors and a fai rly complex triggering circuit. 

2.5 Current-Feedback Transistor Inverters 

The basic current-feedback, two-transformer transistor inverter is 
shown in Figure 2-9. Possible modifications include the use of NPN transis
tors (with proper power supply polarity) and/or common collectors, with 
feedback windings in the emitters. In the circuit of Figure 2-9, feedback 
transformer TI functions as a current transformer to provide base drive 
current proportional to collector current. If QI is assumed to be conduct
ing, I BI ""'(Ne/NB) lei. Th.is flow of base current causes a voltage drop in 
the base circuit of Ql. In the absence of other series voltage drops, the 
voltage developed will be the VBE or the conducting transistor and voltage 

*Bedford, B. D. and R. G. Hoff, Principle of Inverter Circuits. John Wiley and Sons, 
Inc. 1964. 
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Figure 2-9 - Current-Feedback Two-Transformer Transistor Inverter 

across NB will be damped at V BE· This voltage across NB determines how 
long it will take T l to saturate and establishes the operating frequency of 

the inverter according to equation (1), where V = VBE• N=NB,and f35A is 
the flux capacity of the co re of T J: 

vx 108 
f = - - --

4 f3sA N 

f3s is the maximum flux density in gauss 

A is core area in cm2. 

( I) 

When Tl saturates, the conducting transistor QI loses base drive, and the 
inverter switches to the other transis tor. 

Collector current le results in HI = rc;c where l is core magnetic 
pa th length. Prior to core saturation, only a small portion of this applied 
magnetic-field intensity is required for core magnetization, and current 
ind uced in base winding NB will be approximately (NcfNB) le . As the 
core saturates, increasing current required for core magne tization detracts 
from the available base drive, causing the conducting transistor to turn off, 
and the other transistor to switch on regeneratively. 
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Because VBE is relatively insensitive to inverter input vollage and 
load current, the frequency of the basic current feedback inverter (Figure 
2-9) is correspondingly independent of input and load. However, the 
following precautions are necessary: The duration of the half period asso
cia ted with CO'}duction of each transistor is proportional to the VBE of 
that respective transistor. To avoid half-period asymmetry which would 
result in net direct current in transformer T2, it is recommended that the 
two transistors be matched for Vn E· Further, since Vn E is typically one 
volt or less, considerable deviation from calculated frequency can be 
caused by even tenths of a volt of base-circuit 1-R drops such as may be 
caused by appreciable series resistance in winding Ns. Empirical adjust
ment of the number of turns (Ns) is generally easier than taking winding 
res istance into account in the original calculation. 

Current-feedback inverters arc easily adapted to slabil.ization or con
trol of inverter frequency by the addit ion of controlled series voltage 
drops in the base circuits. Several possibilities are shown in Figure 2-JO. In 
each case, frequency is proportional to the sum of VBE and the added 
series voltage drop. 

In Figure 2-lOA, a zener diode in series with VBE reduces the effect 
on frequency of variations in VBE cl ue to changing load or temperature. If 
VoE is smaU compared to zener voltage Yz, good frequency accuracy is 
possible. 

A diode in series with the drive circuit is used in Figure 2-lOB to 
compensate for the negative temperature coefficient of (J5, and provide 
almost constant frequency over a wide temperature range. A resistor in 
series with the base of the transistor may be used to obtain a series vo ltage 
that will provide a frequency proportional to VsE + 13 R13. With a vari
able resistor, as shown in Figure 2-1 OC, frequencies over a rnnge exceeding 
ten to one have been observed. Also, freq uency variation or precise fre
quency control may be obtained by using a voltage-regulating transistor in 
the feedback circuit , as shown in Figure 2-J OD. 

ln adding series voltage to the base circuit , care must be taken not to 
exceed BVEBO of the nonconducting transistor, or a protective external 
diode must be placed in the base circuit. Jn the configurat ions shown in 
Figure 2-10, which have series elements common to both base circuits, 
reverse emitter-base voltage will be twice the induced series voltage plus 
VBE of the conduccjng device. Common-collector circuits or ocher config-
urations having independent series clements in each base circuit will result -
in emitter-base reverse bias equal lo the series voltage plus VBE· Note, 
however, that when in dependent seri es elements are used, the voltages 
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Figure 2-10 - Stabilized Current-Feedback Inverters 

2- 15 



Inverters and Converters 

develo ped across each should be equal, so that the two half cycles are of 
equal duration. 

Some means must generally be provided to assure starting of c urrent 
feedback inverters. Frequently, introduction of a slight circuit imbalance is 
adequate to initiate regenerative conduction of one transistor and begin 
osciUation. Such imbalance may consist of a resistor from point A to point 
Bl in Figure 2-9 , or a capacitor from A to Il2. For severe starting require
ments, more sophisticated starting means, such as the circuit of Figure 
2-.11, may be used. 

T1 

• 
Ne 

T2 
Q1 

[ • 
Na + _ N1 

• 11 
N9 N1 

Q2 

Q4 

R2 

• 
Ne 

Figure 2-1 1 - Current-Feedback Inverter with Starting Circuit 

n 

In the circuit of Figure 2-11 , inverter starting is accomplished by 
turning on SCR Q4, causing current to flow through the emitter-base n 
diode ofQ2, and thus turning Q2 on. When Q2 turns on, the collector-base 
junction of Q2 becomes forward biased and Q4 is commutated off. Q4 is 
triggered by the discharge of Cl through unijunction transistor Q3 when M 
the voltage on Cl becomes adequate to fire the unijunction. Resis tor R2 
limits both gate and anode current of Q4. 1f the time constant of RI and 
CI is Jong compared to the inverter half pe riod, the starting circuit will not 
fire after the inverte: starts, and very little loss of efficiency will result 
from use of the starting circuit. 
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Simplifications in the starting circuit of Figure 2-1 l may be ade
quate for many applications. For example, if Q4 were eliminated, and base 
one of the unijunction were connected to the collector of Q2, discharge of 
Cl would be through the Q2 feedback winding Ne. Q2 would be biased on 
by current-feedback action of transformer Tl. For NPN circuits, uni
junction base one may be connected directly to the base of an inverter 
transistor, and discharge of Cl would provide starting base current to the 
transistor. 

- Note that because high output current results in proportionately 

!""I 

high base current, current-feedback inverters start well into a full load, or 
even a somewhat-capacitive load. On the other hand, starting into induc
tive loads is difficult. This is the converse of voltage-feed back inverters, 
which start well into light or inductive loads, but with difficulty into full 
or capacitive load. Low input voltage does not detract from starting per
formance of current-feedback inverters. 

For applications involving varying loads or a range of input supply 
voltages, current-feedback inverters are more efficient than voltage
fccdback inverter because of the proportionality between base current and 
output current in current-feedback inverters. Conventional voltage
feedback inverters must be designed to provide adequate base drive at full 
load and minimum input voltage. As loading is reduced, voltage feedback 
and its associated losses remain constant in magnitude and represent an 
increasing share of input power. As the input voltage is increased from its 
minimum value, drive losses increase, again detracting from efficiency. The 
comb ination of light load and high input voltage may result in very ine.ffi
cien t operation. A further inefficiency of voltage-feedback inverters is that 
base resistors or other dissipative means must usually be provided co con
trol base current. 

2.6 Voltage Feedback Transistor Inverters 

One-Transformer-Inverter Operation 

Operational theory common to most transistor inverters may be 
illustrated by considering the basic over-driven, push-pull , transformer
coupled transistor oscillator circuit of Figure 2-l 2A, and the transformer 
B-J-1 curve of Figure 2-1 3. Assume that transistor Q 1 is nonconducting, Q2 
conducting, and the transformer saturated at point J on the B-11 curve. 
When Ql starts to conduct, the voltage developed across the primary 
windings (NI) induces voltage in the feedback windings (N3) which drives 
QI into saturation rapidly and turns Q2 off. When this transition is com
plet ed, constant voltage, Vp = V CC - V CE(sat)• is applied to NI. Since 
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Figure 2·12 - Basic One-Transformer Inverter Circu its 
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Figure 2·13 - Transformer B·H Curve 

deb Vp 
-· =--,flux" must increase in the transformer core al a cons tant rate. dt NI .,, . 

causing nux density B =¢/A to increase from point J toward point K on 
the B-H curve. As long as the core remains nonsaturated, magnetization 
current i111 ( = H/N l) is small, but as saturation (point K) is approached, 

high magnetization current i111 is required to keep !~ constant. When 

reflected load current, plus this sha rply increasing magnetization current, 
exceeds the collector current wh.ich Ql can supply (with the drive avail
able), QI begins to come out of saturation causing Vp to decrease. The 
feedback voltage (YpB) and collector current Cle) decrease regeneratively, 
turning QI off and encltng the ha lf cycle. 

As flux in the transformer core collapses from poinl K to point 13"' 
voltage wh.ich biases transistor Q2 into conduction and initiates the next 
half cycle is induced in the winding. The operation is simi lar to the first 
half cycle except that supply voltage (less VcE(sat)) is applied to the other 
half of the primary, causing a reversal of polarity in the induced output 
voltage. Q2 conducts until the core is driven into negative saturation at 
point M on the B-1-J curve. As flux collapses from M to J , the full cycle is 
completed. 

Typical voltage and current waveforms for a one-transformer in· 
verter are shown in Figure 2-14. [t can be seen from the waveforms of 
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collector-to-emitter voltage that, in the off condition, each device is sub
jected to a voltage approximately equal to twice the supply voltage plus 
any induced voltage that may occur in the circuit due to leakage induc
tance, etc. Also significant is the fact that the same maximum collector 
current ip is required for switching action whether this current is primar
ily renected load current, as in Figure 2-14D, or totally magnetization 
current, as in 2-14E. Th.is wiU obviously limit efficiency at low output 
loads. 

Operating frequency of the inverter is determined by the voltage V p 
and by the saturation characteristics of the transformer core according to 

th I · hi f Vp X 108 H n . d fl d . . e re at1ons p, = z. µ 5 1s saturate · ux ens1ty in gauss, 
4~sAN1 

A is cross-sectional area of the core in cm2, and N 1 is the number of turns 
on one half of the primary. 

Two-Transformer Inverters 

At high load currents, high frequency, and high output power, it 
becomes increasingly difficult to design and build a one-transformer in
verter in which the transformer fulfills the dual role of frequency control 
and efficient transformation of output voltage satisfactorily. For this 
reason, the two-transformer inverter designs of Figure 2-15 are advanta
geous in many applications. Operation of two-transformer inverters is 
similar to that of one-transformer inverters except that in a two-trans
former circuit (Figure 2-15), only the small feedback transformer T2 need 
be saturated. Since the magnetization current of T2 is small, high current 
levels due to transformer saturation currents are reduced significantly com
pared to one-transformer design, as is device stress due to these trans
former saturation current levels. (Compare Figure 2-16 with Figures 2-14D 
and 2-14E~ Furthermore, use of a conventional output transformer with 
normal core material permits lower transformer costs as well as higher 
efficiency. 

Another major advantage of two-transformer inverter designs (cir
cuits similar to Figure 2-15) is that the inverter frequency is determined by 
VFB· This voltage can be regulated to provide a constant frequency or can 
be changed with a variable resistor for RfB to provide variable frequency 
output. 

Bridge Inverters and Series-Connected Inverters 

Inverters such as the bridge circuits of Figure 2-17, and the series
connected inverter of Figure 2-19, are useful when input voltage exceeds 
transistor voltage capabilities. The bridge arrangements apply the supply 
voltage across each transistor, instead of applying approximately twice the 
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Figure 2-15 - Typical Two-Transformer Inverters 

2-22 

n 

n 



-

flwerters and Co1111erters 

le 

Time 

{a) FULL LOAD 

COLLECTOR CURRENT 

le 

Time 
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Figure 2-16 - Collector-Current Waveforms for Two-Transformer Inverter 

supply voltage as in simple push-pull circuits. This reduction in voltage to 

which each device is subjected is true of all c.ircuits of Figure 2-J 7 , but in 
the half-bridge circuit of figure 2-17C, transistor current must double to 
maintain the original output power. 

In considering bridge inverters, the designer should be aware of a 
problem tolerable in simple inverters but of major significance in bridge 
connections. This has to do with the current-voltage excursions of the 
devices as the circuit switches. If the previously nonconducting side of the 
circuit turns on before the other side is completely o ff, both high voltage 
and high current may be imposed on the transistors, and their safe areas 
may be exceeded. Additionally , high transients may be generated . The 
problem may be somewhat alleviated by reducing device "on" drive, by 
device protection against transients, or by compensating base-drive net· 
works wllich retard turn on of the nonconducting device. One possibility is 
to use a driven bridge having the input waveforms of Figure 2-18. 

In the circuit of Figure 2 -19, n simple inverters connected in series 
divide the supply voltage equally so that each device is required to with-

2 V CC 'fl · · · . I • I ct· ·ct ll ---. 1e magnetic c1rcu1l requues t 1at t11c vo tage 1v1 c equa y 
n 

among the series stages. 
Each of the basic approaches summarized above has a unique combi

nation of advantages and disadvantages which should be considered in light 
of the design requirements. 

Inverter Starting Circuits 

In general, the basic circuits of Figure 2-I 2 and their derivatives 
(including basic two-transformer inverters) will not oscillate readily unless 
some means is provided to begin oscillation. This is especially true at full 
load and low temperature, the most severe starting condition for resistive 
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Figure 2-19 - Series-Connected Inverter for High DC Input Voltages 
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loads. The discussion of basic inverter o peration assumed that one of the 
transistors was conducting, which will s tart the oscillation. The fu nction of 
the starting circuit is to ensure this condition. 

A simple, commonly used s tarting circuit is shown schematically in 
Figure 2-20A. ln this circuit RI and R2 form a simple voltage divider to 
bias the transistors lo conduction before oscillation starts. A good rule of 
thumb for the base starling bias developed by this circuit is to use 0.3 volts 
for germanium transistors and 0.5 vol ts for silicon. This voltage, VB, is 

RI Yee 
equal to . Since RI occurs in the feedback circuit in series with 

RI +R2 
the base of each circuit half, R l must not exceed Rs, which is equal to 

VFB - VEB 
- ---. If RJ is set equal to Rs, then RI and R2 are uniquely 

!B 
determined for any given starting bias. The resistance o f R2 is un.iquely 

determined for any given starting b ias . The value of R2 may be adjusted if 
starting is not satisfacto1y . The advantage of this straightforward starting 
technique is that only resistors need to be added to the circuit, but it has 
the disadvantage of additional power dissipation, which may become 
excessive in high power circuits. 

An improved, but somewhat more costly, start ing circuit is the diode 
self-starting circuit shown in Figure 2-208. This circuit dissipates less 
power than its resistive counterpart and is less temperature dependent. 
Operation is similar to resistive s tarting, but when powe r is first applied 
the bases of the transistors are driven negat ive by fu ll supply voltage and 
oscillation starts rapidly. 

Capacitive filters, starting motors or incandescent lamps may tem
porarily present extremely hjgh loads to inverters during the starting 
period. Starting with such loads is often simplified somewhat by using a 
driven inverter, and thjs approach may be preferable to the circuit compli
cations needed to assure self-oscillation. 

Conclusion 

Transistor voltage-feedback inverters provide many advantages in 
conversion of direct current to alternating current . The basic two-transis
tor, one-transformer design has excellent efficiency and performance, but 
is inferior to a two-transistor inverter at powe r outputs in excess of 100 
watts or if precise frequency is required. Design requirements are dictated 
by inverter specifications, and modifications to the basic circuit probably 
will be necessary to achieve precisely controlled freque ncy or output 
voltage. 
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Figure 2-20 - Starting Circuits for Transistor Inverters 
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2.7 Hybrid Feedback Inverters 

It has been noted that current-feedback inverters have some advan
tages over voltage-feedback inverters. The frequency of a current-feedback 
inverter is almost independent of supply voltage and load, and its effi
ciency is nearly constant over a wide range ofload because its base current 
is proportional to load current. This constant forced gain also enhances the 
overload capability of current-feedback inverters. Current-feedback in· 
verters operate well with low input voltage. They start well into full 
loads, but are difficult to start into light or inductive loads, and shut down 
with open output. They can be operated into center-tapped resistive loads 
as well as into transformers. 

Voltage-feedback inverters start well into light or inductive loads, 
bur arc difficult to start into full or capacitive loads, and shut down 
automatically if their output is shorted. The frequency of voltage-feedback 
inverters is determined by feedback voltage and therefore is usually pro
portional to input voltage. Because base drive is constant with respect to 
load, voltage-feedback inverters are comparatively inefficient at low load. 
Base drive increases with increasing input voltage, and decreases efficiency 
if input voltage ranges widely. 

By combining current feedback and voltage feedback in a single 
inverter, it is possible to obtain many of the advantages of each type of 
feedback. For example, the hybrid inverter of Figure 2-21A has voltage 
feedback added to the basic current-feedback inverter. Although tl1e polar
ity of N4 could be arranged to ob tain differential feedback, additive feed
back is assumed in the following discussion. The relative contributions of 
N4 and Ne to total drive may be varied, depending upon the characteris
tics desired. 

The combination or hybrid feedback results in exceUent starting 
over a full range of loads, including reactive loads. Frequency stability 
with changing input voltage and changing load is essentially that of the 
current-feedback inverter. As previously discussed for current-feedback 
inverters, a resistor, rectifier, zener diode or other series element may be 
placed in the base circuits for additional control of inverter frequency. 
Low-load efficiency and overload capability are improved over the voltage· 
feedback inverter since base current is still somewhat proportional to load 
current. Hybrid inverters operate well over an extremely wide range of 
input voltage. Either common-emitter or conm1on-c0Uector NPN or PNP 
transistors can be used in hybrid-feedback configurations. 

The modification of hyb1id feedback shown in Figure 2-21B, was 
found to be useful with inductive and light loads. Because of capacitor 
CfB in the voltage feedback loop, the voltage feedback is maintained only 
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N3 

(a) CURRENT FEEDBACK+ VOLTAGE FEEDBACK 

N3 

N l 

N1 

Ne 

(b) CURRENT FEEDBACK+ "BOOSTER" FEEDBACK 

Figure 21 - Hybrid-Feedback Two-Transformer Inverter 
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during the first portion of each half cycle. Each time the inverter switches, 
a pulse of current from the voltage feedback "booster" circuit consisting 
of Rps, Cr:s and N3 is injected at the base of the transistor being turned 
on. This supplemental current adds to the base current from the current
feedback transformer lo assist transistor switching. If the load is inductive, 
il also serves to maintain bias until collector current is adequate to provide l'""I 

the feedback needed to sustain conduction. At low loads (low current in 
Ne), the booster circuit is adequate to provide oscillation. At foll load, 
regular current-feedback operation predominates and the booster circuit 
has little effect on the inverter operation. 

2.8 SCR Inverter with Well-Regulated, Sine-Wave Output 
165 Vdc-120 Vac, 800 W, 400 Hz 

The 800 watt , 400 hertz series-commutated SCR inverter shown in 
Figure 2-22 is designed to operate with an input of 165 volts. The output 
voltage is 125 volts rms and the waveform is a sine wave. This circuit is 
probably the best sine-wave inverter known today. The output voltage is 
extremely well regulated for variations in load, the frequency is independ
ent of normal load and input voltage variations, and the circuit itself can 
be designed to operate over a wide range of frequencies and output power 
levels. 

The 800 watt limit imposed on this circuit is actuaJJy a device limita
tion. The circuit was tested at 1000 watts for efficiency, and the load was 
then reduced to 3 ohms before the thyristors failed to conunutate. The 3 
ohm load represents almost 5 kilowatts of output power. The circuit will 
also operate at the other extreme of no load. The actual operating range of 
output power is 0 to 800 watts with an input of 165 volts de. 

Efficiency and output voltage are plotted as a function of output 
power in Figure 2-23. Efficiency increases with power from 5% at 30 watts 
to 60% at 800 watts. This shows that the best efficiency is obtained with 
full load. The output voltage decreases slightly as output power is in
creased. The voltage dropped from 127.5 V at no load lo 125.0 V at full 
load. This means that output voltage will decrease by only 0.3 volts for 
every 100 watt increase in load. Frequency was not plotted because it does 
nol vary with load. The frequency remains 400 hertz over the full range of 
output power. The waveform itself is also quite good over this range; there 
is no perceptible distortion of the sine wave as viewed on an oscilloscope. 

At full load, the input current is about 9 A. If the trigger circuit 
were externally driven, the inverter circuit would operate with an input 
voltage of 25 volts de. The zener will start to lose regulation in this circuit 
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at about 75 volts input. Between 75 and 165 volts input, the output 
frequency remains 400 hertz. Output power and output voltage, however, 
will vary with the input. The peak output voltage remains approximately 
equal to the input voltage. This means that the rms output is about 0.7 
times the input voltage. 

This circuit does differ from the basic series inverter: Diodes DI and 
02 are connected across the thyristors Q 1 and Q2. Inductors LI and L2 
clo not have a common core and the resonant frequency is higher than the 
operating frequency. The circuit is discussed in more detail in Reference 6. 

2.9 Basic Sine-Wave Invert er 
28 Vdc - 110 Vac, 40 W, 400 Hz 

The 40 watt, 400 hertz series-commutated SCR sine-wave inverter 
shown in Figure 2-24 is designed for an input of 28 volts de. The output 
voltage is 110 volts rms. The circui t is quite simple; it uses a capacitor and 
inductor on the output to produce the sine-wave output. It may be oper
ated above or below resonance without any commutation problems. The 
circuit is driven by a pair of unijunction transistors, and the frequency 
regulation is excellent for variations iJ1 both input voltage and load. The 
circuit can be operated indefinitely into either an open- or short-circuited 
load. The output voltage and power are affected by variations in circuit Q 
and will change with variations in load resistance. 

Figure 2-25 shows the effect of variations in load resistance on 
frequency, efficiency, power, and output voltage . The load resistance was 
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increased from 50 to 500 ohms with a 28 volt de input. Frequency in
creases slightly with resistance but the overall regulation is better than 5%. 
The output voltage varies considerably with load; it increases from about 
30 to 130 volts rms. If it is desirable to keep output voltage within a 
certain range , the load resistance must be limited accordingly. The maxi
mum transfer of power occurs wi th a load resistance of 290 ohms and the 
output power at this point is approximately 42 watts. Variations in resis
tance above and below this power cause the power to decrease. Efficiency 
increases with increasing load resistance from about 20% to 60%. At 250 
ohms, the efficiency is slightly better than 40%. 

In Figure 2-26, o utput voltage and frequency are plotted as a func
tion of input voltage, with a constant load of 250 ohms . As the input 
voltage is increased from 15 to 30 volts, the output voltage increases 
linearly from abo ut 50 to l IO volts. Doubling the input voltage also causes 
the output voltage to double. The output frequency decreases from 415 to 
395 hertz over this same range of input voltage. Frequency regulation is 
again better than 5%. 

The nominal in put voltage is 28 volts de. Variations of± 10% are the 
allowable lirn.il. Input current will vary with load from 2 A at 500 ohms to 
6 A with a short circuit (O fl load resistance). The operating range of load 

28 v 

L 1 andL2 - TRIAD C-49V 32m H CT,5A 

20 µF 
100 VAC 

T1 - TRIAD F-22A 120/6.3V 20A 
T2 - SPRAGUE 11213 

R1 

x 1.5 k 

y 
01 

2N4870 

0. 1 µF 

75 v 

Dl D2 
1N4001 1 N4001 

R7 
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figure 2-24 - Basic Sine-Wave SCR Inverter. 
28 Vdc to 110 Vac, 40 W, 400 Hz 

2-33 

R2 
1.5 k 

02 

2N4870 

T2 

11c: 



<;?. 

>-
u 
z 
w 
u 
u. 
u. 
w 
0 
z 
<i 
(J) 

I-
t-
<i 
~ 
a: 
Ill 

s: 
0 
(L 

t-
::> 
(L 

I-
::> 
0 

Inverters and Converters 

80 410 

60 405 

40 390 

20 150 

0 50 

INPUT VO LTAGE ,. 28 Vdc 

0 100 200 300 400 500 

LOAD RESISTANCE (OHMS) 

Figure 2-25 - Performance of SCR Sine-Wave Inverter 
in Figure 2-24 for Varying Load 

N 
I 

>-
u 
z 
w 
::> 
0 
w 
a: 
u. 
t-
::> 
(L 

t-
::> 
0 

w 
(!) 
<i 
t-
_J 

0 
> 
t-
::> 
Cl. 
t-
::> 
0 
(J) 

~ 
a: 

resistance should be from 200 to 300 ohms in order to obtain ±10% 
output voltage regulation. 

2.10 Driven Inverter with Stable Frequency Output 
24 Vdc - 45 Vac, 120 W, 400 Hz 

A simple means to approximately double a voltage is to use the 
parallel-commutated SCR inverter shown in Figure 2-27. The nominal 
input voltage for this circuit is 24 Vele, but input voltage may be varied 
from 10 to 28 Vele. Output power is typically 120 watts but can be 
increased to approximately 150 watts with 28 Vele input. The o utput 
voltage is a 45 V, 400 l-Jz square wave. This voltage is independent of load 
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Figure 2-26 - Performance of SCR Sine-Wave Inverter 
in Figure 2-24 for Varying Input 

current but does vary with the input voltage . A capacitive load is required 
to commutate the thyristors properly. Load power factor in this circuit is 
about 0.9. 

Load current does affect the output voltage waveform of this circuit. 
The leading and lagging edges rise and faU exponentially. As load current 
decreases, the rise and fall times increase. A certain amount of rise and fall 
time is necessary for commutation. The minimum load for this circuit is 
ten ohms, resulting in a maximum load current of 2.4 A. 

The magnitude of the input voltage does not affect the output
voltage rise and fall times but wilJ, as stated before, affect output voltage 
magnitude. 

Since this is a driven inverter, the output frequency is not affected 
by changes in the load. Frequency is also very stable for variations in input 
voltage. Frequency stability is maintained by the voltage drops of diode 
Dl and the base-emitter junctions of QI or Q2 , which are relatively inde
pendent of current variations. 

The overall efficiency of this circuit is approximately 70%, resulting 
in power losses low enough that this inverter can be used in ambient 
temperatures from 0°C to +60°C if heat sinks with thermal resistance of 
less than 3° C per wa ti are used for QI, Q2, QS, and Q6. 

The circuit is actually an inverter-driven inverter. The drive circuit is 
a current-feedback inverter with a UJT startjng network. Additional wind
ings on the small timing transfonner drive a pair of sensitive-gate SCRs. 
These SCRs drive the main parallel-conunutatcd inverter, which supplies 
power to the load. 
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Figure 2-27 - Driven SCR Inverter. 
24 Vdc-45 Vac, 120 W, 400 Hz 
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The value of inductor LI was chosen to provide a damped output 
waveform with no overshoot. 1 f the waveform is not critical, th.is value 
may be reduced to as tow as 80 µH. This not only reduces the weight of 
the reactive components but will improve efficiency as welt. This circuit is 
subjec t to damage from short circuits or overloads. In either case, both 
thyristors QS and Q6 will fail to commutate , permitting sufficient current 
to be drawn from the line to destroy them unless suitable protect.ion is 
provided. 

2.1 1 Sine-Wave Inverter with Stable Output Frequency 
48 Vdc- 120 Vac, 100 W, 60 Hz 

A 100 watt, 60 hertz parallel-commutated SCR inverter requiring a 
48 volt de input is shown in Figure 2-28. lt was designed by the Forest 
Electric Company and is commercially available as the felco Model 
W-J 694. The output voltage is a 120 volt rms sine wave. The output 
frequency is extremely stable fo r variations in load and input voltage, since 
the drive circuit is a frequency-controlled inverter. The drive circuit and 
the main inverter both use the same input voltage, but the drive-circuit 
input is regulated by U1e combination of resistor R5 and zencr diode 05. 
The 62 V zener diodes, 03 and 04, have been placed across the input to 
suppress voltage transients. 

The performance curves shown in Figure 2-29 were taken with a 
fixed toad of 92 watts (with 48 volts de input). Variations in efficiency, 
frequency, and output voltage arc plotted as a function of input vo ltage. 
The frequency decreases by 0.6 hertz when the input voltage is increased 
by I 0 volts. In other words, a I 0% change in input voltage causes the 
frequency to vary by only 0.5%. The efficiency remains at about 60% over 

!"'!'! this range of input voltage. llowcver, the output voltage docs increase in 
almost direct porportion to the input. That is, a ±10% change in input 
voltage will cause the output voltage to vary by approximately ±I 0%. 

Additional pcrfonnance information is shown in Figure 2-30 for a 
smaller load (79 watts at 48 V input). The frequency and output voltage 
rcgula ti on are identical to Figure 2-29 but the efficiency shows a notice
able decrease as the input voltage is increased. ft drops from 59% at 43 
volts to 56% at 53 volts. 

An interesting comparison can be made between Figures 2-29 and 
2-30. The frequency at 92 walts (Figure 2-29) is identical to the frequency 
at 79 watts (Figure 2-30), with 48 V input. The frequency at these points 
is 60.3 hertz and is not dependent on the load. The output voltage, how
ever, does increase from 120 to 123 volts as the load is decreased. This 
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means that a 5 watt increase in load would cause the output voltage to 
decrease by nearly I volt. Efficiency also varies with load. At 79 watts the 
efficiency is 57.5%, but this increases to 60.3% at 92 watts. 

The output power may be increased to 150 VA with lagging power 
factor as low at 0.84. The total harmonic distortion will be about 6%. The 
permissible input voltage variation is ±I 0%, as shown on the curves. The 
maximum input current wiU be approximately 6 A. Best frequency regula· 
tion is obtained by setting resistor RS to its maximum resistance of200 Q. 

The setting can be reduced lo about I 00 Q if the frequency changes when 
the input voltage is decreased to its minimum value. 
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The design of the sine-wave output filte.r is covered in "A Filter for 
SCR Commutation and Harmonic Attenuation in High Power Inverters," 
in Communications and Electronics, May, 1963, by Richard R. Ott. 

2.12 SCR Inverter with Stable Output Voltage and Frequency 
28 Vdc-12 Vac, 60 W, 465 Hz 

The 60 watt, 465 hertz impulse-commutated SCR inverter shown in 
Figure 2-31 requires 28 Vdc input. The output square-wave voltage and 
frequency are well regulated for variations in load. This particular output 
frequency can be used to drive a 400 Hz sine-wave transformer. Efficiency 
and output power are relatively low compared to SCR inverters operating 
from higher voltages because of the SCR forward voltage drop. The 2N4441-
44 thyristor series will handle from 50 to 600 volts. If the remaining compo-· 
nents were rated at 600 volts, a 400 Vdc supply could be used. This would 
increase the output power capability to nearly 2 kilowatts. 

Variations in efficiency, frequency, and output voltage are shown in 
Figure 2-32. Output voltage decreases as the load increases. The no-load
to-full-load regulation is better than 10%. In other words, the output 
voltage will decrease by about 0.1 volt for an increase in output power of 
6 watts. 

Frequency regulation is better than 2%. The frequency tends to 
increase with load. The increase is approximately l hertz for each 10 watt 
increase in output power. Potentiometers Rl3 and RI4 are used to make 
adjustments to the output waveform. Resistor Rl4 determines the balance 
between positive and negative alternations. The tap is therefore normally 
set midway for equally timed alternations. Resistor R 13 is used to adjust 
the frequency; it was set for maximum resistance for this test. Frequency 
can be increased by decreasing the resistance. 

The efficiency of this circuit also increases with load. At 2 watts the 
efficiency is about I 0%. This increases to 65% at full load ( 60 watts). Most 
of the power lost in this circuit does not depend on load. Th.is includes 
power in the trigger circuits and in the commutating elements, capacitor 
C3 and inductor Ll. Because of this fact, the best efficiencies can be 
realized by operating at full load. 

The maximum input current is 4 A. Input voltage can be reduced to 
20 volts and the circuit will operate with no load. The maximum load is 
approximately 75 watts. The load resistance at tltis point is about l.5 
ohms. The circuit will not commutate (switch) with lower values of load 
resistance. 

The commutating inductor, Ll, is larger than necessary because a 
smaller inductor was not available. The design value for LJ is about 20 µH. 
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Lower-resistance loads could be commutated if this value had been avail
able. Output power could have been increased to approximately 200 
watts. There would also be a disadvantage in this case. Timing of the 
trigger circuits involving transistors QI and Q2 would be more critical. 
Instability here could cause either early or late firing. With full load, it is 
possible that both of these cases would prevent commutation. When the 
load is not commutated from QS to Q6 , both thyristors remain on. The 
result is that they would then draw excessive current and destroy them
selves. 
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Figure 2-32 - Performance Curves for Inverter of Figure 2-31 
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2.13 Transistor Inverter with Stable Out put Freq uency 
12 Vdc- 110 Vac, 40 W, 400 Hz 

A 40 watt, 400 Hz current-feedback inverter designed for 12 volt 
input is shown in Figure 2-33. The output voltage is a 110 volt square 
wave whose frequency is extremely stable and almost unaffected by 
changes in input voltage and output power. In Figure 2-34 the percent 
change in frequency is plotted as a function of input voltage for various 
loads. It can be seen that if the input voltage is varied ±25% at full load 
(40 watts) , the frequency will change by less than ±2%. When the load was 
reduced to 6 watts, the nominal output frequency dropped to 390 hertz. 
However, at this reduced load, there was virtually no variation in fre
quency as the input voltage was varied by ±25%. 

Input voltage is nomillally 12 Vdc. It is possible to operate the 
circuit with input voltages as low as 6 Vdc and as high as 20 Vdc. The 
main function of capacitor C2 is to suppress switch.ing transients caused by 
leakage inductances. It will also suppress any power-supply spikes at the 
input. There is no provision for filtering input ripple voltage or for regulat
ing the input voltage. It is therefore desirable to keep input-voltage 
changes to minimum to obtain a clean, well-regulated output voltage wave
form. 
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Figure 2-33 - Transistor Inverter with Stable Output Frequency. 
12 Vdc-110 Vac, 40 W, 400 Hz 
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Nominal input current is 4 A but can vary from 240 mA to 7 A 
depending on the input voltage and the output load. This means that if the 
input voltage is 12 V, the permissible range of output current will be from 
25 mA to 760 mA. Capacitive loads are permissible if the load surge cur
rent is less than 1.5 A. 

Circuit efficiency is approximately 80%. Power is purposely sacri
ficed in the zener diode to obtain frequency stability. Decreasing the zener 
voltage would improve efficiency. 

A unijunction transistor, Q3, is used to start the inverter. Its output 
voltage pulse causes current to flow into the lower collector winding of 
transformer Tl. Transformer action then creates the base current which 
turns transistor Q2 on. 

In a low-voltage inverter such as this, the V CE( sat) of the transistors 
used should be low for good efficiency and output voltage regulation. 
Because the zener voltage adds to the reverse base-emitter voltage drop, a 
high VBE rating is necessary. The 2N361 l germanium power transistor 
was chosen mainly because it fulfilled these requirements. In addition, it 

rnel the following specifications imposed by the circuit: V CES over 28 V, 
hfe greater than 10 with le -4 A, V BE over I 0 Y, and V CE(sat) less than 
1 V with le -4 A. The V BE(sat) must be small in relation to the zener 
voltage; it must also change very little as input voltage and load current 
vary to obtain good frequency stability. For changes in collector current 
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from 3 to 5 A, the change in V BE (sat) is only 0.1 V or 1 % of the zener 
voltage. 

The ambient temperature range of the circuit is from 0°C to 70°C 
without a heat sink and from 0°C to 100°C with a heat sink on transistors 
Ql and Q2. The thermal resistance of the heat sink should be no more 
than 3°C per watt. 

2.14 Low Voltage Input High-Current Inverter 
2 Vdc - 35 Vac, 80 W, 1 kHz 

The 80 watt, l kHz current-feedback inverter shown in Figure 2-35 
requires an input of 2 volts de. The output voltage increases only 300.ki 
when the load is reduced from full to one-fourth load. Figure 2-36 shows 
the effects of load changes on both output voltage and efficiency. 

Efficiency also varies with load but remains quite high even at full 
load, as illustrated in Figure 2-36. l'vlaximum efficiency of 87% occurs with 
a 30 watt load. As the load is increased to 80 watts, efficiency drops 
slightly to about 70% . 
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AL 
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Figure 2-35 - Low-Voltage Input, High-Current Inverter. 
2 Vdc-35 Vac, 80 W, 1 kHz 
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Figure 2-36 - Performance of Inverter in Figure 2-35 

The allowable range of input current is 10 to 50 amperes. This 
means that with an input voltage of 2 V, the output load can be varied 
from 20 to 80 watts. lt is also possible to vary the input voltage from 1.5 
to 2.5 V. The frequency is slightly dependent on the load since the result
ing change in collector current wi ll cause the forward base-emitter voltage 
drop to change. However, as input current is increased from 10 to 50 A, 
the frequency will increase only 20%. ln a more practical case, if the load 
is doubled, the frequency will change by less than 10% (100 Hz.) 

The starting circuit for this inverter consists of RI, CJ, R2, C2 and 
Q3. When supply voltage is first applied, both gate and anode of the 
thyristor arc positive with respect lo the cathode. This turns the thyristor 
on and provides base current to start transistor Q2. Saturation of Q2 
commutates Q3. After starting of the inverter, the thyristor cannot turn 
on. When Q2 is on, the anode is reversed biased, and when QI conducts, 
gate voltage is too low to fire Q3 since V CE( sat) is less than 0 .1 volt at 
le= 50 A. 

The operating temperature range of th.is circuit is 0 to 75°C when 
Q l and Q2 are mounted o n a heat sink with thermal resistance of less than 
3.0°C per watt. Only o ne heat sink is needed because the cases (collectors) 
of the two transistors are commo n electrically. The heat sink must be 
capable or cooling bo th transistors. 

2. 15 High Power Inverter 
28 Vdc-110 Vac, 2 kW, 580 Hz 

The 2 kilowatt, 580 hertz current-feedback inverter shown in Figure 
2-37 requires an input of 28 volts de. Its output voltage is a square wave 

2-46 

n 



_] :n 11 I i] ] ] i!l '~ J) ) J .I I) 

..,, 
ci:j' 
c: AR NOLD 6T-4D901 ... 
(!) 

N w 2T ii >- #6 
....i 

I 
::t: ce· 
;:r 

"'Cl 

J_ 1.0µF 

BURTON 
0 STY LE 12479 ::;. ~ 

5KVA 400Hz (!) ;;: ... 
56 CT: 11 5 V ~ :i 

D LOAO 
"' < ;:i <1> 10T #1 2 28 v "' t..J ... 
::i .... 

11 
J. (!) 

~ -..) :"' g 
N 10T #12 

1.5 k 
~ 00 

< .... 
c.. ;;; 
~ 2N4871 ~ .... - - MP-902 .... 1 n 
0 

< 
1 .0 µ. F -:!:-Q) 

-"' 
2'f: 2N444 2 I 1 051 

N 

I • I ) u . .&. µ. r "'T' .... 1N4747 

" ~ #6 
100 n 

,':?. 2T 

(.11 

00 
0 
::t: 
N 



Inverters and Converters 

whose peak magnitude is approximately JOO volts. The output voltage 
regulation and efficiency are excellent for variations in load. The circuit 
was designed basically for high power and high efficiency. No attempt has 
been made to stabilize frequency . If it becomes desirable to operate this 
inverter at 400 hertz, Figure 2-38 can be used to determine the appropri
ate limit for output power. For instance, if the load is aUowed to vary 
from 500 to 1000 watts, the frequency will increase on ly 70 hertz (from 
360 to 430 Hz). The output voltage over this range decreases only 3 volts 
(from 113 to 110 V). Another advantage is gained by opera ting between 
500 and !000 watts : efficiency is greater than 90% in th.is range. 

With the input voltage held constant at 28 volts de, the variations in 
output voltage, frequency , and efficiency are plotted as functions of out
put power in Figure 2-38. Output power was varied from 125 watts to full 
load of 2050 watts. The output voltage decreased from I 14 to 98 volts 
which means that the regulation is better than 20%. IL takes more than a 

100 W increase in load power to decrease the output voltage by I volt. 
Frequency , on the other hand, jumped from 260 to 580 hertz which 
means that it more than doubled as the output power was increased from 
very low load to full load. The increase in frequency is approximately 20 
hertz for each JOO W increase in load. The efficiency of this circuit re
mains high over the entire range of output power. At 125 W output, 
efficiency is 77%. It increases to 93% at 500 watts and then decreases 
again to 82% at full load. 

The performance curves in Figure 2-39 were obtained with a con-
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Figure 2-38 - Performance of High-Power Inverter of Figure 2-37 
for Varying Output Power 
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stant load of about 5 ohms, which represent 2 kilowatts or full load with a 
28 volt de input. The variations of output voltage, frequency, and effi
ciency are plotted as a function of input voltage. The input voltage was 
varied from 5 to 32 volts de, a factor of about six. As could be expected, 
the output voltage did nearly the same; it increased by a factor of six from 
18 to 115 volts. The increase in frequency was not as drastic; it only 
increased from 340 to 610 hertz which means that it did not even double. 
Efficiency again remains quite high as input voltage is varied; it remains 
constant at 82% from 1.5 to 28 volts but decreases rapidly beyond these 
limits. 

A special feature of this circuit is the ac network connected to each 
base. This is a "booster" type of voltage feedback which provides addi
tional base drive during switching. The norninal input voltage is 28 volts de 
but the circuit can be operated with voltages from 24 to 32 V. Starting is 
unreliable at lower voltages. The maximum input current is 100 A. 

In general, the power transistors used in this circuit must have low 
Y CE(sat) and adequate current gain at Jc = I 00 A. The MP902 germanium 
transistor has an extremely low V CE( sat) of 0.5 V but the gain at 
le= 150 A is only 5. The bases were driven with a low forced gain, 5 
instead of 10, to insure good operation at le= I 00 A. The most critical 
requirement was for a clamped inductive safe operating area of 70 V with 
I 00 A current. The test point which insures that this specification is met is 
at 55 V and 150 A. 

The load resistance can be varied from I 00 to 5 ohms. Higher resis-
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Figure 2-39 - Performance of Inverter of Figure 2-38 
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tances tend to make starting difficult. Lower resistances can cause the 
power transistors to pull out of saturation, which can destroy them. The 
power transistors were mounted side by side on a silicone-greased heat sink 
(Wakefield MN-2131-6.0 without insert). Without forced air cooling, the 
circuit can be operated at ambient temperatures up to 55°C at full load. 

2.16 High Efficiency Inverter 
120Vdc-240Vac, 1kW,1200Hz 

The nominal input voltage of the current-feedback inverter shown in 
Figure 240 is 120 Vdc, but it can be operated with an input voltage 
greater than 20 V but less than 160 V. The output voltage is a 1200 Hz, 
240 V square wave (with 120 V input.) Output current is about 4 A, but 
the transistors can handle up to 5 A in the load. 

The efficiency of this circuit is excellent. Figure 241 shows that 
efficiency is 92% at !000 watt output. Frequency stability is also very 
good. In Figure 242, it is shown that a 6: 1 change in input voltage will 

T1 
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68 .n 
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Figure 2-40 - High-Efficiency Inverter. 120 Vdc-240 Vac, 1kW,1200 Hz 
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shift the frequency by only 20%. Variation in load impedance produces 
similar results. Voltage regulation is less than 2% when the load is varied 
from no load to full load. However, the output voltage will change in 
direct proportion to the input voltage unless a preregulator stage is used. 

Even though this circuit is self-excited, it will fail safe if either input 
voltage or load is removed . That is, one transistor will not remain on and 
burn out. However, there is no current limiting and the transistors can be 
damaged by a short circuit in the load. There are no starting limitations for 

the circuit. ll can be started into a full load or a capacitive input load up 
to the surge rating capability of the transistor. 
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Figure 2-41 - Efficiency versus Output Power for High-Efficiency 
Inverter of Figure 2-40 
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If the transistors are mounted on a heat sink with a thermal resis
tance of less than 3°C per watt, the ambient temperature range will be 
from 0 to 80°C. 

2.17 One-Transformer, Car-Battery-to-AC-Line-Voltage Inverter 
13 Vdc-115 Vac, 180 W, 60 Hz 

The schematic of a 180 watt, 60 hertz voltage-feedback inverter 
designed fo r 13 volt de .input is shown in Figure 2-43. The output of this 
inverter is a 113 volt square wave; its magnitude varies with load and 
input voltage. Figure 244 shows tha t as load is increased, the voltage will 
decrease. The voltage regulation from no load lo full load (180 watts) is 
less than 30%. This means that it takes a 6 watt increase in load to de
crease the output voltage by 1 volt. A corresponding curve of output 
voltage versus input voltage is shown in Figure 2-45. As input voltage 
increases, the o utput also increases. I-lowever, a change in input voltage of 
± 11.5% (± l.5 V) will only cause the output voltage to va ry by ±7.5%. This r 
is a ratio of about 2 to 3. 

Output frequency is even more stable than the output voltage. In 
Figure 244, it can be seen that frequency decreases linearly as the load is 
increased. T he change in frequency from no load to full load is sUghtly less 
than 12%. Th.is means that it takes a 30 watt increase in load to decrease 
the frequency by approximately 1 hertz. Frequency also varies with input 
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200 
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c 

Figure 2-43 - Car Battery-to-Line-Voltage Inverter. 13 Vdc-115 Vac, 
180 W, 60 Hz. Felco Model TR-181 
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voltage as shown in Figure 2-45 . Here a change in input voltage of ±11.5% 
produces about the same change in frequency (±I 2%). 

The curve of efficiency versus output power is shown in Figure 2-44. 
Efficiency increases from about 60% at 40 watts to 75% at full load. This 
is a good figure for a one-transformer inverter. 

The operating range of input voltage is from 12 to 14 volts. Input 
current can vary from 2 to 20 A. This means that it is possible to operate a 
load of 200 watts with 14 volt input as shown in Figure 2-45. It is also 
possible to operate with no load . Loads in excess of 200 watts and short 
circuits can destroy the transistors and should be avoided. 
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The 2N2152 germanium power transistor was chosen for this .in
verter because of its low cost and low Y CE( sat)· Specifically , the transistor 
has a V CE( sat) of 0.3 V at an Ic of 25 A and costs less than $3.00. Other 
specifications necessary were hfe greater than 10 at l e= 25 A, V CES of 
45 V, and VEB greater than 8 V because of the drop across R2 in the 
base-emitter circuit. 

The circuit can be operated in amb ient temperatures from 0 to 
60°C. The transistors should be mounted on heat sinks with thermal resis
tances of about 3°C per watt. 

2.18 Efficient, High Frequency Inverter 
28 Vdc -52 Vac, 100 W, 15 kHz 

The JOO watt, 15 kHz voltage-feedback inverter shown in Figure 
246 requires 28 volt de input. The output voltage is a square wave with a 
magnitude of 52 volts rms. 
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Figure 2-46 - Efficient, High-Frequency Inverter. 
28 Vdc-52 Vac, 100 W, 15 kHz 
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Figure 2-47 - Efficiency versus Output Power for Inverter of Figure 2·46 

The frequency stability of this circuit is excellent. Frequency is 
dependent only on input voltage and not load. Any variation in output 
power will not affect the frequency. However, a 10% increase in input 
voltage will cause a I 0% change in frequency. In other words, if the input 
voltage increases by 1 volt, the output frequency will increase by approxi
mately 500 hertz. 

The efficiency, as shown in Figure 2-4 7, is quite high. It reaches a 
maximum of 85% at approximately JOO watts. Even at 50 watts of output 
power, the efficiency drops only slightly to about 75%. This would be 
higher if there were a way to reduce the base drive as the output power 
decreases. 

The output voltage, like frequency, is well regulated for changes in 
load. Figure 2-48 shows that the output voltage remains constant as the 
load is increased from 50 to I 00 watts. The transistors are not fully 
saturated above this point and the output voltage starts to decrease at 
higher power levels. The output voltage, however, is affected by changes in 
input voltage. The output transformer almost doubles the input voltage. 
The output voltage can be increased or decreased by adding or subtracting 
turns from secondary winding N2. 

The output power is nominally JOO watts but the inverter can be 
operated at any level from no load to this value. The output transformer 
will overheat at higher power levels, but the transistors will handle 140 
watts of output power. The fast switching speed of the transistors permits 
efficient switching at 15 kHz. The range of output power could be in
creased to th.is value if the tape-wo und core in transformer T2 were re-
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placed by a ferrite core. Diodes D 1 and 02 were used to protect the 
base-emitter junctions of QI and Q2 from reverse voltage. 

Input voltage variations of ± 10% will not affect the output signifi
cantly. At full load (100 watts) the input current will be 4 A. 

Both transistors can be mounted on a single heat sink with the 
collectors uninsulated. The thermal resistance of the sink should be 3°C 
per watt or less. The ambient temperature may then be aUowed to vary 
from 0 to 60°C. 

Since this is a high-frequency inverter, it is exceUent for applications 
which require minimum size and weight. 
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Figure 2-48 - Output Voltage versus Output Power 
for Inverter of Figure 2-46 

2.19 Efficient Inverter with Good Output Regulation 
12 Vdc-115 Vac, 400 W, 400 Hz 

.......... 

140 

The 400 watt, 400 hertz hybrid-feedback inverter in Figure 249 
furnishes a 11 5 volt square wave out put with a 12 V input. Figure 2-50 
shows the output voltage variation with load. As load is reduced to 
50 watts, the voltage increases by 10%. Voltage regulation is therefore 
quite good. The curves were taken with the input voltage constant at 12.6 
volts; input voltage changes will affec t the output voltage. An increase in 
input voltage will cause the output to increase. 

The efficiency of this circuit is lugh; it remaiJJS greate r than 85% for 
the entire range of output power. In Figure 2-50 the efficiency is shown 
reaching 89% with a 200 watt load. 
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The nominal input voltage is 12.6 volts de, but the input voltage 
may be allowed to vary from 10 to 14 volts. The output load may be 
varied from no load to a maximum of 400 watts. As the load is varied over 
tl1is range, the input current will increase from 0.75 to 40 A. Loads that 
exceed 400 watts , and output short circuits, can damage power transistors 
Ql and Q2. This inverter will operate into both resistive and inductive 
loads. It has been used with fluorescent and incandescent lights , and a 400 
hertz, 90 watt motor. 
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Figure 2-49 - Hybrid-Feedback Inverter with Good Output Regulation. 
12 Vdc-115 Vac, 400 W, 400 Hz 

2-57 



l nverters and Co11verters 

90~----~--~--~-~--~-~400 

FREQUENCY (j) 
f-

89 1----+---i--.,---+--~t--=l---l-,; .. ...::.-l 4 50 ~ 125 6 
~ I > 

w 
t 440 t ~ 
z z f-
w w ~ 

u 87 !- ---+---+--- .... l----"....,_-+-- -l- --4-l 420 6 120 ~ 
~ w 
w ~ 

86 1----+--f'o..._-+----1---1----+----'"J--~1 400 ~ 

85'----'----'----'---L---- ----'- --'----'380 115 
0 100 200 300 

OUTPUT POWER (WATTS) 

Figure 2-50 - Performance of Inverter of Figure 2-49 

f
::> 
Cl. 
f
::> 
0 

n 

The output frequency is slightly dependent on load and inpul volt- M 
age . Figure 2-50 shows an output frequency of 470 hertz at 350 watts; it 
decreases to 400 hertz at 50 watts. For a 7-to-1 reduction in load, the 
frequency decreases by only 15%. The base-emitter voltage, which would 
normally determine frequency, decreases from 0.63 to 0.40 volts over this 
range of output power. However, the voltage across winding NB only 
decreases from 1.8 to 1.6 volts because of frequency-stabilizing transistor 
Q3. 

The circuit was 01iginally operated without feedback-winding N3. 
Efficiency dropped off at light loads and il would not start without a load. 
However, the output frequency regulation remained the same and the 
range of variation was lowered by about 30 hertz. That is, the frequency at 
350 watts was 435 hertz, and it dropped to 378 hertz at 50 watts. 

The output frequency can be decreased in another way if desired. It 
turns out that each additional t urn on winding NB will lower the fre
quency by 10 hertz. In order to obtain sufficient current gain at 400 

watts, winding NB must be limited to 62 turns. This means that up to 
eight turns may be added. This would decrease the frequency by 80 hertz. 
With a 400 watt load, output frequency would then decrease from 480 to 
an even 400 hertz. 

2.20 Line-Operated, High Frequency Inverter 
120 Vac-120 Vac, 200 W, 15 kHz 

Figure 2-51 shows a 200 watt, 15 kHz., line-operated hybrid-feed
back inverter. It is designed for an input voltage of J 20 V at 60 Hz. In 
order to keep size to a minimum , there is very little filtering of the recti-

2-58 

r 



..., 

l""'I 

l'""I 

T1 

Ne 

• 

• 
Ne 

Inverters and Converters 

C3 R2 

10 .n 
N3 

0.1 µF/ 100 V 

01 

MJ413 

R1 

100 k 

Nl 

E]100.n 
N 1 

C1 

10 µF 
T2 

02 25 0 v 

01 04 

120 v 

60 Hz 
(4 ) 1N 4003 

02 0 3 

TRANSFORMERS 

T 1 - COR E - MAGNETICS I NC. #80623· 1/ 20·080 

N9 15 TURNS OF AWG #26 WI R E 

Ne 3TURNSOFAWG #22WIR E 

T2 - CO RE - ARNOLD GT-5800-01 

N1 100 T U R NS OF 3 AWG #22 WIR ES 

N2 104 TURNS OF 3 AWG # 19 WIR ES 

N3 7 TURNS OF AWG # 26 WIRE 

Figure 2-51 - Line-Operated, High-Frequency Inverter. 
120 Vac-120 Vac, 200 W, 15 kHz 
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Ged input. This means that the voltage across CJ varies from l. 0 to 150 
and back to IO volts during each alternation of the input voltage. This 
makes the output voltage an amplitude-modulated 15 kHz square wave. 
Because the additional turns on the output winding compensate for the 
internal voltage drops, the output voltage magnitude rema ins 120 V nns. 
The output voltage is unaffected by changes in load but will vary with 
input voltage. 

The output rrequency is dependent on both input voltage and 
output load as shown in Figure 2-52. With a l 00 ohm load, a de voltage 
was connected across C 1. As the voltage varied from 120 to 70 V, the 
frequency changed by less than 1%. Below 70 V, the frequency begins to 
increase as shown. With a 100 Vdc input and variable load, similar changes 
in frequency occur. That is, with an increase in load from 40 to 80 watts, 
t he frequency change was less than 1 %. Above 80 watts, the frequency 
again increases as shown. 

Output power is nominally 150 watts, but the circuit may be oper- r-. 
ated with loads between 2 watts and 200 watts. At the nominal load, 
efficiency is 88%. 

This inverter was developed for an application which required isola
tion from the line with minimum size and weight. Better frequency stabil
ity can be obtained with increased input filtering. The voltage across Cl 
should ideally be kept above 70 V. It can also be seen that variations in 
load will affect frequency unless the o utput power is kept below 80 watts. 

The hybrid feedback used in this circuit is useful with inductive 
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loads, and wjth light loads. Because of capacitor C3 in the voltage feed
back loop, the voltage feedback is maintained only during the first portion 
of each half cycle. Each time the inverter switches, a pul se of current from 
the vo ltage feedback or "booster" circuit consisting of R2, C3, and N3 is 
injected at the base of the transistor being turned on. This supplemental 
current adds to the base current from the current feedback transformer to 
assis t transistor switching. If the load is inductive, il also serves to maintain 
bias until collector current is adequate to provide the feed back needed to 
sustain conduction. At low loads (low current in Ne), the booster circuit is 
adequate to provide oscillation. At full load, regular current-feedback 
operation predominates and the booster circuit has little effect on the 
inverter operation. 

2.21 Multivibrator-Driven Inverter 
12 Vdc - 20 Vac, 50 W, 1 kHz 

The 50 watt, l. kHz, driven inverter shown in Figure 2-53 requires a 
12 volt de input . The output voltage is a square wave with an rms magni
tude of 20 volts. The inverter is driven by a free-running multivibrator 
which provides excellent frequency regulation for variations in both input 
voltage and load . 

Jn driven inverters, switching of the output power transistors is 
accomplished by multivibrator drive rather than by feedback from the 
output transformer. Multivibrator driven transistor inverters are useful for 
precision systems requiring carefully controlled frequency , waveform, etc., 
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Figure 2-53 - Multivibrator-Driven Inverter. 
12 Vdc-20Vac, 50 W, 1 kHz 
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and for load independent systems. Load-independent systems are espe
cially attractive for reactive loads, and when transient or starting condi
tions impose loads which would cause self-oscillating inverters to shut 

down or operate abnormally. Power requirements of the multivibrator are 
largely offset by lack of output transformer saturation and elimination of 
the feedback drive. The multivibrator-driven inverter is not inherently less 
efficient than a self-oscillating inverter , but use of the driven power stage 
as a linear amplifier rather than as a saturated switch will result in h.igh 
dissipation in the transistors and low system efficiency. 

Figure 2-54 shows the effect of variations in load on output voltage, 
efficiency, and frequency. Output power is varied from about 10 to 70 
watts. Frequency increases with load from 1030 to 1080 hertz. Frequency 
regulation is better than 5% and frequency increases by only 1 hertz as the 
load is increased by 1 watt. Output voltage decreases with load by almost 
4 volts. This is just less than 20% regulation and means that the o utput 
voltage will decrease about l volt for a 20 watt increase in load. Efficiency 
is about 36% at 10 watts and 64% at 50 watts. This drops again to about 
56% as the load is further increased to 70 watts. 

Figure 2-55 shows the effect of variations in input voltage on output 
frequency . As the input voltage ranges from 10 to 14 volts, frequency 
decreases from 1090 to 1040 hertz. Regulation here is again better than 
5% and frequency increases approximately 10 hertz per volt. Below 
10 volts, the increase in frequency is more pronounced but the circuit is 
not normally operated in this range. 

Figure 2-56 shows the effect of variations in input voltage on the 
output voltage magnitude. As the input is increased from 10 to 14 volts, or 
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about 40%, the ouiput does nearly the same. That is, the output voltage 
increases from 17 to 24 volts rms,just less than 40%. 

Output power may be varied from 10 to 70 watts. The maximum 
input current will be 10 A de. Input voltage is normally 12 vol ts with an 
operating tolerance of ±2 volts de. The circuit will operate with input 
voltages as low as 2 volts de, but t.he frequency regulation will be poor (see 
Figure 2-5 5). The nominal load resistance is 8 ohms and this corresponds 
to 50 watts of output power. With 4 ohms in the load, the out put power 
will be about 70 watts. This represents the minimum amount of load 
resistance. 1f load is increased beyond this point, transistor QI and Q4 
come out of saturation and may be destroyed. 
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CHAPTER 3 

Regulated Power Supplies 

3.1 Regulated Power Supplies 

The power supplies considered in this chapter are electronically reg
ulated supplies designed for ac and de inputs and outputs. Included are 
series-pass de-output voltage regulators, switching-mode de-output voltage 
regulators, de-output current regulators and ac rms voltage regulators. The 
purpose of a de regulator is to maintain a constant ripple-free de output 
for changes in input voltage, load impedance, and temperature. The device 
used as the regulator control can be either in series with the load or in 
shunt with the load . Shunt regulators are not considered here since their 
low efficiency limits their practical usage to regulators with low output 
voltages and fairly constant loads. If the regulating element is to maintain 
continuous control of the output voltage, then the device must be a tran
sistor. If the regulator is to operate in the switching mode and the primary 
power source is de then a transis tor is also the best choice for the control 
element. If the primary power source is ac then either a thyristor or a 
t ransistor (a rectifier must precede the transistor) can be used as the 
switching element. 

Series Pass Regula tors 

The ideal voltage-regulated power supply would have a zero output 
impedance so that the output vol tage would remain constant for any load 
current requirements. A zero output impedance cannot be achieved 
although supplies with output impedance levels on the order of milliohms 
can be constructed. The properties of semiconductor devices place a limi t 
on the maxinmm current and voltage that can be supplied to a load; these 
two parameters are dependent on each other and upon the particular 
circuit used as a regulator. Two simple series-pass voltage regulators are 
shown in Figures 3-1 and 3-2 . T ransistor Q 1 in each of these circuits is 
required to buffer the difference between the unregulated input voltage 
and the required output voltage, thus the collector-emitter voltage rating 
of the device used for Q 1 determines the maximum input and output 
voltage. The current delivered to the load must pass through Q 1. Therefore 
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Figure 3·1 - Simple Series-Pass, Fixed-Voltage Regulator 
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Figure 3-2 - Simple Series-Pass, Variable-Voltage Regulator 

the average power dissipated in QI is (Yin · Yout) times lLOAD· If high 
input voltages and low output voltages and/or large load currents are 
required, large amounts of power can be dissipated in QI. Obviously under 
these conditions, the regulator efficiency will be low. The power rating for 
the particular heat sinking used, therefore, limits regulating capacity. For 
limited load variations a resistor may be placed in shunt with QI , thus 
shifting some power from Q i to the resistor. For any input supply voltage 
and output load combinations, the safe operating area of QJ must not be 
exceeded. (See Motorola Applications Note AN415.) The output voltage 
of the circuit shown in Figure 3-1 is the zener voltage minus the base
emitter voltage of Q 1. RI must provide enough current to the base of QI 
and to D 1, to keep the voltage of DI above its breakover point at all times. 
Cf the voltage versus temperature characteristic of D 1 is equal and opposite 
to that o f the base-emitter junction of QI, the output voltage will remain 
constant with temperature. If a variable output voltage is required, then a 
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circuit simjJar to that shown in Figure 3-2 can be used. The lowest output 
voltage attainable is the breakdown voltage of DI plus the base-emitter 
voltage of Q2, if R3 is small compared to R4. The highest output voltage is 
limited by the lowest excursion of the unregulated input plus enough. 
voltage to provide adequate drive to QI through R2. RI provides bias 
current to DI; having its voltage compared to that at the potentiometer 
arm through Q2. If the load increases, thereby decreasing the regulator 
output, Q2 will conduct less and Q l will conduct mo re, thus restoring the 
voltage to the original level. 

If the requirements of the regulator are grea ter than one transistor 
can handle, then the power section of the regulator may be as shown in 
Figure 3-3 or 34. 

Series operation of several transistors can be used to decrease the 
power cLissipation in each unit or to regulate vollages greater tha n one 
transistor can withstand . Since the transistors all carry the same cu rrent, 
the vo ltage must be divided equally to equalize individ ual power dissipa
tions and to prevent one device from failing due to operation outside its 
safe area. Resistors connected between the bases of each transistor can be 
used to equalize the voltages, but the power dissipation in the resistors can 
be excessive for high output current and for wide nuctuations in output 
voltage such as expected in series regulator service. Transistors which can 
withstand 700 V are presently available. If voltages above this are required, 
then series transistor operation can be used. 

The controlled device for the circuit shown in Figure 3-3 is Q2. The 
maxjmum voltage across Q2 is the breakdown voltage of zener diode D l 
minus the base-emitter voltage of QI, thus the maximum power dissipated 
in Q2 is easily controlled. QI and shunt resis tor R2 must now withstand 
the remainder of the total series pass voltage. The higher this voltage 
becomes, the greater is t he share of the total current which passes through 
R2. Therefore, both tilC power and the safe operating area of the transis· 
tors have been reduced. Only two transistors are shown, but more can be 
placed in series if required. 

The circuit shown in Figure 34 will deliver load currents greater 
than that possible with a single device , since the series-pass transistors arc 
placed in parallel. The major problem with this connection is having the 
current divide equally between Q l and Q2 in order to equalize power 
dissipations. To ach ieve this, either the transistors must be matched or 
feedback must be used to compensate for individual characteristics. Resis
tors RI and R2 provide such feedback at the expense of increased power 
loss in the resistor; also, more control signal is required. However, a bonus 
of this connection is that the thermal stability of the regulator is im· 
proved. The maximu m output-to-input voltage is limited by the collector-
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emitter voltage rating of the transistors used. Again, only two transistors 
are shown, but more can be paralleled if required. 

Basic limitations of series-pass regulators are maximum current, volt
age and power dissipation ratings, and safe operating area of the series 
contro l transistor. The design of the particular circuit and the components 
used control the degree of regula lion, output impedance, temperature 
coefficient and other parameters mentioned. 
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J,____ _ ___ r _ _ !. 

Figure 3-3 - Typical Series-Connected Transistors 
with Power-Dissipation Resistor 
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Figure 3-4 - Typical Parallel-Connected Transistors Used in a Regulator 
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Series-pass regulators can provide extremely good regulation, fast 
response time, low output impedance and low ripple. Their performance is 
almost independent of input frequency nuctuations and they have excel
lent dynamic response by virtue of transient-free output. They also can 
provide variable output voltage and are readily adaptable to remote voltage 
sensing, remote programming and current limiting or current regulation. 

Switching Regulators 

Switching regulators have the distinct advantage over series-pass reg
ulators (especially at high power outputs) of low power dissipation in the 
main control device. Since the series control element is either saturated or 
off, it has a low forward voltage drop when conducting load current, and 
only leakage current flowing when it is not conducting. Thus, transistor 
power dissipation is small, and th.is results in high regulating efficiencies. 
Either transistors or thyristors can be used as the controlled element if 
appropriate drive circuits are employed. The basic factors limiting the 
regulator voltage and current are the voltage and current specifications of 
the controlled power element. The drive requirements and operating 
characteristics of transistors naturally make them ideal for appl ication in 
de input and de output regulators while the natural application of thyris
tors is in ac input regulators. Transistor circuits have the advantages of 
simple circu.its, no commutation problems, no dv/dt nor di/dt problems , 
low saturation voltages, and fast switching speeds with consequent high 
frequency operation. Thyristor circuits are capable of handling high volt
ages (to 1500 volts) and hjgh currents (to 400 amperes), require low 
average driving power at low frequencies and have no safe operating area 
problems. Switching regulators must be fo llowed by adequate filtering 
and/or regulation to keep output ripple low. For this reason, switching 
regulators provide excellent, efficient preregulation to reduce the voltage 
across and the average power dissipation of series pass regulators. 

The important switch.ing transistor parameters arc switch.ing speed, 
pulse safe operating area, high-temperature collector-leakage current, de 
gain, V CE( sat) and V BE(sat)· The predominate power dissipated in the 
transistor is that which occurs during the swi tel ting time. This power loss is 
a function of the frequency since the higher the frequency, the higher the 
proportion of the total period the switching interval becomes. The load 
line during the transition time detern1ines the safe operating area required 
of the transistor. 

If the circuit elements will force the transistor to exceed its safe 
- operating area, then protection must be provided for reliable operation. 

The transistor can be protected by connecting a capacitor or zener diode 
between the collector and emitter terminals of the transistor. Jf a zener 
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diode is used, it should have a breakdown voltage greater than the supply 
voltage but less than the collector-emitter sustaining voltage. 1 fa capacitor 
is used, its capacitance must not be too high as it may cause excessive 
charging currents and slow the transistor switching response. Another pro
tective method is to use a free-wheeling diode as shown in Figure 3-5 by 
DI. For some cases a capacitor can be used in place of the diode, but again 
it is subject to the conditions above. The voltage requirement resulting 
from full input voliage being sustained by the switching transistor limits 
present regula tors to about 400 volts at 4 amperes. A typical transistor 
switching regulator circuit is shown in Figure 3-5. The circuit is connected 
so that the Schmitt trigger turns Q2 on when the voltage at the arm of R3 
falls below the Schmitt triggering voltage. This turns Q 1 on and increases 
the output voltage, and thus the voltage at the arm of R3 . When this 
voltage exceeds the Schmitt triggering voltage, then Q2 and thus Ql are 
turned off. While QI is off, free-wheeling diode DI conducts so that 
current in inductor LI is preserved. This increases the effectiveness of the 
filter and prevents excess voltage on QI. The frequency of operation is a 
function of the filtering capability of Ll and CI and the load. The output 
ripple is a function of the feed back factor from R3 and R2 to the trigger
ing level o f the Schmitt trigger. 

UNREGULATED 
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'------------~ + 

Cl R2 

REGULATED 
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Vo 

Figure 3-5 - DC-Input Switching Voltage Regulator 

Silicon controlled rectifiers are useful as the main control element in 
phase-controlled regulators. Regulation is achieved through phase control 
by adjusting the portion of the half sine wave during which conduction 
occurs. Because this is a fraction of the 60 Hz sine wave, extensive filtering 
is required to achieve low output ripple. Phase control is highly efficient 
since the SCRs are either o n or off and have a low power dissipation in 
either condition. Also, low average power is required to drive the SCRs. 
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SCR regulators arc most useful for high current supp.lies in which the high 
current would impose severe requirements upon transistors, and for phase
controlled p reregulators for series-pass voltage regulators. The SCR turns 

off every time the current tluough it goes to zero and is held there for a 
few microseconds. Therefore a circuit which is sensitive to the line voltage 
must be used to turn on the SCRs every half cycle (for full-wave control). 
The function of this circuit is to compute the required conduction angle 
for each half cycle of input voltage so the output voltage remains constant 
for any combination of changes in input voltage, output voltage and out
put current. Since this firing control circuit functions each half cycle, it 
provides correc1ion for sudden changes in line voltage or load current by 
altering the timing of the trigger pulse which occurs during the next half 
cycle of supply voltage. It is desirable to operate the SCR into an inductor 
to limit the inrush current when the SCR is turned on, since this improves 
reliability and suppresses electromagnetic interfere nce (EMI). Generally 
the filter will reduce the EM! on the load; however, a high frequency 
capacitor across the regulator output may be desirable to bypass any high 
frequency switching effects on the SCR. 

A typical SCR regulating circuit with ac input and de output is 
shown in Figure 3-6. SCRs Q3 and Q4 are connected in a bridge t o deliver 
energy to the riltcr each half cycle of input voltage. 1 nductor Ll limits the 
input surge curren t when either SCR is turned on. A portion of the output 
voltage (as determined by R4 and RS) is compared to the zener voltage of 
D6; the difference controls the conduction of QI , wh ich sets the charging 
rate of Cl and thus the firing point of Q2 each half cycle. Tl couples the 
rlfing pulse from Q2 to the SCRs. D3 and D4 in conjunction with D l and 
02 form a full wave bridge which synchronizes the operation of the firing 
con trol circuit to the line. Which SCR comes on is determined by the 
polarity of the line voltage. 

Phase-controlJed operation of SCRs is not limited to de output reg
ulators; it ca n be used to regulate the rms value of an ac output voltage. A 
problem is encountered in the method of detecting the rms voltage deliv
ered to the load. This value is difficult to measure due to the irregular 
waveshapes gencralJy encountered. An irregular waveshape forces some 
fo rm of integrator to be used to obtain a usable feedback signal. This 
restricts the response time of the regulator to several cycles of input volt
age, limiting its usefulness in compensating for over-vo ltage and increased 
load current requirements. Since the line voltage has a uniform waveshape, 
its rms value is easily detectable and can be used to provide a control signal 
to regulate the output voltage. However, this does not provide any feed
back thereby restricting its usefulness to a narrow range of input voltages. 
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Curren,t Regulators 

The dual o f a voltage regulated power supply is one that regulates 
the output current. The ideal current source would have an infinite inter
nal impedance and if open-circuited, would produce an infinite voltage. 
Practically, the devices used as the regulator elements limit the maximum 
current and voltage that can be deUvered to the load. ln many instances 
current regulators are coupled with voltage regulators to limit the max
imum current to a load and thus protect the regulator components and the 
load. Current is regulated indirectly by regulating the voltage developed by 
the load curren t across a resistor in series with the load. 

For constant output current, the voltage across the resistor must be 
constant. If the power dissipated in the resistor is suffic ient to change the 
resistance, then current is changed also. The sensitivity of the circuit 
depends on the gain of the circuits and the size of the resistor. Thus the 
working vol tage can be increased for higher sensitivity at the cost of 
increased power dissipation, or the gain of the comparison amplifier can be 
increased with a result of a poorer signal-to-noise ra tio. A compromise 
must be made for any given regulation range. 

The circuit shown in Figure 3-7 demonstrates a method of current 
limiting. Ql, RI, and Dl form a simple voltage regulator. The output 
current is sensed by R2, which develops a voltage which controls Q2. As 
the output curren t increases, Q2 turns on harder and robs base current 
from Q 1. The level to which the output current is lirnHed is equal to the 
forward base-emitter voltage of Q2 divided by the value of R2. 

R 1 
UNREGULATED 

INPUT 
VOLTAGE 

Dl 

REGU LATED 
OUTPUT 

VOLTAGE 

Figure 3-7 - Current-Limited Voltage Regulator 
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Figure 3-8 shows the circuit of a sjmple current regulator. Zener 
diode Dl and resistor R2 set a voltage a.cross Rl equal to the zener voltage 
minus the base-emitter voltage of Ql. The level at which the output cur
rent is regulated is the voltage across Rl divided by the value of Rl. 
Obviously the input voltage must be greater than the zener voltage for 
regulation to occur. 

For low level current regulation, a current-regulating diode can be 
used as shown in Figure 3-9. This device will maintain a fairly constant 
load current for an input voltage variation from the knee to the maxi.mum 
power point. This device is the dual of the zener diode in that it is a 
regulator for current rather than voltage. 

UNREGU LATE D 
INPUT 

VOLTAGE D1 

01 

R2 

+ -, 
---- I REGU LATED I 
OUTPUT 

CURRENT I 

~ COAO 

I 
I 
I 
I 

0------------<--------<).4--_J 

Figure 3-8 - Simple Current Regulator 

+ + 
-1 

---1~• I 
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UNREGULATED ~ 
INPUT 

VOLTAGE LOAD 

_lf---------~-j 
Figure 3·9 - Current Regulator Using Current-Limiting Diode 
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3.2 11-32 V Output Regulated Power Supply With 
Overcurrent Protection 

The circuit shown in Figure 3-10 is a regulated power supply with 
overcurrent protection and an output of 11 -32 Vdc. The maximum output 
current with the specified circuit co mponents is 700 mA. The diode bridge 
of D 1 through D4 provides full-wave rectification of the 2S volt secondary 
of TI. Capacitor C I is used to reduce the ripple of the rectified current 
thereby holding a positive voltage on the collectors of Q 1 and Q2. Resistor 
R 1 and capacitor C2 further reduce the ripple in order to maintain a pure 
de voltage as a collector supply for Q3 and Q4, and for driving the base of 
Q 1. Series-pass transistor Q2 regulates the output voltage. The resistive 
djvider, R4, R5, and R6, is a sensing network. The voltage at the arm of 
potentiometer RS is applied to the base ofQ4, whlch compares the voltage 
t.o tha! of zener diode DS. The difference between the two voltages deter· 
mines the degree o f conduction or Q4. If the output voltage increases, 
then the base voltage of Q4 increases, turning it on more. This red uces the 
base current of QI, which in turn reduces the conduction of Q2, thereby 
lowering the output voltage. If the output voltage drops, Q4 begins to turn 
off, which turns QI and Q2 on, thereby increasing the output voltage. ln 
essence, the circuit is a feedback amplifier which tries to maintain the 
output voltage at a constant level independent of load conilition. 

The output voltage is determined by the potentiometer setting 
accord ing to the following formula: 

(VDS + VI3E Q4) (R4 +RS+ R6) 

V out = R6 + RS (Setting) 

If RS is set at the low end (A), the output is maximum and js given by 

(10.7) (24.2kQ) 
V out( max) - 8.2kn = 31.7 volts. 

The minimum output voltage occurs when the arm of RS is set to 
the ltigh side (B), or 

V 
_( 10.7)(24.2kQ) 

2
V 

out(min) - 23.2kn 11 · · 

The regulation is a function of the potentiometer setting since this deter
mines the amount of feedback. The closer the base of Q4 is to the positive 
output the more feedback and the better the regulation will be. 
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The overcurrent protection is provided by R2 and Q3. Since R2 is in 
series with the output, the voltage across it is proportional to the output 
current. This voltage is used to drive Q3 so that the larger the output 
curren t becomes, the more Q3 turns on. When Q3 comes on, base drive is 
removed from QI which turns off power regulator Q2 thus limiting the 
output current. The values were chosen to limit the maximum current to 
approximately 700 mA. The curves shown in Figure 3-1 1 show the effec
tiveness of the current limiter. 

The load regulation obtained for several output voltages is shown in 
Figure 3-J 2. The overcurrent circuit actually degrades the performance of 
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the regulator circuit, particularly at the l1igher current levels, since it de
creases the base drive of Q 1. 

The power stage of Q 1 and Q2 was selected to have a !ugh gain at 
-55°C in order to maximixe the control the voltage regulator and current 
regulator exerts on Lhe power stage. Al maximum output voltage and at 
low temperatures, QI requires a base current of about I mA. RI was 
selected to deUver approximately 2.5 mA. This sets the minimum voltage 
regulator current in Q4 at J .5 mA, when the current regulator is not 
working. When the current regulator, Q3, comes on, it must handle this 
current. For the opposite condition al high temperatures and low output 
voltages, RI provides about 25 mA maximum current. The drive require
ment for the power stage is not critical here , but Q3 and Q4 must be able 
to handle this current for effective control. 

The maximum temperature at which the circuit will operate is set by 
the heat sinking ofQ J and Q2. l fthese transistors are mounted directly to 
a heat sink and a good silicone grease is used, then the worst-case tem
perature rise above the tempera lure of the heat sink for Q2 is 25°C, while 
that for QI is about 20°C. Since the maximum operating temperature of 
QI is l50°C, this means the heal sink temperature must be kept below 
130°C. 

3.3 24 Vdc Switching Voltage Regulator 

The block ing-oscillator voltage regulator shown in Figure 3-13 
produces an output of 24 volts ±! % for currents from 100 mA to 2 
amperes. The power switching transistor(Q l) is controlled by the feedback 
winding of TI and transistors Q2 and Q4. Initially Q4 turns on, which 
turns on Q2 and this turns on QI. T his supplies energy to the output pi 
filter consisting of C3, C4, and U. The output voltage is fed back to one 
side of the differential voltage comparator consisting of Q3 and Q4. This 
voltage is compared to that or zener diode DJ, the difference controlling 
the conduction of Q4, and thus of Q2 and QI, thereby completing the 
feedback loop. Q2 was selected lo be a high speed switch to work in 
conjunction with the hjgh-gain voltage-comparator transistors to minimize 
loading the supply and thus maximize the efficiency. Reverse bias is 
provided to Q l by Cl and R2. Thjs helps turn Q I off once it has started to 
go off due to T l becoming saturated and Oms reversing the base drive 
voltage. The faU time of the collector current for QJ is approximately 1/2 
microsecond. Diode 03 is a free-wheeling diode which allows current to 
continue 0Hough the load when Q l is off. 03 must be a fast-recovery 
diode to minimize the reverse current through it, which occurs while it is 
turning off when Q 1 is again turned on. T ltis increases lite efficiency of the 
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circuit since load current is maintained by C3 and Ll in addition to C4, 
when QJ is both on and off. The max.imum voltage that Ql must with
stand is U1e supply voltage plus the forward voltage drop of D3. As the 
output voltage is decreased, the feedback voltage available from TI is 
increased ; this can cause the peak current through QI to increase for a 
given supply voltage. Thjs increased drive to Q 1 can be reduced by allow
ing Q2 to come out of saturation where the high drive conditions ex.ist. If 
changes are made in the circuit values, then these conditions as well as the 
load-line stress on all transistors must be considered for reliable operation. 

The maximum frequency of the block ing oscillator is limited by the 
transformer used; it is 6 kHz for this circuit at the ltigher input voltages. 
The peak collector current of QI is 5 to 7 A depending on the input 
voltage and transistor gain. The safe operating area of Q l must be able to 
withstand this stress. For high efficiency the switching time and the satura
tion voltage should be min.imized. A 2N379 l was selected for Q 1, since its 
switching time is less than 500 µs, V CE(sat) is about 1 V, and it is fairly 
inexpensive. 

The perfonnance curves of Figure 3-14 show that the 24 volt output 
is regulated within ± l % for a load current range of 100 mA to 2 A and for 
supply voltage changes of ±10%. The efficiency as shown in Figure 3-1 5 is 
approximately 85% for currents in excess of I ampere at the nominal 
input voltage (40 volts) and for a 10% supply voltage change at 2 amperes 
of load current. Additional gain in the voltage sensor may improve the 
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regulation, and a lower de resistance in the transformer should increase the 
efficiency. If any changes arc made, enough current must be supplied to 
the base of Q 1 to start the circuit oscillat ing. 

3.4 20 Vdc Switching Voltage Regulator 
With Inverted Output 

The inverted-output switching regulator shown in Figure 3-16 
provides a 20 volt output that is regtilated to within ±1% over a load 
current range of 50 mA to I amperes. The basic circuit of the power 
section is a blocking oscillator formed by Q l and T 1; its drive is obtained 
by feedback from the outpu t. lni tiaUy QI is turned on from current 
lluough QJ, R4, the base-emitter junction ofQ2, Tl, and R I. As coUector 
current is drawn through the primary of T l , more base drive is provided 
by the secondary through Q2, th us turning QI on more and driving it into 
saturatio n. When TI saturates, its secondary voltage reverses and removes 
base drive from QI ; tltis begins lo turn QI off. The energy stored in Cl 
helps to turn Q l off. While QI is off, the output pi filter is charged 
through DI from the energy stored in T 1. For this reason the voltage at 
the ftlte r output is greater than that at the positive input terminal. Thus 
the output voltage is inverted from the input. Resistors RI , R2 and capaci
tor CI provide reverse bias to Q I while Q l is off. This is necessary in order 
to overcome the forward bias current from Q3 through R4, the emitter
base of Q2 and the feedback winding of TI. During the time the collector 
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Figure 3·16 - Switching Voltage Regulator with Inverted 20 Vdc Output 

current of QI is falling (approximately 0 .5 microsecond), capacitor C2 
provides a low impedance path for turn-off bias from the feedback 

~- n The minimum transistor off time depends upon the decay time of 
the current from the transformer primary lo the output filter. The current 
must decay to a low level before the feedback circuit will turn Q l on. 

For a given input and output voltage, and peak transistor current , 
the primary inductance of Tl determines the maximum frequency of the 
blocking oscillator. For a given filter, the nigher the frequency, the lower 
the output ripple voltage will be. Therefore, high frequency of operation 
and low inductance is desirable. However, high freq uencies result in high 
transistor power dissipation and high core losses in transformers. These 
factors must be considered in the design. Transformer design set the oper· 
ating frequency of this circuit at 6 kHz with a peak collector current in QI 
of 5 to 7 amperes depending on transistor gain and input voltage levels. 
The collector-to-emitter voltage of QI is the sum of lhe supply voltage and -
the output voltage, so Q 1 must be capable of withstanding this stress level. 

In addition to this, for maximum efficiency QI must have a low 
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saturation voltage and fast switching times. A 2N37 l 6 is used as it is 
inexpensive and satisfies these requirements. A 2N2192 was chosen fo r Q2 
since it is a high gain, high current switch; this is necessary since it must 
handle the base current of Q 1, which could be about 500 mA. To min
imize loading of the supply and maximize efficiency, Q3 should be a ltigh 
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gain, high speed switch. This requirement is satisfied through the use of a 
2N290SA. 

The performance curves of Figure 3-17 show the regulation is ± 1 % 
for a ±10% input voltage change at output currents up to l ampere. The 
efficiency of the circuit versus both input voltage and load current is 
shown in Figure 3-18. Additional gain in the voltage sensing circuit will 
improve the regulation. However, if any changes are made, enough current 
must be supplied to the base of Ql to start the circuit oscillating. The 
efficiency may be improved by using a transformer with a lower de 
resistance. 

3.5 Pulse-Width-Modulated 38 Vdc, 
5 A Switching Pre-Regulator 

The pulse-width-modulated 38 Vdc, 5 ampere switching voltage reg
ulator whose circuit is shown in Figure 3-19 utilizes the voltage sensing 
property of a Schmitt trigger to control the output voltage of the regula
tor. The Schmitt trigger is formed by transistors Q3 and Q4; Q4 is the 
voltage sensor and Q3 is used to provide drive for the Darlington series 
switch , Ql and Q2. To start the circuit oscillating, zener diode D4 receives 
enough current to bias it above its knee through resistor RlO. Diode OS is 
used to block the load from robbing current from 0 4. After oscillation 
begins, OS becomes forward biased and current is supplied through R9. 
The resistive divider, RU, R l4, and R 12, is used to set the de voltage level 
at the output. Since the switching regulator is basically an ac circuit in that 
Q4 responds to changes in the output voltage, C3 is used to provde an ac 
bypass around the divider so that the output voltage ripple is fed to the 
base of Q4 with little attenuation. The level at which Q4 is turned on is 
governed by the difference between the voltage at the arm of R14 and the 
voltage across RS. The voltage on RS is set by the zener voltage of 04, the 
divider consisting of R8, R7, R6, the base-emitter junction of Q3, and the 
small drop across R4. When the output voltage increases and the upper 
trigger level of the Schmitt is exceeded, Q4 turns on, which removes base 
drive from Q3, turning it, Q2 and Ql off, thus removing output drive . 
These devices remain in this condition until the output voltage decreases 
and the base voltage of Q4 falls below the lower t rigger level, which turns 
Q4 off, permitting Q3 to turn on. This provides base drive to Q2 and QI 
through R3, thus turning Ql on. Since Ql cannot be saturated, because of 
the Darlington connection, resistor RI3 is used to reduce the voltage 
across Q 1 and thereby its power dissipation. This minimizes the require
ments of the heat sink for QI. While QI is on, energy is stored in Ll and 
C2, and the output voltage is increased. When QI is off, free-wheeling 

3-20 



11 II J _l) j J J ] _] J) I -~ JJ JJ 1 

~ T1 
01 

Q1 

~ ·.~~11 c~t,.1,,r .~~~ r ~ r ~ I;~.::·-u r r r r 
c II n.:: 
\i 220.11 R9 
~ MR1121 200 C3 

~ 'w ,~,,"~- l :::;:, - ~ . N o "" ~ ~ ~ ~ c 3.3 k -
;; RS c , ll_ $ " ' R<GULATEO ~ 
0.. 5µ.FT DC ~ 
<n C• ; D• '° V OUTeUT ~ 
~. so v 0 , " ~ c:t 2500 µ.;r' 1 N3880 1 N4732 I ~ " '" ...... "-
• • = ~ 
~ · ·-¢ 24 9.lk R14 
¢ 250.11 

~ ~ lW 
[ R5 MPS6575 + C5 
g 1 k '°"'25µ.F R12 

I so v 2.4 k 



Regulated Power Supplies 

diode D3 conducts, permitting load current to continue through Ll . This 
current is provided by the energy stored in Ll and C2. Use of the free
wheeling diode accomplishes two things: (I) it increases the efficiency of 
the regulator by providing a path for LI to discharge its energy into the 
load and (2) it helps to keep QI in its safe operating area since voltage 
spikes on the collector are eliminated. There is stilJ the possibility of 
exceeding safe operating area , however, since D3 is on when QI comes on. 
This means that QI will be subjected to a momentary short circuit until 
D3 turns off. The use of a fast-recovery diode for D3 minimizes this 
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problem since turn-off times for the device chosen is less than 200 
nanoseconds. 

The frequency at which the circuit operates is governed by the filter
ing capability of LI and C2 and the hysteresis of the Schmitt trigger. Jt is 
found that the frequency is also dependent on U1e resistive and inductive 
parameters of the capacitor used for C2. Because of th.is, some trimming 
may be .required to achieve the desired operating frequency. Once the 
frequency is set it will remain almost constant from no load to full load. 
The electrolytic capacitor used for C2 in the test circuit gave an operating 
frequency of approximately 16.S kHz. 

The circuit was designed to deliver 5 amperes at 38 volts. The reg
ulating characteristics are shown in Figure 3-20; from no load to fu]J load 
the output voltage dropped about 150 millivolts. The output ripple voltage 
remained almost constant over this range at approximately 270 mV peak 
to peak, and the frequency varied from about 19 kHz with 60 V input to 
about 10 kHz with 45 V input. 

3.6 Current Regulators 

The circuits shown in Figure 3-21 through 3-24 can be used to 
regulate the current in a load connected as shown on the schematics. The 
circuits of Figures 3-21 through 3-23 are three-terminal current regulators 
and the only difference between these three circuits is the biasing arrange
ment for the control transistor. Figure 3-24 shows a two-terminal current 
regulator. 

For the circuit shown in Figure 3-21, diodes DI and 02 set the base 
potential of QI. The base-emitter voltage of Q 1 is approximately equal to 
the voltage drop across DJ, so the voltage across R2 is the voltage drop of 
diode 02. The current level at which the regulator will regulate, therefore, 
is the voltage drop of 02 (0.7 volt) divided by the value of R2. R2 is 10 
oluns in this circuit for a regulated current level of 70 mA. The regulation 
is somewhat dependent on the value of R 1 since th.is controls the biasing 
current level in 0 I and D2. If RI is too large the diode is working on the 
knee of the curve and the circuit operation will be very dependent upon 
the supply voltage. 1f Rl is too small, excessive power is dissipated in the 
circuit elements. The value shown for Rl works adequately as can be seen 
by the results shown in Figure 3-25 and 3-26. 

For the circuit shown in Figure 3-22, lhe vollage drop of DJ 
compensates for the base-emitter voltage of QI; thus the current regul'ated 
is equal to the breakdown voltage of Zener diode 02 divided by the value 
of R2. To obtain the 70 mA desired, a 5.6 volt zencr is selected and R2 is 
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Figure 3-21 - 70 mAdc Current Regulator 
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Figure 3-22 - 70 mAdc Current Regulator 
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Figure 3-23 - 70 mAdc Current Regulator 
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Figure 3-24 - Two-Terminal 70 mAdc Current Regulator 
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set at 82 ohms. The value of Rl for this circuit is not as critical as it was 
for the circuit in Figure 3-21, since the zener breakdown voltage of 02 is 
Jess sensitive to current changes than the forward voltage of the diodes in 
Figure 3-21, and the current through Q 1 is established primarily by the 
voltage across 02. The 5.6 volt zener diode (02) was selected since its 
temperature coefficient is approximately zero. The variation of the base
emitter voltage of QI with temperature is compensated by the tempera
ture variation of D 1 so that the circuit should exhibit good regulation with 
temperature. The curves of Figures 3-25 and 3-26 show the results 
obtained with this circuit for variations in load and input voltage. Figure 
3-26 shows that the output current is regulated if the supply voltage is 
above the knee of the combined curves of DI and 02. 

The circuit shown in Figure 3-23 provides very good current regula
tion if the supply voltage remains constant and the load is varied. Diode 
DI provides compensation for the base-emitter voltage of Q 1 and the 
voltage across R2 equals that across R3. The level at which the current will 
be regulated is therefore, the voltage across R2 divided by the resistance of 
R2. If R2 is equal to R3, and RJ is large compared to R2 and R3, the 
current through R l is equal to the regulated output current. The load and 
input-voltage regulation obtained with this circuit is shown in Figures 3-25 
and 3-26. This circuit regulates the output current up to the point where 
the load resistance becomes too large, thereby forcing QI into saturation. 
This prevents further regulation of the load current. 

If a three-terminal current regulator cannot be used, then the two 
terminal regulator shown in Figure 3-24 may be useful. For this circuit to 
regulate, the supply voltage must be greater than the sum of the voltage 
drops of Dl , D2, D3, and D4. For the components shown, this voltage is 
12.5 volts. The level at which the current will be regulated is this voltage 
divided by the resistance of RI or R3 since RI is equal to R3. The curve 
shown in Figure 3-25 shows the regulation for a supply voltage of 15 volts. 
The regulation can be increased to higher load resistances if the supply 
voltage is raised. The maximum load resistance at which regulation can be 
maintained is shown by the following equation. n 

~ax= Vsupply- (Vol+ VD2 + VD3 +VD~ 
1Regulated 

The curve shown in Figure 3-26 demonstrates that the supply voltage must 
be above the sum of the diode voltage drops for effective regulation. As 
t11e regulated current level is increased, the forward-voltage drops of D 1 
and 03 increase slightly. TJ1is circuit has been operated at a regulated 
current level of 700 mA; for this, the supply voltage must be above 13.5 
volts. 
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3.7 100 V rms Voltage Regulat or 

The circuit shown in Figure 3-27 will regu late therms output voltage 
across the load (which is a projection lamp) to JOO volts ± 2% for an input 
voltage between I 05 and 250 volts ac. This is accomplished by sensing the 
light output of LI indirectly and applying tl1is feedback signal to the firing 
circuit (Q 1 and Q2) which controls the conduction angle of triac Q3. The 
load is a 150 watt projection lamp which has a reflector mirror included 
inside the glass envelope. If the light output of the lamp were sensed 
cLirectly by the photocell, it would respond to the 60-Hz variation of the 
supply voltage unless additional filter components were used. Therefore, 
anotJ1er approach was used to generate lhe feedback signal. The reflector 
inside the lamp's envelope glows red due to t11e heat of the filament. Since 
the reflector has a relatively large mass it cannot respond to tlle supply 
frequency, and its light output provides a form of integration. This light is 
then used as a feedback signal. To eliminate 60 Hz modulation of tl1e 
photocell, it is mounted at one end of a black tube with the other end of 
the tube directed at the back side of the reflector in the lamp. The lamp is 
energized through triac Q3, whose conduction angle is set by the firing 
circuit for unijunction transistor Q2. This circuit is synchronized with the 
Line through the full-wave bridge rectifier. The voltage to the circuit is 
limited by zener diode 05. Phase control of the supply voltage is set by 
the charging rate of capacitor Cl. Q2 will fire when the voltage on Cl 

AC 
POWER 

SOURC E 

MOA- 920- 7 
01 - 04 ~-'\J'RV1u--...-.~--~--C-L_A_l_R_E_X~---. 

3 k R2 CL605 

5 W TUBE 

L1 - 150 WATT PROJECTION LAMP WITH 
BUILT-IN REFLECTOR MIRROR 

Figure 3-27 - 100 Vrms Voltage Regulator 

3-27 

SPRAGUE 
11212 



Rexulated Power Supplies 

reaches approximately 0.6S times the zener voltage. The charging rate of 
Cl is set by the conduction of QI, which is controlled by the resistance of' 
photocell R2. Potentiometers R3 and R4 are used to set the lamp voltage 
to 100 volts when the line voltage is lOS volts and 2SO volts, respectively. 
This assures that the lamp vollage will be with.in the desired tolerance over 
the operating range of input voltage. Some interaction will occur between 
R3 and R4 and the adjustment of each potentiometer may have to be 
made several times. Since this is an rms voltage regulator, a true rms meter 
must be used to adjust the load voltage. 

If the excursion of the supply voltage is not large, then a circuit 
without feedback such as shown in Figure 3-28 may be used. This circuit 
regulates the input voltage to the step-up transformer T2 at 90 volts, 
thereby maintaining the load voltage at l 20 volts ±2%. Q2 and Q3 are 
both pulsed at the same time by QI tluough Tl, but the only one that 
turns on is the one that is forward biased by the supply voltage. The 
circuit which controls the phase of QI is synchronized to the line voltage 
through full-wave bridge D 1 to 04. The voltage to the charging ci.rcuit of 
capacitor CI is regulated by zener diode OS. The charging circuit is a 
ramp-and-pedestal combination and the voltage on Cl is as shown in 
Figure 3-29. R2 and RS have low values compared to R6 so that C 1 can 

T2-90- 120 V, 10 A Variable 
Aucotransformer, Superior Type F236 

MOA942-3 or 

105 TO 125 V 
AC 

POWER 
SOURCE 

05 
1 N5245 

15 k 
1 w 

R2 
2k 

R5 
1W 

Q3 

2N5170 

T1 

R4 
5k 
1 w 

T2 

RLOAD 
(12!1) 

SPRAGUE 
~--L_11z13 

Figure 3-28 - 105 to 125 Vac Voltage Regulator 
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charge quickly to the level set by RS. Diode D6 then becomes reverse 
biased, and Cl continues to charge through R6, but at a slower rate, until 
the breakover voltage of Q 1 is reached. Since the interbase voltage of Q 1 is 
propo1iional to the line voltage, the value to which C 1 charges is variable. 
When the supply voltage is low, RS is adjusted to p~ovide 120 volts to the 
load. When the supply voltage is h.igh, R6 is adjusted to provide J 20 volts 
to the load. RS is set so the fuing point of Q 1 is close to the voltage at 
which D6 becomes reverse biased. R6 then adjusts the ramp to delay the 
frring point as the lfoe voltage is increased. RS and R6 interact, so the 
adjustment will have to be made several times. As in the previous circui t, a 
true rms meter must be used for this adjustment. 

The operation of this circuit depends upon the waveshape of the 
supply voltage. Therefore, the ac power source must provide a low
d.istortion sine wave to assure good rms voltage regulation at the output. 

-- Sjnce there is no feedback in this circuit the regulation at the load depends 
uporitlie regulation of transfonner T2. As the load is changed some adjust
ment of RS and R6 may be required J_o main ta.in voltage regulation at the 
load. This circuit was used to regulate a 10 ampere load and provided a 
load voltage change of only 2 volts for a line voltage change from 1 OS to 
12S volts using an adjustable transformer for T2 . 
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3.8 Short-Circuit Protection for Series-Pass Regulator 

Power supplies with series-pass regulators can be adequately pro
tected against damage due to short-circuited loads through the simpie 
addition of a few inexpensive components. The circuit shown in Figure 
3-30 not only protects the regulator against a shorted output but incor
porates an automatic reset circuit that restores normal operation when the 
short is removed. 

The series-pass portion of the circuit is conventional in operation 
and is designed to present very low impedance to the load. 

The part of the circuit which provides protection against short 
circuits is shaded in Figure 3-30. It operates as follows: When a short 
circuit occurs across the output the whole supply voltage appears across 
D2, R2, and the emitter-base junction of Q2. Since the input supply 
voltage is greater than the breakdown voltage (V z) of Zener diode D2, the r 
diode breaks down and supplies base drive to Q2. As Q2 app.199che.s-sa~ 
uration, it robs the series-pass transistor ~b.ase-dri"Ve'1ild cuts it off. 
Capacitor Cl, which is charn~.d.-up--t¢l11e output voltage before a short 
appears across oatl,iii<ls in turning on transistor Q2 by discharging 

e base of Q2 when the output is shorted. Although capacitor Cl 
discharges to a very low voltage when the regulator is in the short circuited 
mode, transistor Q2 remains saturated due to the base drive provided 
through D2 and R2. 

The automatic reset incorporated in this circuit operates in the 
following manner: When the short is removed, the voltage across the out
put begins to rise due to the current supplied through Q2. Since the 

Input 

Volts 

Output 
R3 R4 RL 16.5to19.5V 

620,Q Volts 

R5 
2 k 

Figure 3-30 - Circuit Protection for Series-Pass Voltage Regulator 
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voltage differential across the series-pass transistor {Ql ) determines the 
base drive of Q2, and this voltage has decreased due to the rise of voltage 
across the output, Q2 begins to tum off, allowing Ql to turn on. 

When the voltage across the output exceeds the voltage across C 1, 
this capacitor begins to charge through D l. The voltage thus dropped 
across D 1 back-biases the emitter-base diode of Q2, turning this transistor 
off. When Q2 turns off, normaJ base current is supplied to the base of Ql 
and the circuit resumes normal operation. Capacitor C2 enhances the ac 
stability of Q2 and may not be necessary in all circuit s. 

Under normaJ series-pass operating conditions, the protective circuit 
is biased off and does not affect the circuit performance in any way. 

The protective circuit is limited in speed only by the storage and fall 
tirne of the series-pass transistor (QI), and operates in approximately one 
millisecond. 
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CHAPTER 4 

Static Swiching 

4.1 Solid State Static Relays 

T here is no exact. universal electronic replacement for the mechan
ical relay. Semiconductors can be used to duplicate the function of a relay 
but must be tailored to fit a particular application. 

E ither transistors or thyristors can be used as switches to isolate a 
load from, or connect it to, a power source. The control of either device 
can be completely electronic, in which case the circuit is ca!Jed a static 
switch, or through the use of a switch with small current capability, which 
forms a static contactor. A transistor requires continuous drive power 
during the time it is conducting. A thyristor requires only a pulse of power 
to turn it on but it must be corrunutated off either forceably or by natural 
conunu tat ion of an alternating voltage source. Either type of device can be 
used on ac or de, but the circuit used must be designed for the power 
source used. 

AC Power Source 

Semiconductor devices which arc basically de devices, such as tran
sistors and SCRs, require special circui ts when they are used on ac; these 
special circuits are not required for devices such as triacs, which will pass 
current in both directions. Figures 4-1 through 4-3 show circuits which use 
a transistor, a silicon controlled rectifier, and a lriac as the switch ing 
element. The circuit of Figure 4-1 maintains ac to the load and al tJ1e same 
time provides de to the transistor, which is the controlled element, 
through the use of a bridge rectifier. The transistor must be able to with
stand the peak vo ltage of the power source when il is off and it must be 
capable or handling the peak load current when it is on. It also must have 
adequate safe operating area for the switching load line. Since the tran
sistor requires continuous drive power to keep it on, it will begin to turn 
off immediately upon removal of the driving signal. T his couJd create large 
voltage or current spikes in the circuit if reactive loads are used. If induc
tive loads arc to be switched, then a circuit which will protect the transis
tor from over-voltage must be included. If high voltages or large currents 
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are to be switched, the transistors that can be used are usually expensive 
and the driving power required can get quite high. For these reasons the 
circuit in Figure 4-1 is not recommended for switching high voltages and/ 
or high currents. 

For resistive loads, a circuit which performs much like that in Figure 
4-1 is shown in Figure 4-2. In this case the transistor has been replaced by 
an SCR. The SCR does not require large drive power; it will turn on as 
soon as the gate drive is provided and will turn off each half cycle when 
the current goes to zero. Therefore, to keep the SCR on, either continuous 
gate drive must be provided or a gate driving power pulse must be deliv
ered each half cycle. The tum-off time of the SCR limits the maximum 
frequency of present SCR switching circuits to approximately 30 kHz. If 
the supply frequency is around 60 Hz or less, a triac can be used as the 
control element as shown in Figure 4-3 . It will conduct (or control) cur
rent in .both directions. Unlike the SCR, the triac can be triggered by 
either positive or negative gate drive, but more power is required for 
negative drive than for positive drive. Since the triac also turns off every 
time the current goes to zero, the drive requirements for a triac used on ac 
are the same as described for the SCR. The series R-C network across the 
triac is required for inductive loads to prevent the rate of voltage rise 
(dv/dt) developed when the triac turns off from in1rnediately returning it 
to the on state. 

DC Power Source 

Either thyristors o r transistors can be used as the controlled switch
ing element with a de supply if the circuits are adapted to satisfy each 
device's particular characteristics. Transistors play an important role here 
since the continuous drive required to keep them on is readily available 
and easily obtained. Special circuit adaptation is required for thyristors 
since these devices remain on once turned on. Thus, another circuit which 
will force the current in the device to drop to zero is required to turn the 
thyristor off. 

Figure 4-4 shows a typical connection for using a transistor as a 
switch. The transistor must be able to withstand the supply voltage when 
off and be able to handle the load current when on. Also, it must have a 
safe operating area adequate to handle the switching load line. The amount 
of drive power required is an inverse function of the gain of the device and 
a direct function of the load current. Therefore, the drive requirements are 
dependent on the circuit parameters. If the load is inductive then the 
transistor must be protected from voltage spikes created by the switching 
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action. One method for achieving lhis is to place a diode across the load as 
shown in Figure 4-4. lf high voltage supplies are to be used or large 
currents are to be switched this circuit is not recommended since an 
expensive transistor and large driving power are required. 

The thyristor circuit shown in figure 4-5 uses silicon controlled 
rectifiers as the controlled switching elements. A power pulse applied to 
the gate of SCR QI will turn the device on, connecting the "cold termi
nal" of the load and the conmmtaling capacitor to the negative side of the 
supply. The capacitor then charges to the supply voltage minus the SCR 
drop. Q I will stay on until a power pulse is applied to the gate of Q2. Th.is 
turns 02 on and applies a reverse voltage to QI via capacitor Cl . The 
capacitor then cLischarges through QI forcing the current to drop below 
the holding current, turning Ql o ff and disconnecting the load from the 
power source. Once Q2 comes on it will remain on until the control signal 
pulse is again applied to the gate o f Ql. At this time the reverse of the 
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Figure 4-4 - DC Solid-State Static Sw itch Using 
Transistor Control Element 

"ON" 

CONTROL 
S IGNAL 

+ 
"OFF" 

CONTROL 
SIGNAL 
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commutating action just described occurs and Q2 is turned off while QI is 
turned on. If the duty cycle of the control signal is low, Q2 can be smaller 
than QI since Q2 must be ab le to withstand a nonrepetitive current surge 
equal to the peak commutation current plus the current through RI, 
rather than the continuous load current. This circu.it gives excellent results 
when switching with high voltage supplies and/or with large load currents. 

4.2 Triac Static Motor-Starting Switch for 1/2 hp, 
115 Vac Motor 

Single-phase induction motors require a starting winding which is 
used only until the rotor obtains a speed of approximately 75% of full
load speed. The circuit shown in Figure 4 -6 can be used to control the 
sta1iing winding of such a motor; essentially a triac replaces the centrifugal 
switch normally used for this purpose. 

STARTING WINDING 

,----Ro(;=7- -----, 
I I 

0---,.------..;_-----' I SI NG LE 

AC 
LINE 

I 
I Roe 
I ~ 2 
I L __ 
MAIN 

WINDING 
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0.04 

3W 

0 
ROTOR 

I PHASE 

I INDUCTION 

I 
MOTOR 

150 µF 
C2 

I 
------ ___ J 

01 

MAC2- 6 
R2 
5 

C1 
1 µF 

300 v 

Figure 4-6 - Triac Static Motor-Starting Switch for 
'h Hp 115 Vac Single-Phase Induction Motor 

Since the inrush current during starting in the main winding of the 
motor is several times the running current, this inrush current can be used 
as the source of control for the starting winding. The voltage developed 
across resistor RI is used lo gate on triac Q 1 when the voltage exceeds its 
threshold level. The resistance must be large enough to develop sufficient 
voltage to turn Ql on, but small enough that the normal peak running 

~ current will not develop enough vol tage to turn it on. Some selection of 
this value may be necessary to acconunodate any triac that may be used; a 
slide-wire resistor may be used to select the proper trigger level. 

4-5 



Static Switching 

When the current drops to zero in the triac, the device turns off and 
the voltage across it will increase rapidly to the value of the line voltage 
since there is phase shift due to the inductive load. If the rate of rise of 
this voltage (dv/dt) is too great, the triac will again turn on. Therefore, a 
circuit must be provided to assure the dv/dt is low enough. The network 
consisting of R2 and Cl is used to limit the dv/dt across the triac to within 
its capability. This rating is lowest at high temperatures, so the network 
values should be chosen for proper operation at the highest temperature 
the circuit will encounter. 

The values shown on the schematic were used with a 1/2 hp, 
115 volt motor. The peak starting current of this motor was 40 amperes 
while the peak running current was 8 A. The value of the resistor was 
chosen so that the triac would not turn on when current was less than 
12 A. This occurred for this motor after 12 cycles. It sho uld be possible to 
use the triac shown for integral-horsepower motors since the triac con
ducts for only a few cycles. Of course, maximum current ratings must be 
observed. This circuit as shown has been operated at temperatures as high 
as 80° C. The motor-starting capacitor limits the maximum ambient tem
perature to +65°C and the duty cycle of the motor of a maximum of 60 
starts of one second duration per hour. The triac wlll perform satisfacto
rily under these conditions. 

4.3 Triac Prevents Relay Control Arcing 

A common problem in contacts switching high current is arcing 
which causes erosion of the contacts. A solution to this problem is illus
trated in Figure 4-7 . This circuit can be used to prevent relay contact 
arcing for loads up to 50 amperes. There is some delay between the time a 
relay coil is energized and the time the contacts close. There is also a delay 
between the time the coil is de-energized and the time the contacts open. 
For the relay used with this circuit both times were about 15 ms. The triac 
across the relay contacts will turn on as soon as sufficient gate current is 
present to fire it. This occurs after switch Sl is closed but before the relay 
contacts close. When the contacts close, the load current passes through 
them, rather than through the triac, even though the triac is receiving gate 
current. If S I should be closed during the negative half cycle of ~he ac line, 
the triac will not turn on immediately but will wait until the voltage begins 
to go positive, at which time diode DJ conducts providing gate current 
through RI . The maximum time that could elapse before the triac turns 
on is 8-1 /3 ms for a 60 Hz supply . Thjs is adequate to assure that the triac 
will be on before the relay contact closes. During the positive half cycle, 
capacitor Cl is charged through D 1 and R2. This stores energy in the 
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Figure 4-7 - Triac Prevents Relay Contact Arcing 

capacitor so that it can be used to keep the triac on after switch S 1 has 
been opened. The (Rl + R2)Cl t ime constant was set such that sufficient 
gate current would be present at the time of relay dropout after the 
opening of S 1, to assure that the triac would stiU be on. For the relay 
used, this time was 15 ms. The triac therefore limits the maximum voltage 
across the relay contacts upon dropout to its voltage drop of about I volt. 
The triac will conduct until its gate current falls below the threshold level 
after which it wiU turn off when the anode curren t goes to zero. The triac 
will conduct for several cycles after the relay contacts open. 

This circuit not only red uces contact bounce and arcing but also 
reduces the physical size of the relay. Since the relay is not required to 
interrupt the load current, its rating is only based on two factors: the first 
is the rms rating of the current-carrying metal , and the second is the 
contact area. This means that many well-designed 5 ampere relays can be 
used in a 50 ampere load circuit. Because the size of the relay has been 
reduced, so wiU the noise on closing. Another advantage of this ciJ:cuit is 
that lifetime of the relay will be increased with no contact burning, weld 
ing, etc. 

The R-C circuit shown across the contact and triac is to reduce dv/dt 
if any other switching element is used in the line. Typical values are 
47 ohms and 0.1 µ F. 
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4.4 AC Static Switches and Static Contactors 

AC static switches a nd static contactors with essentially zero-point 
switching o n all but the first cycle are illustrated by the circuits in Figures 
4-8 through 4-11 . 

The circuit shown in Figure 4-8 can be used to switch resistive loads 
on an ac supply at frequencies below 30 kHz with electrical control sig
nals. SCR QI is used to preven t gate current in Q2 when Q2 is reverse
biased by the supply voltage, which could occur the first time Q2 is turned 
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2N4178 
Q2 

Q1 
MAC2- 4 

on. Q l will turn on during the first positive half cycle following the 
applicatio n of the cont ro l signal to R2. Ql provides gate current lo Q2, 
thereby turning Q2 on. The device used for QI is a sensitive gate SCR. 
Th.is allows the value of RI to be large, whjch limits the amo unt of current 
in the gate of Q2 to a value below turn on when no voltage is applied to 
R2. Diode D 1 prevents reverse breakdown of the gates of QI and Q2. 
During the half cycle that Q2 is on, capacitor Cl charges through D2 and 
R3 to the peak line vo ltage. When 0 2 becomes reverse-biased by the 
decaying line voltage, Cl discharges through the base-emitter junction of 
Q4, R3 and the load, th us tu rning Q4 on and providing another discharge 
pat11 through Q4 and the gate of Q3. The gate current of Q3 must be 
above its threshold level when tbe line vo ltage reverses for Q3 to lllrn on. 
The values shown were chosen to provide 50 mA of gate current when the 
anode-cathode voltage ol Q3 reaches I 0 volts. This circuit will work at 
other supply frequencies below approximately 30 kHz. This maximum 
frequency is clue primarily to the recovery time of the SCRs . 

This circuit will not switch large reactive loads since Q2 turns off 
when its current goes to zero, and by the time that occurs with a current 
which lags the voltage, the gate current of Q3 has decayed to a value less 
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than its threshold level thereby preventjng the device from turning on. 

A circuit that can be electronically controlled to switch resistive or 
reactive ac loads statically is shown in Figure 4-9. The triac will turn on 
when the control signal is applied to Rl. It will remain on unt il the control 
signal is removed, after wh ich it will turn off when the current goes to 
zero. As mentioned in section 4 .1 , present triacs are limited to a maximum 
supply frequency of about 60 Hz by commutation dv/dt. 

If it is not necessary to provide complete static switching, then a 
small switch can be used as in the static contactor shown in Figure 4-1 0 , in 
which the SCRs remove the load from the line when the switch is open. 
When the switch is closed, diode D2 provides gate current to QI during the 
positive half cycle, turning Q 1 on, and D 1 supplies current to Q2 during 
the negative half cycle, turning Q2 on . Resistor R I limits the gate current 
immediately after closing the switch until one o f the SCRs comes on. The 
maximum load current capability is limited only by the ratings of the 
devices used. 

In Figure 4-11 , the main control element is the triac. Gate current is 
provided when the switch is closed, turning the device on. The supply 
voltage must be greater than the gate threshold voltage each half cycle for 
the triac to turn on. If the load is reactive, the current will either lead or 
lag the voltage. For thjs condition, the triac will turn off each half cycle 
when the voltage is greater than zero. If the phase shift is great enough 
that the magnitude of the voltage is larger than the trigger level of the triac 
at turn off, then the triac will turn on immediately. Should the load be 
resistive, so that there is no phase shift, there will be a dead band unti l the 
supply voltage exceeds the triggering level. When the control signal is 
obtained from a 120 volt rms supply, the dead band is negligible . After the 
switch is opened, the triac tu rns off when the current goes to zero. 

4.5 DC Static Switches and Static Contactors 

The circuits shown in Figure 4-12 through 4-15 are de switches and 
static contactors. Static contactors use small switches with low current
carrying capacity to switch heavy loads; typical contactors are shown in 
Figures 4- J 2 and 4-13. The switches shown can be remote from the load. 
In Figure 4- 12, a transistor is used as the co ntrolled device. The circuit is 
off when the switch is open. When the switch is closed , resistor Rl pro
vides base current to the transistor holding it on. Resistor R2 is used to 
hold the base at the potential of the emjtter when the switch is open. lf 
there is an inductance in the load, diode Dl is required to protect the 
transistor from voltage spikes whjch occur during the switching time. A 
circuit that does not require continuous drive is shown in Figure 4-13. The 

4-10 



-

Static Switching 

switch required is spring-loaded SPDT switch with a center off position. 
When Sl is thrown to the on position, resistor RI provides gate current to 
SCR QI, connecting the load to the supply. The switch is returned to the 
center off position since gate drive is not required once the SCR is on. 
While Q J is on, capacitor Cl charges to the supply voltage tluough resistor 
R2. When it is desired to turn the circuit off, SI is pushed to the off 
position which provides gate current to Q2 through RI and R3. As before, 
SI is returned to the center off position. Q2 is small er than Q 1 since it is 
used only to commu tate Ql off and its average power dissipation is small. 
Si nce Q2 is a smaller device than QI, its gate current requirement is less 
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than that of Q2; therefore, resistor R3 is required to limit the gate current 
of Q2 below its maximum value. When Q2 first turns on, capacitor C2 has 
no voltage across it, permitting the energy stored in Cl to turn QI off. C2 
then charges to the supply voltage, at which time Q2 turns off since its 
current fa lls below the holding level. Fol.lowing th.is, R3 discharges C2, 
returning C2 to its initial uncharged state. R3 must be large enough that it 
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Figure 4-14 - Transistor DC Static Switch 
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will not draw enough current to hold Q2 on after it has been turned o n. 
The C2-R3 network assures that this circuit will draw no current when off. 

These basic circuits can be used Lo provide static switching if the 
switches are replaced by semiconductors as shown in Figures 4-14 and 
4-15. In Figu re 4-14, transistor Q2 is used to control power transistor QI. 
When the control signal is applied to R3, transistors Q l and Q2 turn on, 
connecting the load to the power supply. When the control signal is re
moved both devices turn off. If a voltage other than that shown is to be 
used as the control signal, then R3 should be changed to keep the base 
current of Q2 at 2 mA. Figure 4-1 S shows the schematic of a thyristor 
static switch. The basic circuit is the same as that shown in Figure 4-13 
except that the components associated with QI and Q3 replace the switch. 
When the control signal is applied, transistor Q l turns on, clamping the 
gate of Q3 to ground, thus preventing it from turning on. Diode DI is used 

to remove any charge on C2 through itself and Ql , thus protecting the 
gate of Q3. At the same time C3 begins charging. When the voltage across 
C3 reaches the breakdown voltage of zener diode D2, D2 conducts and 
turns on Q4, which in turn fires Q2. This circuit is required to prevent 
false triggering of Q2 and a possible "latch up" condition in which both 
Q2 and Q3 are on. When the control signal is removed, Q l and Q4 turn 
off. This removes gate drive from Q2 and provides gate drive to Q3, which 
then commutates Q2 off. Q3 turns off when C2 becomes charged, thus 
removing the circuit from the supply. 

4.6 Overvoltage and Overcurrent Protective Circuit 
with Automatic Reset 

The circuit shown in Figure 4-16 can be used to protect a resistive 
load rrom both excessive voltage and excessive current. lt can be used with 
20 A, 115 Vac power supplies. There are three basic sections to the circuit, 
the power driver, the overcurrenl detector and the overvoltage detector. 
Each one wiU be analyzed separately. 

Power Driver 

When line "A" goes positive with respect to line "B", C2 charges 
through R6 and R7 until the breakover voltage (about 28 volts) of three
layer diode D8 is reached. D8 then turns on, and a pulse of current is 
supplied to the gate of SCR Q4, causing Q4 to conduct. At this time all 
the line voltage, minus the forward voltage drop of Q4 (about 1 volt), is 
across RL. This voltage also appears across D9, R8, R9 and C3. Capacitor 
C3 will charge until the line voltage raUs below the voltage on C3. At this 
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time, 0 9 becomes reverse-biased, and C3 discharges through R8 and the 
gate of Q5. The values of R8, R9, and C3 are adjusted so that as the line 
voltage goes through zero there is still ample charge on C3 to provide 
sufficient gate current to turn on Q5. Q5 is therefore slave-fired from Q4, 
since Q4 must be turned on before Q5 can be turned on. 

Overcurrent Detector 

This circuit offers a unique approach to overcurrent protection in 
that it does not require a current sensing element in series with the load. 
One way to keep the load from being connected across the line in the 
event of a short circuit or some other excessive current load is to prevent 
diode D8 from firing Q4. In order to do this, the overcurrent detector 
must work before the voltage across C2 and R7 reaches the breakover 
voltage of D8. When line " A" goes positive with respect to line "B", QI 
and Q2 are biased on by R3, thus allowing the load current to flow 
through the sense resistor Rs. Assuming that RL is much greater than Rs, 
RL will act as a current source and the voltage developed across Rs is 
sufficient to forward-bias D5 and the gate of Q3, then Q3 will turn on and 
clamp the voltage across C2 and R7 to approximately 1 volt. This prevents 
D8 from turn ing on, and also turns off QI and Q2 since base drive is 
removed from Q2 by 07. The only current now in the load is the leakage 
currents of Ql, Q2, Q4, Q5, and the "on" current of the fault indicator, 
neon lamp 11. 

Component tolerance considerations force the overcurrent circuit to 
work before the line voltage reaches 20 volts. The available circuit gain 
limits the collector current of Q 1 to 3 .5 amperes which sets the maximum 
peak load cu rrent at 

1 
= (V p) Cic max) 

P V sense (max) 
165X 3.5 

20 
28.8 A. 

The maximum rms load current is therefore 20 A. Consideration of the 
voltage levels required for circuit operation allows the following equation 
to be used in determiniJ1g the minimum value of Rs: 

[YRS) 
Rs(min) = (Rr)\ VRL , 

where VRs = the voltage across Rs, 

and VRL = the voltage across RL· 
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YRS must be large enough to assure that DS and the gate of Q3 can be 
forward -biased. Two volts will satisfy this requirement. 
Therefore, 

Rs(min) = RJ22oj, 

or Rs(min) =C~)RL . 

In order to assure that RL will appear as a current source to Rs, however, 
the maximum value of Rs should be less than or equal to I/IO RL; there
fore, the proper value for Rs in this case is I /I 0 RL· 

The voltage divider consisting of RI 2 and R2 permits a selection of 
the "trip" point of ovcrcurrent protection. This divider must be set so that 
the voltage at point A is adequate to fire Q3 before the coUector current 
of QI reaches 3.5 A. Diode D4 protects QJ and Q2 from the reverse line 
voltage. Resistor R4 compensates for leakage current (le Bo) in QI. DS 
and 06 form an OR gate pennitting the overcurrent and the overvoltage 
circuits to both work into Q3 . The maximum voltage across Q3 is the 
breakover voltage of D8, therefore it need only withstand this voltage. R7 
is used to limit the discharge current of C2 through Q3. 

The maximum forward surge current ClFM surge) of Q4 and QS is 
240 A. Th.is is the maximum current this circuit will withstand. If a short 
in the load should occur at peak line voltage (168 volts), then this circuit 
will withstand the resulting current if the total source impedance Re in 
the 115 V line is equal to or greater than 0 .7 ohms: 

R _ V UNE (max) 
G(min) - 1 FM (surge) 

168 
240 

0 .7 ohm. 

Q4 and QS will never have to handle more than one-half cycle of overload 
current each before the overcurrent detector reacts. A 5 µH choke in series 
with the load will protect the SCRs from destruction due to excessive 
di/dt if a fau lt occurs at this worst-case condition. When the cause of the 
excessive current is corrected, the overcurrent circuit no longer fires Q3 
and the load is automatically connected to the line through Q4 and QS. 

Overvoltage Detector 

This circuit is a peak voltage detector. The detector circuit detects 
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any excessive voltage on the negative half cycle (line "B" positive with 
respect to line "A") and prevents Q4 and Q5 from turning on as long as 

j the overvoltage exists. This is accomplished as follows: capacitor C 1 
charges through DI and D2 to a voltage level determined by Rl 1 and RI. 
D2 prevents CJ from discharging back through RI I. With normal line 
voltages, RI I is set so that Cl charges to a value less than the breakover 
voltage of three-layer diode 03 plus the sum of the forward voltage d.rops 
of D6 and the gate of Q3. lf the Line voltage goes above normal, then tltis 
level is exceeded and Q3 breaks over, discharging Cl through D6, Rl 1, and 
Rl, and into the gate of Q3. 

The point in the cycle at which DJ will fire, depends on the setting 
of Rll. During the negative half cycle (line B positive, line A negative), 
the voltage across D3 is equal to the voltage on CJ, which is determined by 
the setting of Rl I, minus the Line voltage from B to A (and the diode 

drops of D6 and the gate of Q3). Thus, if RI I is set so tha l C 1 charges to 
40 volts, and 03 fires at 30 volts, then D3 wiU fire when the line voltage 
equals approximately l 0 volts. Once the line voltage goes positive (A with 
respect to B), the voltage on D3 equals the voltage on Cl. Therefore, the 
overvoltage circui t will trigger Q3 only during the negative half cycle. The 
time constant. of Rl 1 plus RI and Cl must be long enough to provide 
adequate gate current to fire Q3 when the line voltage goes positive. 

The overvollage circuit detects an overvoltage each cycle in which an 
overvoltage is present. When the condition is corrected, D3 no longer 
breaks over and the load is again connected to the line through Q4 and QS. 

4.7 DC Overvoltage Current Control 

The circuit shown in Figure 4-17 is a de electronic circuit breaker 
designed to protect a load against transient voltage or current overloads. It 
can protect circuits which cannot be protected by slower-acting mechan
ical circuit breakers, as it will remove power to the load in 4 to 10 µs as 
opposed to 8 to I 0 ms for a mechanical circuit breaker. This overvoltage, 

I""! overcurrent control can be used to safeguard the output stages of transis
tor transmitters, receivers, amplifiers, or any oiher circuit where transient 
overloads longer than 10 µsin duration may cause damage. 

When power is applied to the circuit, the control circuitry is acti
v.i.ted and, under normal conditions, connects the load to the power 
source. The supply voltage to base two of unijunctio n transistors Q 1 and 
Q2 in the control circuit is regulated by zener diode D l . Q2, the over
current control transistor, senses the load current since the voltage at its 
emitter is a direct function of the load current. T his is so since R8 is 
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connected to negative common through the base-emitter junctions of Q4 
and Q3, and in parallel with these, 02. Q4, which is initially biased on by 
RlO, biases Q3 on. Q3 is driven hard enough that it is in saturation and is 
capable of handling the current through 0 2 and through the load. The 
V CE( sat) of Q3 is less than J Y for load currents as high as the rated 
current of 5 amperes. D2, when forward biased, maintains an almost con
stant voltage between the base of Q4 and the collector of Q3. After Q3 is 
turned on, any current increase through it due to the load will raise its 
collector-emitter voltage. D2 will fo llow this increase and raise the voltage 
at the base of Q4. The increase in voltage between the base of Q4 and the 
negative supply terminal, versus current through Q3 , is quite linear from 1 
to 5 A (see Figure 4-18), and is used as a current-to-voltage converter and 
as the sense point for Q2. The voltage at the arm of R8 is set just below 
the firing level of Q2 at the maximum load current desired. If the current 
rises above this level, Q2 fires and discharges C2 through the emitter into 
base one and R6. The rapid discharge of C2 creates a pulse that is trans
mitted through C3 to the gate of SCR QS and turns it on. When QS is on, 
Q4 is switched off which shuts off Q3 because the sum of the forward 
diode voltage drops of the emitter-base junctions of Q4 and Q3 is more 
than the forward voltage drop of QS. lf the cause of ti1e overload is 
removed, the circuit can be reset by closing the reset switch. This drops QS 
out of conduction and the circuit is reset for normal operation when the 
switch is released. 

The overvoltage control works in a similar manner. QI receives its 
sense voltage through potentiometer R7 and resistor R2, which are in 

- series and are connected across the input supply. The sense voltage is set 
slightly below the voltage which will fire QI so that any increase in the 
supply voltage will trigger Ql. This discharges Cl into R6 and the gate of 
Q5 . Q3 is then turned off as previously described. 

-
4.8 Optical Logic Drivers for Power Devices 

It is possible to provide logic control of power devices with optical 
signals if circuits such as those shown in Figures 4-1 9 through 4-22 are 
used to convert the light signals into electrical signals. The truth table for 
these circuits show outputs for positive logic. 

For the circuit shown in Figure 4-19, a "one" output is obtained at 
all times except when both Q l and Q2 are exposed to bright light. 
Approximately 220-foot candles to Ql and Q2 will drive Q3 into satura
tion. Resistor R2 provides a path for leakage currents so that Q3 does not 
conduct until an adequate light level is presented to Ql and Q2. The 
positive output will provide almost 2 mA lo a load. 
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Figure 4-22 - Opt ical Logic Driver 

The circuit shown in Figure 4-20 provides a positive output voltage 
al all t imes except when Ql is on and Q2 is off For this case, the base 
drive to Q3 is provided through RI and QL As in the previous circuit , 
norma l room lighting does not turn Q3 on, but about 220 foo t-candles 
from a t1ashJ ight shining on Ql will a ll ow Q3 to saturate. 

T he maximum current this circuit can provide a load is 2 mA. The 
inverse of the output of the two previous circuits can be obtained through 
the use o f an additional inverting stage or by the circuits shown in Figure 
4-2 1 and 4-22. lf a current sink is required , an inverter should be used , but 
if a current source is required, the circuits in Figures 4-21 and 4 -22 should 
be used. The output of the circuit shown in Figure 4-21 is zero at all times 
except when both Ql and Q2 are on. As in the previous circuits, about 
220 fool-ca ndles of illumination on Ql and Q2 is enough to saturate Q3 so 
that il can provide at least 10 mA to a load. T he value of R2 is high so it 
does not require any current that can be supplied to t he load. A current in 
R2 of I /2 mA gives sa tisfactory results. Resistor R3 provides a path fo r 
lea kage currents so that Q3 does not conduct until Ql and Q2 are illumi
nated. 

The circuit in Figure 4-22 provides a zero ou tput for all conditions 
excep t when QJ is off and Q2 is on. For this condition, base curren t is 
provided to Q3 through Q2 and RI. Herc also, 220 foot-candles is enough 
to allow Q3 to satura te and drive a I 0 mA load. For this circuit, also, the 
value of R2 is high so i t does not rob cu rre nt from the load. Ql must be 
turned o n hard enough to shunt the base-emitter junction of Q3 to keep 
Q3 from coming on when Q2 is on. T his is achieved with the illuminatio n 
intensity mentioned previously. 

,.... All four of these circuits can be used as the sensing part of a two-
input s tatic switch. These outputs then beco me the control signal for lhe 
power switching circuits shown earlier in this chapter. 
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CHAPTER 5 

Servo and Audio~o.wer-Amplifiers ----
--~5~~tion to Servo and Audio Power Amplifiers 

..., 

The circuits in this chapter are low-distortion power amplifiers for 
servo and audio applications. All are economical to build, and are efficient 
for minimum power consumption. The input to each amplifier is assumed 
to be conditioned to perform the function desired and the level raised to 
greater than 1 volt nns. For audio amplifiers this would be accomplished 
in a pre-amplifier which is capable of providing the desired frequency 
equ alization. In servo systems, the pre-amplifier generally performs the 
required control function rather than amplifying the signal since these 
systems work at high level. 

To satisfy these requirements and to keep the design as simple as 
possible, the output stage of the amp]jfiers should operate in class AB. 
There are many possible approaches to the design of class-AB amplifiers: 
transfonner-coupled, capacitor-coupled, direct-coupled, and various com
binations of the three. All have their limitations. Transfonner-coupled 
amplifie rs can be made rela tively simple, but wideband operation puts 
fairly stringent requirements on the transformer design. This makes them 
expensive to use in wideband audio amplifiers but ideally suited to use in 
narrowband servo systems. Feedback in transformer-coupled amplifiers 
can lead to ac instability. 

Capacitor-coupled amplifiers offer fewer problems with ac stability 
than transfonner-coupled amplifiers, but their design is generally more 
complicated since more components are required for biasing and more 
stages are usually needed to compensate for the power Joss resulting from 
impedance mismatch between stages. 

Direct-coupled stages have relatively good ac stability, but can cause 
some difficulty in the area of de stabi]jty , resulting in circuit complexity. 
Amplifiers using a combination of coupling methods will enjoy the bene
fits and suffer the Jintitations of all three methods . 
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Bias 

The bias voltage applied to the base-emitter junction of a transistor 
amplifie r determines its collector current and sets the amplifier stage in 
class A, B, or C operation. A class-A transistor amplifier conducts 360° 
(full) of a sine wave. In class-B operation the transistor has approximately 
zero bias (near cutoff) and allows 180° conduction. In class-C operation 
the transistor is biased beyond cutoff and allows less than 180° conduc
tion. A transistor which is biased just above cutoff is operating in class AB 
and allows small-signal class-A operation and large-signal class-B operation. 
These classes are illustrated in Figure 5-1. Class C amplifiers are excellent 
fof narrowband, high-Q circuits encountered in rf work, but they are 
almost never used in servo and audio amplifiers because of their high 
distortion, and they will not be discussed further here. 

The load for a class-A amplifier such as shown in Figure 5-2 is 
generally transformer-coupled to the amplifier since this provides de isola-

QUIESCENT 
BIAS 

POINTS 
FOR 

CLASS 

I 
CLASS B 

CURRENT 
OUTPUT 

V OLTAGE 
INPUT 

Figure 5· 1 - Waveshapes of Classes of Operation 
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I N~U-T ___ _ _ WJ 

Figure 5-2 - Typical Class-A Amplif ier 

Figure 5-3 - Typical Class-A Push-Pull Amplifier 

tion and, through the proper turns ratio, the optimum collector load 
impedance. The efficiency of the amplifier is defined as the output power 
at the fundamental frequency divided by the de power supplied to the 
collector circuit. The maximum efficiency of class-A operation is obtained 
when the negative peak of the output signal approaches zero (point X in 
Figure 5-1) and the positive peak is close to twice the supply voltage. 
Theoretically the maximum efficiency is 50%, but practical amplifiers 
operate with less titan 35% efficiency. As can be seen from Figure 5-1, the 
output voltage excursion swings over a nonlinear collector characteristic. 
The input signal must be adequate to drive the base over this range. Since 
the device is operated over a nonlinear range, distortion is produced; to 
minimize the distortio n, the power output must be reduced from maxi
mum. Careful selection o f the quiescent operating point and the ac load 
line will give an adequate compromise between maximum power output 
and minimum distortion. A push-pull class-A amplifier (See Figure 5-3) 
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may be used to give more power output per transistor for a given distor
tion. For this type of operation there is no de saturation of the output 
transfonner core and no current of signal frequency tluough the power 
source, but special driving and supply circuits must be used. The push-pull 
class-A amplifier is arranged so that identical transistors are driven 180° 
out of phase and the outputs combined through the use of a center-tapped 
output transformer. lf transformer drive (Tl) is not used, then R-C coup
ling can be employed through the use of a phase-inversion stage. For 
relatively low power amplifiers, class-A operation may be sufficient. How
ever when the power level exceeds about 2 watts the power supply and 
operating costs can be reduced and the efficiency improved by going to 
class-B or class-AB operation. 

A class-AB ampli fier is similar to the push-pull class-A amplifier 
shown in Figure 5-3, but it is biased lo a value between cut-off and that 
required for class-A operation. Class-AB amplifiers are used where higher 
power is required from a given set of transistors than is obtainable from 
class-A operation. The instantaneous collector current of each transistor 
exists for more than 180°, but becomes zero for a small portion of each 
cycle as can be seen from Figure 5-1 . This results in considerable distortion 
in the individual collector current, but the mutual coupling in the output 
transfom1er greatly reduces the effect of the interrupted collector current. 
Since the quiescent collector current is lower than for class A, a higher 
supply voltage may be used to obtain the same quiescent collector dissi
pation. The average value of collector current rises as a base signal is 
applied, and this increases the power supplied by the collector power 
supply. Generally, th is raises the collector dissipation. The output power is 
increased over that of class-A operation using the same devices, due to the 
higher collector voltage and the extended current excursion into the non
linear region of the collector characteristics. However, for a given voltage 
and a given load, class A will deliver more output power. Class-AB ampli
fiers are used where ll.igher output power is required than can be obtained 
using the same devices in c lass A, and lower distortion is required than can 
be ob tained with (as will be shown) class B. The typical efficiency that can 
be obtained for a class-AB amplifier is about 55%. 

Class-B push-pull amplifiers are used where higher power is required 
than can be achieved with the class-AB amplifier using the same devices 
and power supply. Tllis higher output is achieved at the expense of an 
increase in the driving power and the distortion. However, the maximum 
efficiency is increased. The theoretical limit to the efficiency is 78-1/2%, 
but most practical amplifiers operate around 60% to 65% efficiency. A 
class-B amplifier is shown in Figure 54. For class-B operation the base bias 
on each transistor is set so that the individual collector currents are nearly 
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Figure 5-4 - Typical Class·B Push-Pull Amplifier 

zero at quiescence as can be seen in Figure 5-1. The drive signal then 
causes collector current in either transistor only when the base-emitter 
junction of that device is forward biased. Since the driving signals at the 
bases are 180° out of phase, only one device is on at any given time. Thus 
the collector current is proportional to the driving voltage, and the power 
dissipated in the transistors is small with small signals, as opposed to the 
large dissipation for class-A amplifiers with tow input. A relatively large 
driving power is required for the transistors when they are driven to 
achieve the maximum power output. This requires large collector currents 
and the power supply used must have good voltage regulation. ff this is not 
so, the bias potential would vary with the input signal, leading to severe 
distortion. The frequency response for the class-B circuit shown in Figure 
54 depends upon the transformers used, as does the response in the 
class-A and class-AB amplifiers of Figures 5-2 and 5-3. 

Low-frequency rolloff is caused by the primary inductance, whereas 
high-frequency rolloff is caused by the leakage inductance and winding 
capacitance. In relatively narrowband servo systems, the use of trans
formers can greatly ease design problems. However, for audio amplifiers 
they create problems if wideband operation is desired. The advent of 
matched complementary transistors has made class-B operation very 
attractive since these transistors lend themselves readily to direct coupling, 
and, in addition, a phase inversion is not needed in the driver. This elimi
nates the need for transformers. One of the basic difficulties encountered 
with class-B amplifiers is the elimination of crossover distortion. One way 
to overcome this is to bias for class AB, but this results in higher quiescent 
power dissipation. With some transistors, it is sometimes useful to drive 
from a high-impedance, or current, source. This can give low crossover 
distortion with a minimum of quiescent current. 
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Feedback 

The operating characteristics of a system can be improved through 

the use of negative feedback. Proper use of negative feedback can increase 
the bandwidth of an amplifier, improve its gain stability, reduce the noise 
generated in the stage, lower its output impedance and improve its linear
ity , which reduces intermodulation and harmonic rustortion. Negative 
feedback must be used with care since it is possible to create regeneration 
at the band edges even though midband gain is stable. This is caused by 
excessive phase shift through both the amplifier and the feedback path. It 
generally occurs where the frequency roll-off characteristics are greatest. 
There is no simple way to relate the bandwidth of an amplifier with 

feedback to that without feedback. Therefore each system must be ana· 
lyzed through the use of the feedback gain equation : 

where, 

A 
Ar = 

l - A{J 

Ar is the gain with feedback , 

A is the gain without fee dback (load connected to the out
put), and 

{3 is the fee dback factor. 

ln the same manner, the distortion of a stage can be reduced with 
negative feedback as shown by the equation. 

where, 

DAf 
Df = 

A 

D 
---
1 - A{J 

Dr is the output distortion with feedback, 

D is the output distortion without feedback, and 

A, {3 and Ar are as de lined above 

The noise generated in the amplifier stage is reduced according to 
the following equation, 

No= Ni ( An \ \-1 - A{J) ' 
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No is the output noise amplitude, 

Ni is the noise amplitude at point of introduction , 

An is the gain without feedback from point o f introduction of 
noise to amplifier output, and 

A and ~ are as defined above. 

The output impedance of an amplifier is reduced with negative voltage 
feedback. If negative current feedback is used the output impedance is 
increased. The equation for the output impedance of an amplifier with 
negative voltage feedback is 

where , 

Zr= 
z 

Zr is the output impedance with feedback, 

Z is the output impedance without feedback , 

RL is the load resistance, and 

A and ~ are as defined above. 

Another important parameter of an amplifier is its transient re
sponse. The transient response is measured by the degree of damping of 
the amplifier. The system can be either under-damped, critically clamped 
or over-damped. These terms express whether the output waveform, with a 
step-function input, will overshoot the final output value, rise to the final 
value in a minimum time with little overshoot or require a lo ng time to 
acquire the final value. An analytical determination of the transien t 
response is quite difficult because of the varied nature of the amplifie r's 
transfer function. Therefore this characteristic is generally measured by 
subjecting the amplifier to a step-function input voltage (square wave) and 
observing the degree to which the output follows the input. 

Care must be taken to assure stability if a transformer is within the 
feedback loop, because of the phase shifts involved. Consider the low
frequency equivalent circuit of a transformer as shown in Figure 5-5, 
where Eg is the source voltage; Rg. the source resistance ; Lp. the trans
former primary inductance; and R' L• the reflected load resistance. For tllis 
circuit, the i11put-output relationship is 
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Lp 

Figure 5-5 - Low-Frequency Equivalent Circuit of Transformer Coupling 

Eo R't Owly) 
- - = ------~---

E g RgR' L + jwLp (Rg + R' L) ' 

and the phase shift is 

(IA) 

(2A) 

One obvious way to minimize phase shift is to make Rg small. Thus, it is 
desirable to drive from a low source impedance. Low impedance means an 
emitter-follower or a common-emitter stage, with heavy degenerative feed
back. Neither offers high voltage gain, consequently, another stage would 
usually have to be added. 

Making Rg very small compared to R' L reduces equation (2A) to 

e = 90° - ARCT A.t\1 wLp 
Rg 

(3A) 

which indicates that, for minimum phase shift, wLp should be large with 
respect to Rg. 

lf it is not practical or economical to drive from a low-impedance 
source, the situation changes somewhat. Considering the case where the 
transfonner is in a transistor collector circuit, the source resistance Rg will 
generally be much larger than R' L· Now equation (2A) becomes 

0 90° - ARCTAN ;? (4A) 

5-8 



1 

1 

Servo and Audio Power A mp/ifiers 

Increasing the wLp-to-R'L ratio will reduce the phase shift. If the load 
is constant (or nearly so), for example, when the feedback resistor is 
connected to a feedback winding, it is only necessary to make the trans
former primary reactance large compared to the reflected load resistance 
to minimize phase shift. When the load is a transistor base-emitter junc
tion, however, this may not be so easy. The designer does not always have 
complete limit curves on hie (input impedance), in which case he would 
have to make an educated guess or greatly over-design the transformer. 

As a final note some factors pertaining to feedback should be men
tioned. Negative feedback reduces the overall gain of an amplifier, so the 
open-loop gain must be high enough that the closed-loop gain will provide 
the desired results. If this is done, then the A{J product can be made large, 
with the result that the amplifier closed-loop gain is virtually independent 
of the gains of the devices used in the amplifier. This reduction in open
loop gain requires that the input voltage be increased to obtain the same 
output as obtained from open-loop operation, or in other words, the input 
must be a high-level signal. These few disadvantages of feedback are far 
outweighed by t11e increase in performance obtainable thrnugh the use of 
feedback. 

Stability 

It is important to maintain a stable operating point that remains 
unchanged by transistor and temperature variations. An immediately 
noticeable effect of a substantial change in the quiescent operating point is 
an increase in distortion. This results from clipping of the peak of the 
output waveform. The more the operating point shifts, the more the wave
form is clipped. If the operating point is not adequately stabilized , thermal 
runaway may result and this can be fatal to the transistors. The transistor 
parameters that can be affected by temperature are the base-emitter volt
age, collector leakage current and current gain. For stability, the effects of 
changes in these parameters must be minimized. An effective way to 
achieve U1is is to place a small resistor in series with the emitter of each 
output transistor. 

5.2 115 Vac, 7.5 W Transformer-Coupled Servo Amplifier 

The transformer-coupled servo amplifiers shown in Figures 5-6 and 
5-7 are designed to drive ac motors drawing 7 .5 watts. Because excellent 
impedance matching is achieved with trnnsfom1ers, less power is lost 
between stages than with other coupling configurations. Thus only three 
transistors are required to provide a stable voltage gain of 100. 

The common-emitter first, or driver, stage for Figure 5-6 contains 
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the driver transformer in its collector circuit. Normally it is undesirable to 
drive from a transistor collector when the transformer is driving a non
linear load such as a transistor base-emitter junction, but in this amplifier, 
this problem has been overcome. In order to minimize phase shift when 
driving from a high-impedance source, the primary shunt inductance of the 
transformer must be much larger than the reflected load impedance. In the 
case of a transistor base-emitter load, the highest value of the junction 
impedance must be considered. Fortunately, a servo amplifier generally 
works at a nearly constant frequency (or over a fairly narrow band). 
Consequently, in the amplifier circuit shown in Figure 5-6, a capacitor 
(C2) was used to tune the driver transformer primary. This minimizes the 
phase shift. This technique may be used as long as the low-frequency phase 
shift of the transformer does not cause frequency instability. If wideband 
operation of the servo amplifier were necessary, if the amplifier tended to 
be unstable when the feedback loop was closed, or if the amplifier phase 
characteristics created problems in the total servo loop operation, a 
common-collector (emitter-follower) stage could be added to provide low
source-impedance drive for the transfonner (Figure 5-7). This would give 
low phase shift across a fairly wide band (less than J 0 degrees from 50 Hz 
to 5 kHz). 

Again referring to Figure 5-6, it can be seen that the output stage is 
operating class B push-pull. Bias voltage for the two output transistors, Q2 
and Q3, is provided by the drop across diode D l. A diode is used for 
biasing, since it will tend to compensate for variations in the base-emitter 
voltage of the transistor with temperature, thus increasing thermal stabil
ity. It is also important, for good thermal stability, that the secondary 
winding of the driver transformer have low de resistance. In this circuit, de 
secondary-winding resistance is about 58 ohms total (29 ohms per half). 
Emitter resistors R6 and R7 bave been added to provide additional ther
mal stability. 

As can be seen , feedback for the amplifier is derived from a separate 
feedback winding rather than from across the load or motor winding. One 
of the problems associated with transformer-coupled amplifiers is the 
proper use of feedback. It is rather difficult to carry any reasonable 
amount of feedback around two transformers. Also when the motor time 
constant is added, the effective use of feedback becomes even more diffi
cult. One approach would be to add a network to compensate for the 
motor time constant. Since the time constant can vary quitewidely from 
motor to motor, this would require an individually tailored network for 
each motor. A more practical solution is the use of a separate feedback 
winding. This eliminates the effect of the time constant of the motor on 
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feedback loop stability. The difficulty with this approach is arriving at the 
proper turns ratio between the primary and feedback windings. For mini
mum phase shift - important with regard to frequency stability - it is 
desirable to keep the primary-to-feedback winding ratio as small as pos
sible. This results in a lower rel1ected load impedance, and therefore, less 
phase shift. On the other hand, if this ratio becomes too low, then a large 
voltage will be developed across the feedback winding, leading to excessive 
power dissipation in the feedback resistor. A compromise between the two 
approaches is necessary. 

The voltage at the feedback winding is carried to the input through 
resistor R9. The voltage gain of the amplifier is given approximately by 

Capacitor C4 and resistor R8 across the primary winding of trans
former T2 prevent high frequency instability. This instability is partially 
caused by the high-frequency characteristics of T2, and consequently, 

Primary 

Np 

Primary 

Np 

Secondary 

Ns 

Np = 1 000 turns No. 34 AWG 

Ns = 500 turns No. 36 AWG, 
center tapped 

Wind bifilar o n magnetic metals El-75 
square stack core SL·14 materia l . 5 x 5 
interleaved 

(A) - DRIVER TRANSFORM ER (T1) 

Ns1 

Secondary #1 

(Output) 

Np= 512 turns No. 24 AWG, center tapped 

Ns
2 

Ns1 = 1070 turns No. 28 AWG 

Secondary # 2 Ns2 = 400 turns No. 28 AWG 

(Feedback) 
Wind bifilar on Arnold AA-81 Silectron Core 

(B) - OUTPUT TRANSFORMER (T2) 

Figure 5-8 - Transformer Construction 
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depending upon the constrnction of T2, R8 and C4 may or may not be 
necessary. 

Although data was taken only on the circuit illustrated in Figure 5-6, 
the other circuit (Figure 5-7) should perform similarly with one exception. 
This circuit (Figure 5-7) should have better phase-shift characteristics over 
a wider frequency range. Of course, it contains one more transistor, and is 
less efficient owing to the shunt drive of transformer TI. 

The operating temperature range of this transformer-coupled servo 
amplifier is -55°C to +1 25°C. If operation to only !00°C is needed, the 
case-to-ambient thermal resistance of the heat sinks for the output transis
tors Q2 and Q3 can be increased from 3.5°C/watt (maximum) to 
13.5°C/watt (maximum). 

The voltage gain of the amplifier at 25°C is 40 dB ± J dB, and the 
gain variation over the operating temperature range of -55°C to+ I 25°C is 
within ± 2 dB. The power gain of the amplifier is a minimum of 37 dB. 
Maximum output is 115 volts rms into a l. 75 krt load, for an output of 
7.5 watts. 

input impedance of the amplifier is 2 kQ and the output impedance 
is approximately 200 n. Harmonic distortion is Jess than 5% up to the 
maximum output voltage of 115 volts rms. 

5.3 20 V rms, 10 Watt Complementary Output 
AC Servo Amplifier 

The complementary servo amplifier shown in Figure 5-9 can be used 
for both. ac and de loads, though several components must be changed for 
de operation, as will be explained later. A disadvantage of complementary
amplifier design is that for output voltages of 115 volts rms, output tran
sistors with breakdown voltages (BY CEO) approaching 400 volts would be 
required. The input and driver transistors would need 200 volt breakdown 
voltages. The primary advantage o f this type design is the elimination of 
transformers and the use of direct coupling throughout, Urns pennitting 
usage with both ac and de loads. Th.is circuit is designed for applications 
requiring 20 volts rms, thus it does not require relatively expensive, high
voltage transistors. 

For the circuit shown in Figure 5-9, transistors Q 1 and Q2 form a 
differential-amplifier input stage. Resistor R2 and diodes D l and D2 in the 
collector circuit of QI act as a clamp so that a low voltage transistor can 
be used for QI . ln a similar manner, the collector of Q2 is chunped by the 
base-emitter junction of Q3 and diode D3. again allowing the use of a 
low-voltage transistor. Q3 is connected in a common-base configuration to 
give a high source-impedance drive for Q4 and QS, which helps minimize 
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crossover distortion. In addition, diode D4, a dual forwa rd-reference 
diode , provides enough voltage to bias Q4 and QS into conduction. For 
low crossover distortion (low threshold or dead band fo r de applications) 
the quiescent current through Q6 and Q7 should be between 3 and 5 mA. 
This value can be adjusted by R8, which shunts 04. For good thermal 
stability, diode 04 should be mounted directly on the heat sinks of Q4 
and QS , as close to the transistors as possible . 

Altho ugh diode D3 helps clamp the colJector voltage of Q3, it also 
serves a more useful purpose. Without D3, the base-emitter voltage drop of 
Q4 would tend to forward-bias the collector-base junction of Q3 . Q3 
would then operate in the saturation region, resulting in very nonlinear 
amplification. Diode D3 maintains the collector-base junction of Q3 in a 
reverse-biased condition. 

Transistors Q4 and QS form a complementary driver pair which is 
direct coupled to the complementary output pair, Q6 and Q7. Through 
the use of positive and negative power supplies, the quiescent de output 
voltage is approximately zero, so that the load can be direct coupled to the 
amplifier output. 

Negative feedback is provided via resistor RS . RS and resistor R4 set 
the ac voltage gain of the amplifier, which is given (approximately) by n 

As was mentioned, the complementary amplifier is capable of driv
ing bo th ac and de motors. The circuit in Figure 5-9 is fo r ac operation 
only. For de, capacitors Cl and C3 must be shorted. The amplifier is then 
direct coupled fro m input to output. One point should be made, however; 
for ac operation, when R4 is returned to ground through C3 , the de 
closed-loop gain is approximately unity. This provides exceptionally good 
stability of the de voltage at the output. With resistor R4 connected 
directly to ground, the de stability will not be as good, since the closed
loop de gain will now be equal to the ac gain. In addition, if the input is 
returned to ground through a low-impedance source, thereby effectively 
bypassing R 1, there will be an offset voltage at the output due to the 
current fl ow through RS. (Ordinarily, in the ac amplifier, the offset volt
age contributed by RS is balanced out by the voltage d rop across RJ .) 
Increasing R4 and/or decreasing RS will reduce the initial offset and 
increase the de stability of the output for temperature changes. Of course, 
the gain of the amplifier will be reduced. Matching the two input transis
tors for current gain and base-emitter voltage drop, and matching the 
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current-gain products of the Q4-Q6 and Q5-Q7 pairs will help reduce the 
offset voltage and improve the de stability of the output. 

As can be seen, most of the transistors are working into rather low 
impedances (usually base-e mitter junctions). Because of th.is, the amplifier 
has a rather wide open-loop bandwidth, and exhibits a strong tendency to 
oscillate. Several networks may be added to stabilize the amplifier, 
namely, C2, C4 and Rl5 , CS and Rl6 , but the most effective way to 
eliminate oscillation is careful construction. All leads should be kept as 
short as possible. The input stages should be isola ted from the output. It 
may even be necessary to use a shield as shown in the figure. 

The operating temperature range of the amplifier is - 55°C to 
+ 100°C. The upper temperature is limited by plastic transistors Q2 and 
Q3 , which have an upper junction temperature limit of + 135°C. They were 
selected on the basis of economy. lf + 125°C opera ti on is required, QI and 
Q2 can be replaced by 2N3947's, and Q3 by a 2N3250. In addition, the 
case-to-ambient thermal resistance of the heat sinks for Q6 and Q7 must 
be decreased from a maxi.mum of 3.5°C/watt to 2.0°C/watt. 

The amplifier will drive 20 volts rms into a 40 n load, giving an 
output of 10 watts. The voltage gain of the amplifier at 25°C is 
37 dB ± 1 dB. The gain variation over the - 55° C to + l 00° C ambient 
temperature range is less than ±0.5 dB. Minimum power gain is 60 dB. 

Input impedance of the amplifier is 15 kn and the output imped
ance is less than 1 n. Harmonic distortion is less than 5% at all levels up to 
20 volt rms, and is typically less than 1 % at 25°C. 

One final note: The voltage at the base of Q2 should not exceed 
approximately 1.2 volts positive with respect to ground. If this voltage is 
exceeded, the collector-base junction of Q2 will be forward-biased and Q2 
will saturate. This sets a maximum value for the feedback ratio, namely, 

R4 1.2 - --'--- ~ __ _..::....:.c:.._ __ 

R4 +Rs VouT(peak) 

5.4 115 Vrms, 7.5 W Complementary-Output 
AC Servo Amplifier 

The servo-amplifier circuit shown in Figure 5-10 uses high-voltage 
transistors to deliver a high output voltage without using an output trans
former. This reduces phase shift and its accompanying problems and per
mits the circuit to be operated from the 117 V ac Une without a power 
transformer. The direct-coupled driver consisting of QI and Q2 is used 
because of its simplicity. It is decoupled from the high voltage supply by 
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R7 and C2. The feedback is brought through R8 to the emitter of Q2 for 
stabiljty. Tf the feedback were returned to the base of Q l, RS would have 
to be bypassed to provide adequate open-loop gain, and this increased 
gajn, in conjunction with the phase shift across coupling transformer Tl , 
could cause oscillation. The feedback around Tl reduces the effect of its 
nonlinearities, and sets the amplifier gain as deterrruned by the following 
equation, 

R3 R8 
R4 RS 

The RC network across the primary of the transformer is used to minimize 
phase shift at 400 Hz. This narrows the bandwidth, and care must be 
exercised that additional phase shift at higher frequencies does not cause 
instability. 

Capacitors C4 and CS in parallel with diodes D 1 and D2 provide a 
drive path for the base currents of Q3 and Q4 when the diodes turn off. 
For example, refer to Figure 5-10, and note the drive loop for the base 
drive current indicated for Q3. The base drive current flows through D 1 in 
the reverse direction. Thls is possible iilltially because the forward diode 
current supplied by R9 is _greater than the base current. As transistor Q3 is 
further turned on, however, the voltage at point PL goes positive and the 
voltage across R9 will decrease. Therefore, the current supplied by R9 will 
decrease until the forward current through Dl is less than the base current. 
When this happens, the diode will turn off and the base current must be 
driven through some other path. When Dl turns off, the impedance of the 
drive loop would change from approximately 200 ohms to approxin1ately 
50 kU if capacitor C4 were removed. Tltis would require a very large drive 
signal to supply sufficient base current to Q3. The capacitors have there
fore been added to maintain a low-impedance drive path for Q3 and Q4. 
The addition of the capacitors has virtually no effect on the quiescent 
current. 

The output stage is biased to prevent crossover distortion. Diodes 
were used to bias transistors Q3 and Q4 because the diode voltage drop 
tends to track the base-emitter drop, whjch simplifies the problem of 
thermal stability in the output stage. Due to the differences in the diodes 
and transistors, a value cannot be given for R9 and RlO. They should be 
picked to produce a quiescent current of approximately 4 mA in Q3 and 
Q4, and will be approximately 20 kU to 50 kU. The quiescent currents 
!Q3 and 1Q4 should be matched to minimize the de offset voltage at the 
output. If IQ3 is not equal to Io4, the difference in the two currents will 
flow through RL, causing a quiescent de output voltage. 
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The frequency response is primarily limited by the transformer. The 
phase shift introduced by the transformer is critical because it limits the 
amount of feedback that can be used. 

If a large amount of feedback is used and the transformer phase shift 
approaches 90°, there will be a strong tendency fo r the circuit to oscillate. 
Lf a wide bandwidth is required, three methods are available to reduce the 
phase shift of the transformer: ( J) Increase the primary inductance of the 
transformer, (2) decrease the load reflected from the secondary, (3) de
crease the impedance of the driving source. 

Each biasing diode of the output stage should be mounted on the 
heat sink close to its associated output transistor so its voltage will track 
the' transisto r base-emitter voltage for thermal stability. The amplifier is 
designed to operate at 100°C if a heat sink of 3 .5°C/watt is provided fo r 
each transistor. This heat sinking is adequate if R9 and RlO are adjusted so 
that quiescent current does not exceed 15 mA at 100°C. 

The gain variation as a function of temperature is given in Figure 
5-1 l. At -55°C the gain has dropped 1 dB, but from -20°C to +200°C the 
gain is within 0.25 dB. As can be seen from the plot of output voltage vs. 
input voltage in Figure 5-12, the amplifier has good linearity up to 
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J 10 volts rms output. When driving a 7.5 watt, 1.1 5 volt rms servo motor, 
the output voltage changed approximately 2 volts from no ·Joad to stall 
conditions. The overall efficiency at 400 Hz with 90 volt rms output is 
54.4%. 

The frequency response of this amplifier is +O, - I dB from 95 Hz to 
2 kHz. The response is limited primarily by the secondary interwinding 
capacitance of Tl which causes the gain of the output stage to roll off at 
high frequencies. To overcome the capacitive effects, a low driving-source 
in1pedance such as the emitter fo llower shown in Figure 5-13 can be used. 
This driving circuit extends the l dB frequency response to 30 Hz and 
12.5 kHz. The other operating parameters for the circuit using the emitter
follower driver are the same. 

5.5 28 V, 28 Watt DC Servo Amplifier 

The schematic shown in Figure 5-14 is that of a four-stage, direct
coupled servo amplifier capable of driving a 1 ampere load. The input stage 
is a differential amplifier formed by transistors Ql and Q2. One input to 
this stage is the amplifier input and is applied to the base of Q 1 while the 
other input to the stage is obtained from the amplifier output, as w.ill be 
explained. The input resistors (RI and R2) are used to give the same 
driving impedance to QI as R7 and R8 present to Q2. The emitters are 
connected to the negative supply through a constant-current source com
prised of Q3, DI, R6 and RS. This constant-current source provides stable 
operation of the first differential-amplifier stage. The differential output 
voltage of the first stage is applied to the second stage (Q4 and Q5) which 
.is a differential-to-single-ended converter. High-frequency roll-off is pro
vided by the series combination of CI and RI 0 between the collectors of 
Q4 and QS. This roll-off is used to increase the stability margin of the 
stage. 

The drive for the driver stage (Q6 and Q7) is obtained from the 
collector circuit of QS. This connection provides a relatively high sou rce 
in1pedance to Q6 and Q7, the power drivers. A practical way of achieving a 
low threshold or dead band area at a minimum of quiescent power dissipa
tion , is to drive from a high-impedance source such as this . Diode D2 
provides enough voltage to bias Q6 and Q7 into conduction. This comple
mentary pair is directly coupled to the output pair, QS and Q9. The driver 
and the output stage are complementary devices since this keeps the design 
simple. There is no need for an additional stage of phase inversion and the 
two stages are readily adapted to direct coupling. Two complementary 
stages are used since this achieves maximum utilization of devices. 

The use of positive and negative power supplies sets the quiescent 
output voltage within a few millivolts of zero. Negative feedback is pro-
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vided via resistor R8. The combination of R7 and R8 sets the voltage gain 
of amplifier. This is approximately given by 

Ay ~ R 7 + R8 ~ _R_8 
R7 R7 

As a. precaution against oscillation, resistor R8 should be mounted as close 
to Q2 as possible and the feedback from the output should be a sl1ielded 
lead with the shield grounded at the end by R8 only. 

Matching the two input transistors for current gain and base-emitter 
voltage drop, and matching the current-gain products of the Q6-Q8 and 
the Q7-Q9 pairs will help reduce the offset voltage and improve the de 
stability of the output. 

The gain of the amplifier is approximately 22 as shown by the gain 
characteristics plotted in Figure 5-15. The temperature characteristic of 
the offset voltage is shown in Figure 5-16. The change in offset is 26 mV 
for a temperature change from - 40°C to +75°C. The operating tempera
ture range of the circuit is - 40°C to +75°C with Q8 and Q9 mounted on a 
heat sink yielding a junction to ambient thermal resistance of 5°C/Watt. 
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5.6 Pulse-Width-Modulated DC Servo Amplif ier 

Figure 5-17 is a schematic of a pulse-width-modulated direct-coupled 
servo amplifier. The heart of the operation of this circuit is the input stage 
formed by QI and Q2 . These two transistors and their associated resistors 
form a Schmitt t rigger whose input voltage is that across capacitor C J. 
This capacitor is used with RI , R2 and R3 to integrate the voltages applied 
to these resistors. A reference voltage is applied to R2, the input voltage is 
applied to Rl and, as will be explained, the output voltage from the stage 
following the Schmitt is applied to R3. R2 is used to set the duty cycle of 
the output waveform at 50% when there is no input. 

The o utput of the Schmitt drives Q3, which is used as a signal 
spli t ter to drive three stages. Fi rst of all, a feedback voltage is delivered to 
the input via D6, R7 and R3. The positive and negative excursions of the 
voltage are limited to the sum of 01 , 0 2, 03, and 04. The net result of the 
integrator and the Schmitt trigger is a pulse-width-modulated signal at the 
output of Q3. The t wo other o utputs of Q3 are the sources for the output 
driver stages. The output drivers and the output stages were split so the 
load voltage could easily be driven from the positive supply voltage. T he 
signal splitting is accomplished by isolating diode 07. When Q3 is turned 
on , D7 is forward-biased and the voltage at the junction of R20 and R21 is 
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pulled to the diode drop plus the saturation voltage of Q3, below the 
positive supply. This removes base drive from Q4 and turns it off. At the 
same time base drive is applied to Q6 and turns it on. When Q3 is turned 
off, drive is removed from Q6, turning it off, and diode D7 is reverse
biased, which allows Q4 to turn on . Thus the drivers for the negative 
output, Q4 and Q5, are on when the drivers fo r the positive output, Q6 
and 07, are off, and vice versa. Capacitors C3 and C4 are used to provide a 
slight delay in the turn on of Q4 and Q6 , respectively, so that Q8 and Q9 
tum off before QlO and QI I turn on, and Q!O and QI 1 turn off before 
Q8 and Q9 turn on. This assures that the output transistors will not be on 
at the same time, thus preventing excessive current and probable damage 
to them. When Q4 turns on, base drive is removed from Q5, turning it off. 
This turns the negative output stage (QlO and QI I) off. Likewise, when 
Q6 is turned on, Q7 is turned off, which turns off the positive output 
stage, Q8 and Q9. Diodes D9 and DlO across the two output transistors 
are used to keep these devices in their safe operating area by limiting 
voltage transien ts; therefore they must be fast-recovery rectifiers. Th.is 
amplifier is capable of driving a 5 ampere load at temperatures as high as 
75°C if the output devices are mounted on a heat sink with a thermal 
resistance less than 10°C/watt. The operating frequency is approximately 
3 kHz. 

One final note: If the hysteresis of the Schmitt trigger is reduced, 
some temperature compensation may be required for a stable operating 
frequency. This can be provided by adding DS and Rl3, and removing the 
ground at the junction of R9 and Rl2. The value of Rl3 should be chosen 
such that the temperature characteristic of D5 compensates fo r the 
changes due to temperature effects in the firing levels of the Schmitt 
trigger. 

5.7 1 Watt Integrated-Circuit Audio Amplifier 

The only active device in the 1 watt audio. amplifier shown in Figure 
5-18 is an integrated-circuit power amplifier. The device is designed to 
amplify signals as high as 300 kHz and to deliver one watt to a directly or 
capacitively coupled load. Three distinct vol tage gains can be obtained 
from the device by simply changing several pin connections as shown in 
Table 5-1. The typical voltage gain ratios available are 10, 18 and 36 as 
measured with a 16 ohm load and a 16 volt supply. The power bandwidth 
for an output with less than 5% total harmonic distortion is lowest at a 
voltage gain of 36 and is typically 210 kHz. 

When this device is used, care must be exercised to lay out the 
circuit properly. Due to the large bandwidth of the amplifier, coupling 
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Figure 5-18 - 1 W Integrated Circuit Audio Amplifier 

TABLE 5-1 
VOLTAGE PIN 

GAIN CONNECTIONS 

VIV 

10 PIN 2 ANO 4 OPEN 

PIN 5 A ·C GROUND 

18 PIN 2 AND 5 OPEN 

PIN 4 AC GROUNO 

36 PIN 2 CONNECTED TO PIN 5 

PIN 4 AC GROUNO 

must be avoided between the output and input leads. This can be 1n.ini
mized by either (a) the use of short leads which are well isolated, 
(b) narrow-banding the overall amplifier by placing a capacitor from pin 

one to ground to form a low-pass filter in combination with the source 
impedance, or (c) use of a shielded input cable. In applications which 
require upper band-edge control, the input low-pass filter is recommended. 
Also to avoid oscillations, an RC stabilizing network (R3 and CS) must be 
placed from the output (pin nine) to ground, with short leads, to cancel 
the effects of lead inductance to the load. Inductance of the power supply 
leads can also cause instabili ty, thereby creating the necessity for R2 and 
C3. These components must be connected directly from pin ten to ground 
with leads as short as possible. 
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The total harmonic distort ion from 20 Hz to 20 kHz fo r l watt into 
a 16 ohm load, with a voltage gain o f 10, is typicaUy 0.4%. The frequency 
response is shown by the curves of Figure 5-1 9, and the total harmonic. 
distortion by the curves of Figure 5-20. The component values shown give 
a total harmonic distortion at I kHz of less than l % at J watt output 
power into an 8 ohm speaker. The speaker is capacitively coupled to the 
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amplifier to eliminate quiescent de in the speaker since a single-voltage 
power supply is used to drive the ampW'ier. The low harmonic distortion, 
low output impedance, excellent gain-temperature stability and selectable 
voltage gains makes this an excellent low-power audio amplifier. 

5.8 4 Watt Wideband Amplifier 

The amplifier whose circuit is shown in Figure 5-21 has a 100 kHz 
bandwidth and a minimum power output of 2 watts. The use of direct 
coupling and complementary transistors permits wide bandwidth and 
simplicity in design since there is no need for a phase-inversion stage. This 
also minimizes power requirements. Two complementary pairs are used, 
one as the d.river and the other as the output stage. 

The input stage, which consists of transistors Q I and Q2, is a differ
ential amplifier. The collector of Q2 drives the emitter of Q3, a common
base amplifier. Diode D 1 in the base of Q3 overcomes the base-emitter 
drop of transistor Q4, thereby maintaining a reverse bias on the collector
base junction of Q3. This assures operation of Q3 in the linear region. 
Without Dl , Q3 would operate in the saturation region resulting in very 
nonlinear amplification. 

One of the basic difficulties encountered with class-B amplifiers is 
the elimination of crossover distortion. Generally the amplifier is biased 
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somewhere between class A and class B (class AB), but this results in 
reduced efficiency due to the amount of quiescent power required. A 
more practical way is to drive from a high-impedance, or current, source. 
This gives low crossover distortion with a minimum of quiescent current. 
This amplifier offers a compromise between distortion and quiescent 
current. Dual forward diode D2 provides enough voltage to bias Q4 and 
Q5 just in to conduction. In order to keep the quiescent current of Q6 and 
Q7 at a reasonable value (3-10 mA) from the standpoint of crossover 
distortion and efficiency, the voltage drop of D2 at 0.5 mA diode current 
should be between 1.05 and 1.15 volts. Diode D2 provides an added bene
fit since its variation over temperature changes will approximately match 
the base-emitter voltage changes of Q4 and Q5. The source impedance for 
Q4 and QS is effectively the value of R5, or 20 kD, since the output 
impedance of Q3, the conunon-base amplifier, is several megohms. 

Transistors Q4 and QS form the complementary driver circuit and 
they are coupled directly to Q6 and Q7, the complementary output pair. 
Since Urn amplifier operates from positive and negative power supplies, 
and the quiescent output level is approximately 0 volts de, the load can be 
directly coupled to the amplifier output. 

Negative feedback is carried from the output by feedback resistor 
R3. This reduces the amount of distortion at the output, including that 
caused by crossover, resulting in a very clean output waveform. The ac 
gain of the amplifier is determined by resistor R6 which is decoupled from 
ground for de by capacitor C2. The large amount of de feedback gives a 
closed-loop de gain of approxinrntely one and results in exceptional de 
stability of the output. This is an important consideration when driving 
speaker loads since any de current in the speaker will cause an offset of the 
speaker cone, and may result in distorted output. 

In o rder to assure a low de offset at the ampbfier output, and to 
keep distortion low, the beta product of the Q4-Q6 and QS-Q7 pairs 
should be matched. The degree of matching required will depend upon the 
limits set for de offset and distortion; i.e., the closer the beta-product 
match , the lower the offset and the distortion. 

It should be noted at this point that certain precautions should be 
taken when building this ampbfier. Because of the high gain-bandwidth 
product of the transistors used, there is a definite tendency for the ampli
fier to oscillate. To help minimize this tendency, all leads should be kept 
as short as possible. Also, an attempt should be made to isolate the input 
stages from the output with a shield. Capacitors C3 and C4 will also 
generally be necessary to provide sufficient ac stability to prevent 
oscillation. 

The response of the amplifier is indicated in Figure 5-22. This shows 
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that the amplifie r is capable of delivering 4 watts of output within +O, 
-1 dB from 45 Hz to 100 kHz. Harmonic distortion from 35 Hz to 20 kHz 
(the limit of the test equipment used) at an ou tput of 4 watts is less than 
1 per cent. 
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Intermodulation distortion (IM) for this amplifier is shown in Figure 
5-23. From this, it can be seen that the amplifier is more than adequate for 
h.i-fi purposes at a level of 4 watts of output. 

The input impedance is approx.imately I 0 kQ from 35 Hz to 
100 kHz. The output impedance is less than 0.25 ohm up to 20 kHz and 
approximately 0.5 ohm at JOO kHz. 

The ambient operating temperature range of the amplifier at an 
output power of 4 watts, and based upon a junction-to-ambient thermal 
resistance for Q6 and Q7 of 70°C/watt, is -25°C to +50°C. The junction
to-case thermal resistance of the power output devices, Q6 and Q7, is 
approximately s°C/Watt, putting the required case-to-ambient thermal 
resistance at 20°C/watt. No special heat sinking is necessary for transistors 
Qi through QS. 

One final aspect of the amplifier should be mentioned. By removing 
capacitors Cl and C2, direct coupling to the input, and connecting the 
bottom of resistor R6 to ground , the amplifier can be used as a de ampli
fier with excellent stability. 

5.9 5 and 10 Watt Audio Power Amplifiers for 16 n Load 

The circuit shown in Figure 5-24 is a simple, economical amplifier. It 
will drive a 16 ohm speaker to either 5 watts or I 0 watts of music-power 
output depending on the parts used. The circuit operation has been sepa
rated into three parts for ease of explanation. 

QI serves as a small-signal preamplifier whose function is to provide 
modest voltage gain and a fairly high input impedance. To accomplish the 
latter, the feedback bias network is boot strapped, and a transistor with 
fairly high hpE is used for Ql. Some input impedance may be traded for 
ltigher sensitivity by adjusting the emitter resistance used in th.is stage. The 
collector load impedance is shunted with a small capacitor to provide a 
high-frequency roll off (which may be altered as desired) to prevent para
sitic oscillation which may develop between the preamplifier stage and the 
basic power amplifier because of layout or other factors. 

Q2 and Q3 work in cascade as individual common-emitter stages, 
although they may seem to be a complementary Darlington amplifier at 
first glance. Q2 actually operates as a common-emitter amplifier for the 
input signal, and as a common-base stage for the feedback signal. lts basic 
function is to transfer the de bias provided by the voltage divider of R6, 
R7 and R8 to the feedback network of R9 and RI 0 so as to establish the 
quiescent voltage at the emitter of Q4 at about one-half the supply volt
age. Since the ratio of R9 and RIO determines the closed-loop de gain of 
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Figure 5-24 - 5 and 10 W Audio Power Amplifie rs. Values Shown 
are for 5 W. For 10 W, Change Components 

to Those Indicated Below 

C2 2 µF/30 V Q5 MJE371 

C6 200 µF/40 V R7 51 k, ±.5% 

02 MPS6575 R10 1 k. ±.5% 

Q3 MPS6533 R13 680.11, 1 w 
04 MJE521 

the amplifier, the selection and adjustment of parts values for R6, R 7 and 
R8 is straightforward. 

Q2 acts as the common-emitter driver and, in practice, provides the 
total open-loop voltage gain of the amplifier since the actual voltage gain 
of QI is near one, and the output devices are emitter followers (also with 
gains near unity). The dissipation of Q2 is inversely proportional to the 
rated hfE of the output transistors at the peak load current seen. Thus a 
compromise is necessary between dissipation allowances for Q2 and the 
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hFE specifications on Q4 and Q5. Bias for the complementary-synunetry 
output transistors is provided through DJ and its series resistor, Rl 1. 
Because of the base-to-emitter voltage characteristics of the larger output 
devices, and the de bias current passing through Q3 and its collector load 
network, it is not possible to use two silicon diodes for bias although this 
would be better. Therefore a diode-resistor combination is used, and is 
selected for threshold bias for the output devices. The de collector load 
resistor for Q3 is bootstrapped by the output coupling capacitor so as to 
provide full ac current drive to the base of the PNP output transistor in 
peak signal excursions. This arrangement results in a small direct-current 
component through the loudspeaker voice coil, but its magnitude {about 2 
or 3% of peak load current) is low enough that little or no displacement of 
the voice coil is experienced. 

Q4 and Q5 are the complementary-symmetry emitter-follower out
put amplifiers. The feature of this complementary connection is that the 
drive signal is inherently split by the NPN-PNP combination to provide a 
push-pull output. The emitter-follower operation is obviously the easiest 
connection to use, and it is also the transistor configuration least affected 
by normal device parameter variations. The emitter-degenerative resistor 
required for thermal stability may be put in the emitter leg of the PNP 
transistor alone rather than being split between the output transistors since 
the effective de path is identical, and the expected imbalance in ac per
formance is hardly measurable. The output coupling capacitor is the pri
mary limitation on low-frequency response and may be changed as desired. 
The voltage rating for this component should be between half and full 
supply voltage since the normal de bias (half supply) will see slow fluctu
ations of several volts due to the charge and discharge of stored energy 
when full output is being delivered at frequencies below about 100 Hz. 

No specific load-fault protection has been incorporated in the circuit 
since the intended application is a sealed system. A shorted output will 
induce destruction of the circuit shown because the loss of feedback signal 
results in severe overdriving of driver and output stages, and an attempt to 
drive many times the normal peak load current into the short. The peak 
power will destroy both the output and driver stages. Fault protection can 
be incorporated at some increased expense by using a current-limiting 
scheme sinular to that discussed in the 20, 35, and 60 watt amplifiers 
described in sections 5 .11 and 5 .12. 

The operating characteristics of this amplifier are shown in Figures 
5-25, 5-26, and 5-27. The input required for full rated output is 0.1 Vrms 
into 250 kQ . The 16 ohm speaker was driven to 5 and 10 watts of out
put power for the circuit components given in the parts lists. 
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5.10 High-Performance 10 Watt Aud io Amplifier for 8n Load 

The direct-coupled , class-B, complementary audio ampl ifier shown 
in figure 5-28 provides 10 watts of music power output in to an 8 ohm 
load with less than l % distortion from 20 Hz to 20 kHz. 

The input stage is a differential amplifier consisting of transistors Q 1 
and Q2. Biasing for this stage is achieved by resistor R2 (l 0 kQ) and the 
feedback resistor RS ( l 0 kQ). The collector of Q2 drives the emitter of 
Q3 , which is connected as a common-base amplifier. The common-base 
configuratio n is used to provide high-source-impedance drive fo r the driver 
stage, which consists of QS and Q6. This high-impedance drive results in 
lower crossover distortion than low-impedance drive could provide. A 
common-base stage (Q4) is also connected to the base of Q6 to maintain 
U1e properties of the high-source-impedance drive . The base-emitter drop 
of QS sets the collector voltage of Q3 at approximately 0.6 vo lts. If the 
base of Q3 were grounded, the collector-base junction would be forward 

± 5% 
1 k 

R2 
10 k 

.t. 5% 

R3 
1 k 

t.5% 

C3 

R 6 1 k 

R7 
1.8 k 
J:.5 % 

iRS 1s n 
';;' 2W 
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Figure 5-28 - High-Performance 10-Watt Amplifier 
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biased, resulting in very nonlinear amplification. Diode D 1 offsets the 
base-emitter drop of QS. Diode D2 in the base circuit of Q4 accomplishes 
the same purpose. 

The emitter-base junctions of the three germanium transistors (Q9, 
QlO, and Qll) connected between the bases of QS and Q6 provide just 
enough forward bias to establish about 15 mA of quiescent current in the 
output transistors, Q7 and Q8. Resistors can be added in the emitters of 
QS and Q6, but there is a significant loss in amplifier gain before they have 
any appreciable effect on thermal stability. Better results can be obtained 
by using the transistor base-emitter junctions as shown in Figure 5-28. 
These three junctions track the base-emitter junctions of QS and Q6 very 
closely over a wide temperature range. Resistor Rgg is used to establish 
the quiescent currents in Q7 and Q8 between 15 and 30 mA so that 
crossover distortion is minimized and the upper operating temperature is 
not limited. Generally 500 to 1000 ohms will be adequate. 

The complementary driver transistors, QS and Q6, are direct coupled 
to the complementary output pair, Q7 and Q8. Since the amplifier uses 
positive and negative power supplies, the quiescent output voltage is 
approximately 0 volts. This allows the output to be coupled directly to the 
load. 

Negative feedback for the amplifier is provided by RS. Approxi
mately 35 dB of feedback is used, resulting in very low distortion. The 
closed-loop gain of the amplifier is given by 

22.3 

The gain can be varied by adjusting R4. 
Although the closed-loop ac gain of the amplifier is about 22, the 

closed-loop de gain is approximately unity. The large amount of de feed
back results in exceptionally good de stability of the output voltage. 

Resistors R9 and RI 0 are used as current limiters for QS and Q6. 
Under normal operation, their effect is negligible. Capacitor C3 and the 
network consisting of CS and R8 provide ac stability for the amplifier. It 
may also be necessary to add capacitor C4 from collector to base of Q3 to 
prevent spurious oscillations in the 50 to 70 MHz region. Obviously , any 
oscillation at this frequency could not be heard. In fact , it would encoun
ter much difficulty in getting through the driver and outpu t transistors. 1 t 
can, however, contribute to distortion in the audible frequency region, and 
therefore is undesirable . Capacitor C6 was added to improve the transient 
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response characteristics of the amplifier. Resistor Rl was also added for 
this purpose. 

No special heat sinking is necessary for transistors Q l through Q6. 
For 100°C operation, the maximum case-to-ambient (Be-A) thermal resis
tance of Q7 and Q8 must be l0° C/watt per transistor. 

As can be seen from Figure 5-29, the amplifier provides more than 
10 watts at 0.5% total harmonic distortion (THD) from 20 Hz to 20 kHz. 
The frequency response at the l watt level (shown in Figure 5-30) is +0, 
-0.3 dB from 20 Hz to 20 kHz. It was down I dB at 9 Hz and 330 kHz. 
The - 3 dB points were 4 Hz and 400 kHz. Phase shift was 16 degrees at 
20 Hz and 4 degrees at 20 kHz. 

Intermodulation distortion (fM) using 60 Hz and 7 kHz mixed 4: 1 is 
shown in Figure 5-31. It is less than 0.5% at all levels up to 3 watts and 
increases to only 1.3% at I 0 watts of output. Figures 5-32 and 5-33 show 
the harmonic distortion. Figure 5-32 is a plot of harmonic dis tortio n ver
sus frequency at a power output of I 0 watts. lt is Jess than 0.5% from 
20 Hz to 20 kHz. Harmonic distortion versus output power at l kHz is 
shown in Figure 5-33. 

Input impedance of the amplifier is approximately 10 kn, and is 
almost constant from 20 Hz to 20 kHz. The output impedance is 0.5 n at 
l kHz, 0.5 f2 at 20 Hz, and 0.25 n at 20 kHz. 
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5.11 20 Watt Audio Power Amplifier 

The amplifier shown in Figure 5-34 will deliver 20 watts of music 
power to an 8 ohm speaker with a total harmonic distortion at rated 
output of less than 0 .5% at 1 kHz. It has a typical 3 dB bandwidth of 
40 Hz to JOO kHz. The input required for rated output is 0.3 volts rms 
into 100 kn. 

The input transistor Q 1 serves as a de emitter follower through R6 
to the output, and this makes the entire amplifier a de emitter follower as 

+ 
C2 R2 C3 

INPUT 

l R1 

PARTS LIST: 

C1 - 1µF,15V 

C2 - 1 µ F , 50 V 
C3 50pF,50V 

C4 - 5µF, 15 V 

C5 - 50 pF, 50 V 
C6 - 50µF , 15V 

C7,C8 0.1 µF, 50 V 
Ql - MPS6517 
Q2 MPS6575 
Q3 MPS6530 
Q4 - MPS6533 

as MJ-4931 
Q6 - MJ- 4831 

R4 

R10 

R1 
R2 

R3 
R4 

R5 

R6 
R7 
RS 
R9 

R10 

USE CLIP-ON 
All 

HEAT SINK 
R1 2 

R1 3 
R14 

R15 

ca 

OUTPUT 

A15 

- 150 k, 1/2 w, 5% 
560 k, 1/2 w. 5% 
1oon. 112 w. 10% 

560 k , 1/2 w , 5% 

- 5 .6 k , 1/2w, 10% 
- 33 k, 1/2 w, 10% 

1.2 k, 1/2 w, 10% 

- 1oon, 112 w, 10 % 
2.2 k. 1/2 w, 10% 
2 .2 k, 1/2 w, 10% 

22on. 112 w, 10% 
0 .43U. 1/2 w, 5% 

- 0.47U, 1/2 w, 5% 

- 22on. 112 w, 1 0% 
- · 1on, 1 12 w, 10% 

Figure 5-34 - 20 W Audio Amplifier 
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well. Thus the bias voltages inside the amplifier are very stable; the input 
bias circuit of RI , R2, and R4 form a voltage divider which sets the 
desired voltage at the output driving point at 1/2 the supply voltage, to 
insure symmetrical signal clipping. Because of bypass capacitor C4 in the 

~ emitter of QI, however, the amplifier has very high ac gain. Ac feedback 
from the output is applied to emitter resistor R3 so that the closed-loop ac 
gain of the amplifier is determined by the ratio of resistors R3 and RS. In 
the suggested circuit design given, the closed-loop gain is SO. Some ac 
feedback is applied through R6 so that the parallel resistance of R6 and 
RS fonn the total effective feedback resistor, although the contribution of 
R6 is small. 

Q2 functions as a large-signal class-A driver. Since the output circuit 
is effectively an emitter foUower , Q2 must swing the entire load voltage. 
As it operates with a voltage gain of some 60 dB or better, it also provides 
a convenient point for setting the dominant high-frequency pole in the 
amplifier's open-loop Bode response. A small capacitor from collector to 
base, reflected back to the base driving point as a high Miller capacitance , 
is sufficient to locate the pole conveniently far away from the basic turn
over frequencies of the input and output circuits. Thus the amplifier has a 
dominant -6 dB/octave rolloff characteristic above about SO kHz. 

The coJlector load of Q2 consists primarily of the output load (the 
8 ohm speaker) multiplied by the product of the hFE's of the transistors 
in the complementary Darlington circuit. Because of the bootstrapping by 
capacitor C6, the effective impedance presented to Q2 by R9 and RIO is 
much higher than the reflected speaker load. The main purpose of the 
bootstrapped output is to provide the drive to the upper Darlington ampli-
fier (Q3 and QS) on peak signal excursions. • 

Q3 and Q4 appear as emitter followers between U1e load and the 
driver. QS and Q6, the complements of Q3 and Q4, operate effectively 
with their drivers as Darlington pairs. One may analyze the output circuit 
as an amplifier with two cascaded common-emHter transistors (the NPN 

- into the PNP, and vice versa) with total feedback for unity overall gain. 
Thus a basically linear, local amplifier is created: the output voltage equals 
the input voltage. The point to this complementary Darlington connection 
is to have the base-emitter ju_nctions, which are biased through Dl, control 
the response of the output circuit to the exclusion of the power transistor 
characteristics. Degenerative resistors Rl2 and Rl3 are located in the 
effective emitter of the complementary Darlington amplifier, and provide 
feedback for bias control purposes; this results in excellent thermal stabil
ity. Since the drivers are biased from a duaJ forward voltage reference 
diode, the chosen idling bias for the output circuit is fully compensated 
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for ambient temperature variations. It needs no adjusting potentiometers 
and is largely insensitive to variations in supply voltage. 

Diodes D2 and D3 provide fault protection. D 1 and D3 effectively 
appear in series between the base of Q3 and the output on the positive half 
cycle of output signal, and act to limit shorted-output fa ult current to a 
value slightly above the nom1al peak load current. Similarly , D2 appears in 
series with D 1 for the negative half cycle o f output signal. 

The low-frequency response is limited by the output couphng 
capacitor. A larger value will extend the low-frequency limit. Any high
frequency roil off should be set at the input since any attempt to place the 
roll off inside the feedback loop will increase the distortion and decrease 
the ac-stability margin of the amplifier. 

Figures 5-35 and 5-36 show the harmonic and intermodulation
distortion characteristics of the amplifier. 
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5.12 35 and 60 Watt Audio Power Ampl ifiers 

The circuit shown in Figure 5-37 wiU provide either 35 or 60 watts 
of music power to an 8 ohm speaker load, depending on the circuit com-

5-44 



> ,... 
"' + 

,... 

-
-

-
"' er: 

c: '* 0"' 
"' +I l!l 

lL 
:I. 

,... ~ 
uo 

H'I 

Servo a11d Audio Power Amplifiers 

f-
::> 
~ 
f-

l ::> 
0 c: 

"' 111 0 

i: 
ci 
I i: v"' a: lL 

a: c: :::i "' :I. 
i ' 

~ "' c: C> "'. ::i. -o uo 
"' a: -

E---111~ 
0) 

,... "' 0.., 
~ 

0) 

a: 
"'0 MO 
QI!> 0 '° M M 

"' "' "" N N ,... ,... 
~ ~ a: ~ 

0 <D 'a> 
M () g ~ 
"' N ~ 

~ 

o ~ 
lL <I""' 
~ Q. 

0 

"' 
"' 

M U. > 
u .; (!) "" ,. 

0 (")co~ 
"' a: <D +I 

o-------j 11 

> ,... 
"' I 

-"' ,... 
"' 

"' a: 

I• 

Figure 5-37 - 35 and 60 Watt Audio Power Amplifier. 
Values Above are for 35-W Amplifier. For 60 W, 

Change Components Listed Below. 
02.03 MR2361 RJ, R9 7.5 k ::1:.5% 
01 , 02 M 08002 A7, RB 3.9 k 
03 MM4009 R12 0.47.Q, 2 w 
04 MM3006 R13 0 .43.Q, 2 w 
06 MM4006 ~v +36 v 
06 MJ2941 -v - 36 v 
07 MJ2841 
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ponents used. The 35 watt amplifier provides less than 0.1 % total har
monic distortion and less than 0.2% intermodulation distortion at full 
power output. lt has a 3-dB bandwidth of 10 Hz to 100 kHz. The inter
modulation distortion for the 60 watt amplifier is typically less than 
O.J 5% with its other performance specifica tions the same as the 35 watt 
amplifier. Both amplifiers require an input of 1.0 volt rms into I 0 kn for 
full power output. Figures 5-38 and 5-39 give the intermodulation and 
harmonic distortion. 

QI and Q2 form a differential amplifier which is used because the 
inherent temperature-compensated balance of both base legs and the con-

-

trolled symmetry of voltages in those legs provide excellent thermal stabil- r 
ity. QI is biased through a resistor in its base leg to ground; Q2, biased 
through a similar resistor, will cause the output to be at equivalent ground 
because of the symmetry of the two halves of the local circuit. The error 
voltage appearing as an offset at the output consists of the differential 
base-emitter voltage between QI and Q2 and the differential voltage estab-

5-46 



..., 

1 

Servo and Audio Power Amplifiers 

lished by the base currents flowing through the bias resistors (Rl and RS). 
W11en QI and Q2 are supplied as a dual transistor, typical offsets of less 
than 10 m V are realized at the output. 

Q l also serves as a common-emitter amplifier to the input signal, and 
uses the common-base input impedance of Q2 as its effective emitter load. 
Constant-current emitter bias for Ql and Q2 is supplied through the 
common-mode path (R3 and R9), and decoupling is provided in this path 
for optimum rejection of power-supply ripple. 

Q3 functions as a common-emitter driver. Since the output circuit 
(as will be explained) is only an emitter follower, Q3 must swing the fu]J 
load voltage plus the losses in saturation and transconductance of the 
output devices. This stage commonly operates with a voltage gain of 60 dB 
or better, and thus provides a convenient point for setting the single domi
nant high-frequency pole in the amplifier's open-loop Bode response. A 
small capacitor (CS) from collector to base, as multiplied by the Miller 
effect, appears back at the base driving point to set this pole conveniently 
far away from the basic turnover frequencies of the input and output 
circuits, so that the amplifier as a whole demonstrates a basic 6 dB/octave 
roll off above about SO kHz. ln this way, a generous amount of feedback 
can be applied to the circuit to optimize linearity as desired while still 
maintaining a comfortable stability margin. 

The de bias path for Q3 proceeds through a small collector resistor 
R6 (used to limit the power dissipation in Q3 under load-fault conditions), 
through biasing diode DI and de collector load resistor (R 7 and R8). This 
latter resistor is split and bootstrapped through C4 so that full alternating 
current drive may be available to the lower half of the output circuit 
during peak signal excursion. Because of this bootstrapping, the effective 
ac load seen by Q3 is the reflected loudspeaker load impedance (i.e., load 
R1 multiplied by the product of the hFE's of the complementary Darling
ton output devices). RS, the de base resistor for Q2, also serves as the loop 
feedback resistor by providing the feedback signal to the base of Q2. The 
ratio of RS to R4 approximately determines the closed-loop voltage gain 
of the amplifier. Capacitor C3 in series with R4 is chosen to provide the 
desired low-frequency roll off and force the amplifier to demonstrate 
unity de voltage gain for optimum bias stability. 

The output circuit is a full complementary-symmetry Darlington 
emitter follower. The emitter-follower connection is established by Q4 and 
QS, and is chosen because it provides the best basic linearity an1ong the 
three possible transistor configurations, and is the least critical for normal 
variations in device parameters. The availability of complementary
symmetry silicon power transistors has allowed the practical development 
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of the output circuit given, which is an improvement over the quasi
complementary connection with its many bias problems. The simplicity 
and advantage of a full complementary symmetry amplifier is seen in the 
way Q4 and QS, biased with dual diode Dl, completely control the output 
circuit. Transistors Q4 and Q6, and transistors QS and Q7 each form a 
local unity-gain de operational amplifier. Complete control of the output 
is thus given to the drive voltage appearing at the bases of Q4 and QS. 
Since bias is established by diode reference, excellent compensation and 
control through variations in line voltage and operating temperature are 
assured, and this represents a significant in1provement over the bias 
schemes used with the quasi-complementary circuit. 

Diodes 02 and D3, in conjunction with DI, provide load-fault pro
tection. D l and 03 will effectively appear in series between the base of Q4 
and the output on the positive half cycle of output signal, and will act to 
limit the peak fault current lo a chosen value (through Rl 2 and RI 3) 
slightly above the normal peak-load current by limiting the voltage that 
can be developed between Q4's base and the output. Similarly, 02 in 
conjunction with D l, provides fault protection for the negative half cycle 
by operating between the output and the base of QS. The peak fault 
current is kept to a value within the safe-area capability of the output 
devices (provided enough heat sinking is available) so that overload inter
ruption may be accomplished by thermal cutouts or slow-blow fuses. 

Some addjtional compensation networks appear at the output. 
Among these is a standard RC pad across the output, which inserts a stabil
izing pole and zero into the amplifier's Bode response, and a choke in 
series with the load. The latter is a low-resistance rf choke used to provide 
a buffer between the amplifier and a capacitive load. A capacitor across 
the output of many amplifiers will upset stabili ty and cause oscillation 
because it provides an uncompensated pole in the Bode response, usually 
at just the wrong place. A small inductance (about 2 µH) is used to buffer 
out this effect. 

It is also advisable to provide power-supply bypass capacitors as 
close to the circuit as possible. These capacitors are used to provide very
high-frequency, return-path shorls to the amplifier. The Jugh load currents 
flowing through long power-supply leads (consisting of series R and L) 
generate enough of a ground loop at very high frequencies lo cause the 
amplifier to oscillate. Disc-ceramic bypass capacitors are chosen as needed 
lo eliminate this source of parasitic oscillation. 

5.13 50 Watt Audio Power Amplifier 

Figure 5-40 is the circuit diagram of a SO watt (music power) audio 
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Figure 5-40 - 50 Watt Amplifier 

power amplifier. Except for a few minor changes, it is the same circuit 
used for the I 0-watt high performance audio amplifier discussed in section 
5.10. A zener diode (DI) has been added in the collector of Ql. This is 
used to limit the voltage applied to Q 1, thus allowing the use of a low-cost 
plastic-encapsulated transis tor. The zener is also a low~ost, 1 watt Sur
metic device. Two diodes are used in the base circuits of Q3 and Q4, 
instead of the one used in the 10 watt amplifier, because of the larger 
dynamic voltage swings of the base-emitter junctions of QS and Q6 as 
compared to those in U1e l 0 watt amplifier. Also, it was found that a 
single capacitor from collector to collector of QS and Q6 was not adequate 
for good transient response, so a 510 pF capacitor in series with a 
100 ohm resistor was added from each collector to base (CS and R9, and 
C6 and RIO). 
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No heat sinks are required for transistors QI through Q4. The maxi
mum case-to-ambient thermal resistance (l:lcA) of transistors Q5 and Q6 is 
8°C/watt (per transistor) for 100°C operation. For Q7 and Q8 the maxi
mum case-to-ambient thermal resistance is 2.5°C/watt (per transistor). In 
addition, for good tracking, transistors Q5 and Q6 should be mounted on 
one heat sink along with the three germanium transistors Q9 , QlO, and 
QI I. 

The power supply used for testing the 50 watt amplifier is shown in 
Figure 5-41. Filtered, but unregulated, voltage is supplied to the two out
put transistors. The zener-regulated supplies provide ±25 volts to the input 
stages. The power transformer used in this supply has a secondary voltage 
that is too high. This is the reason for using the two 6.3 volt windings as 
bucking voltages. The filtered voltage that results is ±38 .5 volts at 0 watts 
out of the amplifier and ±34.5 volts at 50 watts output. If a power trans
former were to be designed for the amplifier, better performance and 
lower distortion would be realized if the no-load output voltage were 
39 volts, dropping to no less than 36 volts at 50 watts output. Higher 
voltages, though reducing distortion even further, could lead to breakdown 
in the output transistors. Also, power dissipation in the output transistors 
(and the drivers as well) would increase, thereby reducing the maximum 
orierating temperature of the amplifier. 

The ideal supply to use would be one that is completely regulated at 
approximately 36 volts. If ±36 volt regulated supplies are available, the 
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Figure 5·42 - 50 W Amplifier Delayed Switching Circuit 
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input and output stages can be operated from the same supplies by chang
ing R3 and R7 to 1.3 kU, R6 to 1.1 kU, and R8 to 2.7 kU . 

Two problems related to the power supplies arise in th.is amplifier. 
The first is that both the positive and negative supplies should come on at 
the same time. If power is applied to only one side, the driver-output pair 
associated with th.at side will conduct very high currents, possibly damag
ing one or both transistors due to high power dissipation. 

The second pr-oblem arises primarily because of capacitors Cl and 
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Figure 5-45 - 50-Watt-Amplifier Intermodulation Distortion 

C2 in the amplifier. When power is applied, the charging of these capaci
tors causes some high-magnitude tra nsients in the amplifier output. To 
eliminate or minimize this, the voltages to the input stages should be 
applied a fe w hundred milliseconds before the voltages to the output stage. 
This allows the capacitors to become fully charged. One way to do this 
would be with two switches or a two-position rotary switch. [ t co1Lld also 
be done electronically . One possible circuit is shown in Figure 5-42. The 
RC timing network (R26 and C 13) is connected at the junction of the 
voltage divider, at the output of the positive regulated supply, thus assur
ing that the timing sequence won't begin until this supply is up to voltage. 
When the capacitor CI3 has charged to the breakover voltage of the uni-

~ junction transistor, QJ 9, the unijunction conducts and discharges C 13 
th rough T2. This results in a pulse being applied, via T2, to the gates of 
SCRs Q 17 and Q 18, turning tl1em on. The result is the required delay 
before voltage is applied to the output stage. 

Output power capability of the amplifier at a constant total har
monic distortion of 0.5% is shown in Figure 5-43: the ampLifier can pro
vide 65 watts at 20 Hz, 72 watts at I kHz, and 68 watts at 20 kHz, at 

~ 0.5%THD. 
Figure 5-44 is a plot of thl} frequency response at I watt ou tput. It is 

almost flat from 100 Hz to 20 kl lz, being down only 0.35 dB at 20 Hz. 
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The -1 dB points are at 11 Hz and 150 kHz, and -3 dB response is reached 
at 5 Hz and 320 kHz. Phase shift is I 8 degrees at 20 Hz and 6 degrees at 
20 kHz. 

The results of intermodulation-distortion te:.ts can be seen in Figure 
5-45. IM is about 0.1% at 0.1 watt output, rising steadily to 0.5% at 
20 watts output, and reaching 0.85% at 50 watts output. The output capa-

n 

n 

bility at 1.5% IM is approximately 65 watts. ~ 
Harmonic distortion is shown in Figures 5-46 and 547, Figure 546 

being a plot o f harmonic distortion versus frequency at 50 watts output 
and Figure 54 7 a plot of harmonic distortion versus power output at 
J kHz. 

Input impedance of the 50 watt amplifier is approximately IO kn 
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from 20 Hz to 20 kHz. Output impedance is less than O.J ohm from 20 Hz 
to 20 kllz. 

As a final note it should be mentioned that this amplifier can be 
used as a de amplifier with excellent stability. Minor circuit modifications 
are required to achieve tltis. The resulling circuit is shown as the 25 volt, 

~ 28 watt, de servo amplifier of Figure 5-14. 
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CHAPTER VI 

Thyristor and Transistor Switches 

6.1 Thyristor Zero-Point Switches 

Zero-point switches are highly desirable in many applications 
because they do not generate electro-magnetic interference (EMI). A zero
point switch controls sine-wave power in such a way that either complete 
cycles or hal f cycles of the power-supply voltage are applied to the load as 
shown in Figure 6-1. This type of switching is primarily used to control 
power to resistive loads such as heaters. I t can also be used for controlling 
the speed of motors if the duty cycle is modulated by having short bursts 
of power applied to the load and the load characteristic is primarily 
inertial rather than frictio nal. Modulatio n can be on a random basis with 
an on-off control, or 0 11 a proportioning basis with the proper type of 
proportioning con trol. 

ln order for zero-point switching to be effective, it must be true 
zero-point switching. lf an SCR is turned on with an anode voltage as low 
as 10 volts and a load of just a few hundred watts, sufficient EMI will 
result to nullify the advan tages of going to zero-point switching in the first 
place. The thyristor to be turned on must receive gate drive exactly at the 
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Figure 6·1 - Load Voltage and Line Voltage for 25% Duty Cycle 
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zero crossing of the applied voltage. Because of this exact-timing require
ment, pulse-type thyristor triggering is usually impracticable, since even 
small timing drifts will result in off-zero switching, or possibly no switch
ing at all. 

The most successful method of zero-point thyristor control is there
fore, to have the gate signal applied before the zero crossing, and have it 
remain somewhat past the zero crossing. As soon as the zero-crossing 
occurs, anode voltage will be supplied and the thyristor will come on. This 
is effectively accomplished by using a capacitor to derive a 90°-leading 
gate signal from the power line source. llowever, only one thyristor can be 
controlled from this phase-shifted signal, and a slaving circuit is necessary 
to control the other SCR to get full-wave power control. These basic ideas 
are illustrated in Figure 6-2. The slaving circuit fires only on the half cycle 
after the firing of the master SCR. This guarantees that only complete 
cycles of power will be applied to the load. The gate signal to the master 
SCR receives all the control; a convenient control method is to shunt the 
gate signal to ground whenever the SCRs are supposed to remain off. The 
gate shunt can be a low-power transistor, which can be controlled by 
bridge sensing circuits, manually controlled potentiometers, or various 
other techniques. 

A basic SCR slaving circuit such as shown in Figure 6-2 is very 
effective and trouble free . However, it can dissipate considerable power. 
This must be taken into account in designing the circuit and its packaging. 
Slaving circuits which dissipate less power can be devised but they usually 
require active devices which add considerably to circuit cost. 

In the case of triacs, a slaving circuit is also usually required to 
furnish the gate signal for the negative half cycle. However triacs can use 
slave circuits requiring less power than do SCRs, as shown in Figure 6-3. 
Other considerations being equal, the ease of slaving wiJJ some times make 
the triac circuit more desirable than the SCR circuit. 

AC LINE 

Figure 6·2 - Slave and Master SCRs for Zero-Point Switching 
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Figure 6-3 - Triac Zero-Point Switch 

Besides slaving-circui t power dissipation, there is another considera
tion which should be carefully checked when using high-power zero-point 
switching. Since this is on-off switching, it abruptly applies the full load to 
the power line every time the circuit turns on. This may cause a temporary 
drop i.n voltage which can lead to erratic operation of other electrical 
equipment on the line (light dimming, TV picture shrinkage , etc-). For this 
reason, loads with high cycling rates should not be powered from the same 
supply lines as lights and other voltage sensitive devices. On the other 
hand, if the load-cycling ra te is slow, say once per half minute, the loading 
flicker may not be objectionable on lighting circuits. 

A note of caution is in order here. Neither of the full-wave, zero
point-switching controls illustrated in Figures 6-2 and 6-3 should be used 
as half-wave controls by removing the slave SCR: When the slave SCR in 

Figure 6-2 is removed, the master SCR has positive ga te- current flowing 
over approximately 1/4 of a cycle while the SCR itself is in the revcrse
block.ing state. This occurs during the negative half cycle of the line 
voltage. When this condition exists, QI will have a high leakage current 
with full voltage applied and will therefore be dissipa ting high power. 
Th.is will cause excessive heating of the SCR and may lead to its failure. 
If it is desirable to use such a circuit as a half-wave control, then some 
means of clamping the gate signal du ring the negative half cycle must be 
devised to inhibit ga te current while the SCR is reverse-blocking. 

Practical Zero-Point Switches 

The zero-point switches shown in Figures 64 and 6-5 are used to 
insure that the control SCR turns on at the start of each positive alterna-
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tion. If the SCR were turned on later in the a lternation, the turn-on 
voltage and current spikes could cause electro-magnetic interference 
(EMI). In Figure 6-4, a pulse is generated before the zero crossing and 
provides a smaU amount of gat.e current when line voltage sta rts to go 
positive. This circuit is primarily for sensitive-gate SCRs. Less-sensitive 
SCRs, with their higher gate currents, require smaller values for Rl and 
R2, and the result can be high power dissipation in these resistors. The 
circuit of Figure 6-5 uses a capacitor, C2, to provide a low-impedance path 
around resistors Rl and R2, and can be used wit11 less-sensitive. higher
current SCRs. This circuit actually oscillates near the zero-crossing point 
and provides a series of pulses to assure zero-point switching. Tile basic 
circl.l.it is that shown in Figure 6-4 . Operation begins when switch SI is 
closed. lf the positive alternation is present, nothing will happen since 
diode 01 is reverse-biased. When the negative alternation begins, capacitor 
C l will charge through resistor R2 toward the limit of voltage set by the 
voltage divider consisting of resistors RI and R2. As the negative alterna
lion reaches its peak, Cl will have charged to about 40 volts. Line voltage 
will decrease, but CI cannot discharge because diode 02 will be reverse
biased. It can be seen that CJ and three-layer diode D4 are effectively in 
series with the line. When the line drops to - IO volts, CJ will still be 40 
volts positive with respect to the gate ofQl. At this time D4 will see about 
30 volts and will break back about 10 volts. This alJows Cl to discharge 
through D3 , D4, the gate, R2, and Rl. This discharge current will continue 
to flow as the line voltage crosses zero and will insure that QI turns on at 
the start of the positive alternation. Diode 03 prevents reverse gale current 
and resistor R3 prevents false triggering. n 

The circuit in Figure 6-5 operates in a similar manner up to the point 
where Cl starts to discharge into the gate. The discharge path will now be 
from Cl through D3, D4, R3, the gate, and capacitor C2. C2 will eventu
ally charge from the pulse at the cailiode of QI. Tllis will reduce the 
voltage across 04 and it will turn off, and again revert to its blocking state. 
Now C2 will discharge through RI and R2 until t11e voltage on D4 again 
becomes sufficient to cause it to break back. T his repetitive exchange of 
charge from C 1 to C2 causes a series of gate-current pulses to now as the 
tine voltage crosses zero. This means that Ql will again be turned on at the 
start of each posi tive alternation, as desired. Resistor R3 has been added to 
limit the peak gate current. 

Additional zero-point-switching circuits arc shown in the tempera
ture-control section of this chapter (6.2). A slave circuit which can be 
added to the circuits just discussed to provide full-wave power is shown in 
section 6.3. 
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Figure 6-4 - Sensitive-Gate Switch 
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Figure 6-5 - Zero-Point Switch 

6.2 Zero-Point Temperature-Control Circuits 

117 Vac, 3 kW Temperature-Control Circuit 

01 
2N4216 

L OAD 

0 1 
2N4442 

The circuit shown in Figure 6-6 is a temperature controller. It can 
directly drive any heating element which consumes 3 kW of power or Jess. 
The temperature-sensing element is a thermistor wl1ich controls base drive 
to a transistor. Switching of the load is done at the zero point of the ac 
inp ut voltage to prevent electro-magnetic interference (EMI). When the 
thermistor is chosen to have a resistance of 5 kD at the desired operating 
temperature, temperature regulation will be better than l %. 
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Thyristor and Transistor Switches 

Operation of the circuit is as follows: capacitor Cl , which is in series 
with resistor Rl, causes current in zener diode DI to lead the line voltage. 
In other words, the reference voltage will appear across the zener while the 
l.ine voltage is changing from the negative to the positive alternation. The 
reference is divided by 10 through thermistor RT, and potentiometer R4, 
to the transistor base. The nominal potentiometer setting will be 500 D. If 
the thermjstor is cold (ltigh resistance), the base voltage will be low and 
the transistor will not turn on. Current through resistor R2, which is also 
leading the line voltage, will then flow into the gate of SCR Q2 , and Q2 
will fire at the zero crossing of the line voltage. When the thermistor 
becomes heated by the load, its resistance will decrease. Now base drive 
during the zero-point inte rval will increase and the transistor will remain 
on. In this case, no current can flow into the gate of Q2 and the heater will 
be turned off at the desired temperature. Resistor R3 prevents Q2 from 
being gated on beyond the zero-crossing point by turning on tran sistor Ql 
and shunting the gate drive. 

The circuit can actually be operated over a range of temperature by 
manually adjusting the J kS1 potentiometer. Tests performed with a 5 kS1, 
25°C rod thermistor indicate that the circuit would regulate up to 60°C. 
Thermistor resistance changed from 5 kS1 to 1.4 kD over this range. 

The RC circuit connected across the load is used to sense the stored 
energy during the positive voltage alternation. If Q2 has been triggered on, 
this energy will then be used to gate Q3 on during the following negative 
alternation. Capacitor C2 will begin discharging through the gate of Q3 
while the line voltage is still positive. Thus, Q3 will also be turned at the 
zero point of the line voltage. Since Q3 is slaved to Q2, the power to the 
load will be applied in full cycles. 

230 Vae, 4 kW Temperature-Control Circuit 

Figure 6-7 shows a modulated SCR zero-point-switching circuit 
designed to control 4 kW heater loads operating from 230 V power lines. 
Circuit operation will be explained by splitting the circuit into two halves. 
The right half consists of the SCRs and their triggering circuits. The phase
shift network (C3, RS) supplies a 90° shifted sine wave gate signal to the 
master SCR (Q4). Each time Q4 applies a positive half cycle of power to 
the load, it energizes the slave circuit which will then fire QS and apply the 
following negative half cycle of powe r to the load. Hence, load power is 
completely controlled on a full-wave basis by controlli ng the master SCR. 
When no load power is desired, the gate signal (lg) is shunted to ground 
through a small SCR (Q3). Thls switch is commutated by the gate signal 
and turns off each negative half cycle assuring control on a cycle-to-cycle 
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Thyristor and Transistor Switches 

basis. Diodes D3 and 04 perform dual fu nctions. They provide de restora
tion for capacitor C3, and they also provide a de offset which is more 
easily controlled by switch Q3 tha n if this switch were placed directly 
between the gate of Q4 and ground. 

tvlodulation is accomplished wilh a circuit network wl1ich controls 
the master SCR (Q4) through switch Q3. The line frequency is divided 
into twelve-cycle groups, and from one to all l 2 cycles from each group 
can be applied to the load, thus all owing the load power to be modulated 
in 8% steps from 0% to 100% duty cycle. The number of cycles per group 
can be changed by changing C2. 

Modulation is achieved in the following manner: First the main 
on-off control for this circuit is supplied by a bridge circuit consisting of 
R3, R5, RT, R6 , R7, and D2. The detector for the bridge is Q2. As Rr 
decreases, Q2 turns on, turning on Q3, shunting the gate signa l to ground 
and removing power from the load. Now as the temperature drops, Q3 
does not come on and (if modulation were omitted) fuJl -wave power 
would be applied to the load on a continuous basis. However, the modula
tion is applied to proportion the load power in response to small changes 
in Rr. The modulation is achieved by superimposing a sawtooth voltage 
on one arm of the bridge tluough R3 and RS. This sawtooth voltage is 
generated by the unijunction-transistor relaxation oscillator consisting of 
R2, R4, QJ , and C2. The sawtooth wave modulates the bridge voltage so 
that over a portion of the ten-cycle group the bridge voltage will be above 
the null point, and over the other portion it will be below the null point. 

UPPER VERTICAL 100 V / cm 
LOWER V ERTICAL 200 V / cm 
HORIZONTAL 5 ms/cm 

Figure 6·8A - Capacitor Voltage and Load Voltage versus Time 
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Figure 6-88 - Load Voltage and Line Voltage for 65% Duty Cycle 

UPPER VERTICAL 100 V/cm 
LOWER VERTICA L 200 V/cm 
HORIZON TA L 5 ms/cm 

Figure 6-8C - Load Voltage and Line Voltage for 8% Duty Cycle 

This action divides each ten-cycle group into an on and off portion - the 
proportioning depending upon the amount RT has varied from the nomi
nal value. This circuit provides excellent control of a resistance heater as it 
will tend to stabilize and apply the correct amount of power on a continu
ous basis at a steady-state duty cycle depending on the load requirements. 
The temperature is therefore controlled over a very narrow range and no 
EMI is generated. 

Since this circuit can switch the load power on and off at 6 Hz, it 
may cause undesirable flickering of incandescent lamps which are supplied 
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from the same power line as the healer load. T herefore , its primary appli
cation would be in an industrial situation where separate transformers 
supply banks of heaters. 

Figure 6-8A shows the voltage waveform on slave-circuit capacitor 
C4. Figures 6-8B and 6-8C illustrate the load voltage for the different 
duty cycles (65% and 8%). n 
120 Vac, 2 kW TemperatLLre -Contro l Circuit 

Figure 6-9 shows a zero-point lemperature-control switching circuit 
capable of controlling 2 kW watts from a 120 V supply. The circuit philos
ophy is basically the same as the tcmperature-<:ont rol circuit shown in 
Figure 6-7, except thal the proportio ning feature has been removed. In 
many applications this lype of circuit can be used on lighting circuits to 
control small heating loads such as portable heaters and elec trical appli
ances. Here the cycl ing rate is controlled by temperature, so it will over
shoot slightly because of the time lag between the heat source, the surface 
being controlled, and the thermistor (R4). By tailoring the amount of 
overshoot to the device being controlled, the cycling rate will be deter
mined by the temperature overshoot and can be made slow enough - say 
once per minute - that it will not cause o bjectionable light blinking or TV 
picture size changes. 

6.3 110 Vac SCR Slaving Circuit 

When half-wave control of an ac line has been realized, it is often 
desirable to extend this to full-wave control. A slaving circuit is used to 
accomplish th.is. The slave circuit must sense when the master SCR has 
been gated and fire a slave SCR for the following alternation. 

The SCR slaving circuit shown in Figure 6-10 provides a single power 
pulse to the gate of SCR Q3 each time Q2 turns on , thus turning Q3 on for 
the half cycle following the one during which Q2 was on. Q3 is therefore 
turned on only when Q2 is turned on, and the load can be controlled by a 
signal connected to the gate of Q2 as shown in the schematic. The control 
signal ca11 be either de or a power pulse. If the pulse is synchronized with 
the line, as shown in section 6-22, thfa circuit will make an excellent 
zero-point switch. During the time that Q2 is on, capacitor C l is charged 
tluough R l, DI, and Q2. Vv'hile CJ is being charged, D l reverse-b iases the 
base-emitter junction of Ql, thereby holding it off. The charging time 
constant, Rl-Cl , is set long enough that CJ charges for practically the 
entire half cycle. The charging ra te of CI follows a S-shaped curve, charg
ing slowly at fust, then faster as the supply voltage peaks, and finally 
slowly again as the supply voltage decreases. When the supply voltage falls 
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Figure 6-10 - 110 Vac SCR Slaving Circuit 

below the voltage across Cl, diode DI becomes reverse-biased , and the 
base-emitter of Q l becomes forward-biased. For the values shown, this 
occurs approximately 6° before the end of the half-cycle conduction of 
Q2. The base current is derived from the energy stored in CI and is 
returned to Cl through Rl and the load. This turns Q 1 on, and discharges 
C I through the gate of Q3. As the voltage across CI decreases, the base 
drive of QI decreases and limits the collector current somewhat. The 
current pulse must last until the line voltage reaches a magnitude such that 
holding current will exist in Q3. The values shown will deliver a current 
pulse which peaks at 100 mA and has a magnitude greater than 50 mA 
when the anode-cathode voltage of Q3 reaches+ I 0 volts. This circuit com
pletely discharges Cl during the half cycle that Q3 is on . This eliminates 
the possibilities of Q3 being slaved for additional half cycles after the d rive 
is removed from Q2. The peak current and the current duration are con
trolled by the value of Rl. Therefore, the proper value of RI can be 
chosen for any given family of SC Rs. The particular SCR used must be 
capable of handling the maximum current requirements of the load to be 
driven. 

6.4 Light Dimmers 

800 W Soft-Start Light Dimmer 

A circuit capable of controlling incandescent lamp loads up to 800 
watts from a 120 Y, 60 Hz line is shown in Figure 6-11. Lamp failu res 
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normalJy caused by high inrush currents are eliminated by the soft-start 
feature. Accidental turn on, wh ich could nullify this advantage, is pre
vented by a special dv/dt network. 

Operation of this circuit begins when voltage is applied to the diode 
bridge consisting of DI through D4. The bridge rectifies the input and 
applies a de voltage to resistor Rl and zener diode D 1. The zener provides 
a constant voltage of 20 volts to unijunction transistor QI, except at the 
end of each alternation when the line voltage drops to zero. Initially, the 
voltage across capacitor CI is zero, and capacitor C2 cannot charge to 
trigger QI. CI will begin to cliarge, but because the v ..Jltage is low, C2 will 
have adequate voltage to trigger QI only near t11e end of the half cycle. 
Although the lamp resistance is low at this time, the voltage applied to the 
!:imp is low and the inrush current is small. Then the voltage on CJ rises, 
allowing C2 to trigger QI earLier and earlier in the cycle. At the same time 
the lamp is being heated by the slowly increasing applied voltage and by 

~ the time the peak voltage applied to the lamp has reached its maximum 
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Figure 6-12 - Voltage Rise Across Triac into One 500 W Light Bul b, 
Using dv/dt Network. 20 µ/div, Horizontal. 40 V/div, Vertical. 

E 
0 ..... 
> 
0 
'<f 

20 µ.s/cm 

Figure 6-13 - Voltage Rise Across Triac into Two 500 W Light Bulbs, 
Using dv/dt Network. 20 µs/div, Horizontal. 40 V/div, Vertical. 
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value, the bulb has been heated sufficiently that the peak inrush current is 
kept to a reasonable value. Resistor R4 controls the charging rate of C2 
and provides the means to dim the lamp. Power to the load can be ad- t"".'\ 

justed manually by varying the resistance of R4. 
The dv/dt network is used to prevent the line voltage from triggering 

triac Q2 before the light has warmed up. This would occur at the instant 
power is first applied to the circuit if the instantaneous bne voltage were 

sufficient to cause triggering. Capacitor C3 will delay a negative rise in 
voltage by charging through the load and diode D7. Capacitor C4 does the 
same for a positive rise. Resistors R6 and R7 are used to discharge capaci
tors C3 and C4. 

A test used to evaluate this network is as follows: A 120 volt de 
source was used to charge C4 through a cold 500 watt bulb. The voltage 
rise shown across the triac in Figure 6-12 is 6 volts per microsecond. A 500 
watt load should therefore be the maximum allowable load for an ambient 
temperature of 65°C. The same test was also confirmed with a 1000 watt 
load. The rate of rise for this case, as shown in Figure 6-1 3, is 10 volts per 
microsecond and the device did not turn on. This is considered to be a safe 
rate of rise when the ambient temperature is 25°C. ln other words, this 
network will protect the triac from loads as high as 1000 watts at room 
temperature. 

800 W Light Dimmer 

A light dimmer circuit which operates from a 120 volt ac source and 
can control 800 watt incandescent bulbs is shown in Figure 6-14. Output 
power is varied by controlling the phase of conduction of triac Ql. All of ~ 
the circuits in Table 6-I have this capability, but the single triac circuit 

120 
Vac 

LOAD 

R1 
200 k 

C1 
0.1 µF 

R2 
4.7 k 

10 nF 

Figure 6·14 - Simple 800 W Triac Light Dimmer 
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shown as circuit two in Table 6-1 is the simplest by far and is the one 
chosen for this particular application. The control circuit fo r this triac 
must function as shown in Figu re 6-15. That is, it must create a delay 
between the time voltage is applied to the circuit (shown dotted) and the 
time it is applied to the load. The triac is triggered after this delay and 
conducts current through the load fo r the remaining part o f each alterna
tion. This circuit can control the conduction angle from 0 to about 170° 
and provides better than 97% of fuU-power control. 

The operation of this circuit can best be understood by referring to 
the waveforms of Figure 6-16 which are taken from the circuit in Figure 
6-14. Figure 6-1 6A shows the voltage across capacitor Cl , and Figure 
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Figure 6-15 - Sine Wave Showing Principles of Phase Control 
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Circuit Shown in Figure 6-14. 

180 

0 

6-l 6B shows the voltage across capacitor C2. Each begins to charge as 
shown when the positive alternation of line voltage is applied to the cir
cuit. lt is affected by the decrease in line voltage for phase angles greater 
than 90°. However, capacitor C2 is better isolated, and continues to charge 
at a fairly linear rate even beyond 90°. In order to trigger the triac, this 
voltage must exceed the breakover voltage of three-layer diode D 1 (20 
volts) sometime during this alternation. Thjs is accomplished by reducing 
the in-circuit resistance of potentiometer Rl so that the capacitors will 
charge faster. When the diode breaks down, the capacitors discharge into 
the gate of triac Ql and turn it on. These same voltages will appear during 
the negative alternation and trigger the triac by pulling current out of the 
gate. 

The two-section phase-shift circuit allows reliable and stable trigger
ing at low conduction angles. The J 80° phase shift of this circuit (when 
unloaded) gives diode DI an almost-linear ramp from w!tich to trigger, 
rather than the flat top of a sine wave which occurs as the phase ap
proaches 180° with a single-section circuit (see Figure 6-16). Slight power
supply voltage variations which might cause 5° to 10° jitter at low conduc
tion angles in single-section circuits, cause less than 1° variation with the 
two-section phase shift circuit. 

The starting current in this circuit could cause a problem. The cold 
resistance of the filament in a 500 watt bulb is about 2 D.. A 120 volt line 
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20 ms/cm 

Figure 6-17A - Turn-On Surge Current at 180° Conduction Angle 
into a 500 W Bulb. 10 A/div, Vertical. 20 ms/div, Horizontal. 
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Figure 6-17B - Turn-On Time for a 500 W Bulb from 120 Vdc. 
20 A/div, Vertical. 5 ms/div, Horizontal. 
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u .... 

<l'. 
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Ill 

50 ms/cm 

Figure 6-17C - Surge Current into a Cold 500 W Light Bu lb 
Using a Triac Light Dimmer with a 60° Conduction Angle. 

50 A/div, Vertical. 50 ms/div, Horizontal. 
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could therefore produce peak-surge currents of 85 amperes. The starting 
current waveform fo r a 180° conduction angle is shown in Figure 6-17 A. 
The peak surge curren t is less than 30 A and Figure 6-1713 shows why. 

With 120 volts de applied, the peak current reaches 60 A but decreases to 
less than 30 A in 5 milliseconds. This means that the filament resistance 
can double in just a few milliseconds. In Figure 6-17A, the filament actu
ally has 4 milliseconds to warm up before the peak voltage is reached, but 
this is enough time for the resistance lo increase and limit the current. A 
more severe test is shown in Figure 6-1 ?C. Here the triac is triggered with a 
60° conduction angle. The 150 volts applied at this time into the cold 
filament produces a 75 A current surge. Again, the filament resistance 
incq!ases rapidly so that this surge was reduced by 60% within two cycles. 
Based on this information and the t2t rating of the triac, surge currents 
from a 1000 watt lamp load at 90° conduction would be the maximum 
that this device can withstand. 

Tests with two 500 watt bulbs in parallel revealed some interesting 
data as shown in Figure 6-18. When the bulbs had been operating for a 
while so that resistance stabilized, the steady-state resistance increased 
from J n starting resistance to about 12 n, and varied as a function of the 
conduction angle. For instance, there is more peak current at 70° conduc
tion than at 90°, even though the voltage is less at 70°. The probable 
explanation is that the filament has more time to cool when operating at 
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Figure 6·19A - Current Rise into a 500 W Bulb into a 60° Conduction 
Angle. 20 A/div, Vertical. 5 µs/div, Horizontal. 

VOLTAGE (50V/cm) CURR ENT (2 A/cm) 

0 .5 µs/cm 

Figure 6·19B - Tu rn-On Current and Voltage Across Triac with 500 W 
Bulb and a 60° Conduction Angle (Single Sweep). 2 A/div Current 

Trace, Vertical. 50V/div Voltage Trace, Vertical. 0.5µs/div, Horizontal. 

lower conduction angles and its average resistance wilJ therefore be lower. 
And, because beyond 90° the filament had less time to cool, average 
resistance increased and the peak current fell slightly as shown. This vari
ation actually has very little effec t on the nonnal operation of the triac. 

Another possible problem could be caused by the power dissipated 
wl1ile the triac is turning on. Figure 6-l 9A shows the current increasing to 
75 A for the previous case (Figure 6- l 7C) of a cold filament operating at a 
60° conduction angle. The current increases to 60% of peak current in 
about 10 µs . Since the only resistance in the circuit is the 2 .\1. filament, it 
determined that there must be about 20 µH of circuit inductance. Th.is 
explains the turn on waveforms in Figure 6-19B. The triac turns on in less 
than 0.5 µs as shown by the voltage waveform. The current surge however, 
is delayed for 0.3 µs , and therefore no appreciable amount of power is 
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IN IT IAL CURRENT (2A/cm) 

0.5 µs/cm 

Figure 6-19C - Turn-On Current and Voltage Across Triac with a 500 W 
Bulb and a 60° Conduction Angle (Repetitive Sweep). 2 A/div Current 

Trace, Vertical. 50 V/div Voltage Trace, Vertical. 0.5 µs/div, Horizontal. 

generated. Figure 6-19C shows the initial surge plus the steady-state 
turn-on currents. This further illustrates the fact that the circuit induc
tance is sufficient to limit the power dissipated during turn on. 

There is one other possible mode of failure for the triac. That is, if 
the power switch were closed at the peak of line voltage, the rise of voltage 
would trigger the triac on. This will not destroy it since the inrush current 
is limited, even at this time , by the circuit inductance. 

6.5 Light-Operated High-Voltage Series Switch 

The circuit shown in Figure 6-20 is a high-voltage switch composed 
of a series string of SCRs which arc triggered simultaneously from a single 
Ught source. Triggering is accomplished with phototransistors (MRD-300) 
driven by a xenon flash tube through a fiber-optic bundle. 

Across each SCR is a 1.5 Mn resistor in series with a 51 kn resistor. 
These resistors form not only the voltage equalization network for the 
series-connected SCRs, bu t also voltage dividers for each SCR, with 
20 volts developed across each 0. 1 µF capacitor and 51 kn resistor. This 
voltage provides collector bias for each phototransistor and a source of 
gate current for each SCR. 

When U1e xenon tube is Oashed the light is fed into U1e fiber-optic 
bundle where it is split into ten outputs of approximately equal amplitude 
and fed simultaneously to each phototransistor. As each phototransistor 
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Figure 6-20 - Light-Operated 6 kV Series Switch 
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conducts, it discharges the 0.1 µF capacitor into the gate of its correspond
ing SCR via the 510 D resistor, turning all of the SCRs on at once. 

Triggering series-connected SCRs by this method offers several 
advantages over other types of triggering. The use of light via phototran
sistors results in simultaneous firing of the SCRs, thus eliminating the 

inductive delays t hat would result if conventional wiring were used to 
transport a gate signal from a central source. Also, the use of fiber optics 
eliminates the need for special trigger transformers that can withstand the 
high voltages that would exist between windings. 

The turn-on time of tlie circuit shown was measured to be about 
300 ns at 1 A anode current ; the maximum capability of the circuit is a 
100 A pulse for 4 ms with a 6 kV input voltage. The SCRs must have 
matched rise times so that the slowest units will not be gated on by anode 
breakover due to earlier turn on of the faster devices. 

This circuit would be most useful in high-voltage crowbar circuits or 
high-voltage pulse-forming networks. Also, with minor modifications it ,..., 
could be adapted to certain proportional control systems. 

6.6 Time Delay Circuits 

Long Duration FET Timer 

T he circuit shown in Figure 6-21 is used to obtain a time delay of up 
to 10 hours. Basically, it is a unijunction-transistor sawtooth osciUator. 
Output pulses can be obtained from either base one or base two of Q3. 
The conventiona.l charging resistor for capacitor CE has been replaced by a 
current source consisting of resistors RI through R3 and transistor Q 1. As 

+25 v 

R3 
R4 

10 M 
E 22 k 

R5 

Al 1 k 

1 k ..,._ 
'a 

62 

2N4125 
R2 01 
1 k 

= = 
Figure 6-21 - Long-Duration Time Delay 
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is the case in most long-delay timers using UJTs, the charging current from 
Ql will generally be inadequate to supply the peak point current required 
to trigger Q3. Field-effect transistor Q2 has been placed in parallel with R3 
and Q 1 to provide the peak point current. Diode D I has been added to 
provide a low-resistance path to discharge CE once its voltage has become 
sufficient to trigger Q3. Otherwise, the discharge current would pass 
through the gate-source junction of Q2 and cause damage to the FET. 

The time required for CE to charge is determined by the formula, 

where 

T = the tin1e in seconds, 

CE = the capacitor value in µF, 

VT = the trigger voltage (about 20 V), and 

le = the charging current (variable) in µs 

The maximum time is obtained when the current source is zero and 
only leakages are considered, although this is not recommended as a mode 
of operation. Figure 6-22 shows that worst case leakages at 25°C could 
total I OOnA . The maximum delay time would then be 1/2 hour. In order 
to remove the dependence of Yr on leakage current, it would be advisable 
to operate the current source an order of magnitude higher. A certain 

sot 

+25 v 

~ 

50 

GAO 

Figure 6-22 - Worst-Case Leakage Currents in Nanoamperes 
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amount of stability and repeatability would occur when le = 1 µA , but 
time delay would be reduced to about 3 minutes maximum. Fortunately, 
the ty pical values of leakage currents are less by a fac tor of 50 (only 2 nA) 
as shown on the data sheet for the 2N22 I 7, a device similar to the 
2N4 l 25. This means that leakage currents alone would create a 30 hour 
time delay. The insulation resistance of CE could limit this time if Re is 
less than Yr/ le= 20/2n = 10 Gn. lt turns out however, that the minimum 
insulation resistance of CE at 25°C is 20 Gn and we we re able to operate 
in practice with up to a I 0 hour time delay. Again, for stable operation, it 
would be advisable to operate the current source with at least 20 nA 
(1 0 X 2 nA) for a maxinmm delay of 3 ho urs. 

The current source is actually voltage sensitive since it converts a 
constant voltage reference to a constant current reference. lt can be seen 
that le = V3/R3, if we ignore leakages. Both V3 and R3 are variable. R3 
would normally be set at its maximum value to make V3 larger and less 
sensitive to voltage changes in the circuit. And V3 = E - VBE where E is 
the manually variable voltage across the upper half of RI and V BE is a 
relatively constant base-emitter voltage drop. If we consider the typical 
maximum-delay case of 3 hours, le will equal 20 nA. l.f the time delay is 
to change by less than 10% fo r voltage variations, then the change in le 
must be less than 2 nA. The voltage E, which would be 0.8 volt, cannot 
change by more than 20 mV. This means that voltage regulation of the 

20mV . 
supply must be better than 

0 
V or 2.5%. Regu lation should , o f course, 

80 m 
be specified to match the accuracy of time thal is desired. 

FinaJly , it is desirable to analyze the effects of temperature, or more 
specifically , the effects of an increase in temperatu re from 25°C to J 25°C, 
on the 3 hour delay. lf CE is a JOO V polycarbona te capacitor, its insula
tion resistance will increase to about 2 Gn. The limiting value of Re now 
will be 20 V /20 nA or I Gn so we are safe by a factor of 2. V BE of QI 
will decrease by 0.2 volts with this temperature rise. This doubles le and 
decreases delay time by 50%. The standoff ratio (1l) or Q3 will decrease by 
7% with this temperature change. This decreases VT and delay by 7%. The 
leakage current or QI and DI will increase to 20 nA (a factor of 10). This 
again doubles le and decreases time by 50%. Multiplying these factors 
( .50 X .50 X .93) gives about .23, indicating that the delay time will 
decrease from 3 hours to 3/4 of an hour. The basic increase of le was 
40 nA due to V BE and leakage currents. If it is desirable for delay time to 
change by less than 10%, le shou ld start at 400 nA. Th is is equivalent to 
saying that time delays should be kept at or below 10 minu tes for opera
tion over this range of temperature. 
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Sequential UJT Timer 

The circuit shown in Figure 6-23 is a timer in which a pulse is 
formed in sequence across the load resistor of each stage. In this circuit 
there are a total of three stages. More or fewer stages may be used if 
desired. The output pulse from each stage will follow that of the previous 
stage by an interval which is adjustable in length. A pulse at the first SCR, 
QI, will start the various time intervals. SCR Q 10 is used only to turn 
off the last stage SCR, Q7. If a timing circuit were added between Q 10 and 
Ql, the sequence would nin continuously. 

Initially , all capacitors will have zero charge. A pulse at the gate of 
Q l will turn it on and allow load current to flow through load resistor Rl, 
and charging current to flow through R2 into Cl. Current will also flow 
through the emitter-base junction of Q2 and through the 10 kD base 
resistor. Th.is base current saturates Q2 and allows C2 to start charging 
through the 5 MD potentiometer and the JO kD. timing resistor. When the 
voltage across C2 becomes sufficient to trigger Q3, a pulse which turns on 
SCR Q4 is formed at base one of Q3. This places the negative voltage on 
Cl across Q l , causing it to turn off. Stages two and three operate in the 
same way. However, after SCR QlO is pulsed on, it will turn itself off 
because anode current through the IO kQ resistor is less than holding 
current. 

It is possible to drive relays or other types of loads directly with 
these SCRs. The minimum value of load resistance is determined by the 
turn-off tin1e requirements and is 50 .Q. Bolding current requirements set 
the maximum value at 1 k.Q. If it is desirable to obtain output pulses from 
the gate of each SCR, then RJ through R3 should each be 100 n. It is 
possible to set the delay time of each stage between 10 ms and Ss with the 
5 MQ potentiometer. This circuit would be most useful in control opera
tions where different cycles require different time durations. 

6.7 Pulse Generators 

Pulse Generator with Power Amplifier 

The circuit shown in Figure 6-24 is a pulse generator which provides 
independent control of both "on" pulse width and "off' pulse width. Two 
outputs of the generator are provided; they are inverted from each other 
and are capable of driving 50 .Q loads. The pulse generator outputs are 
used to drive two power stages, which are capable of furnishi ng 6 A to a 
5 n load. 

The basic circuit of the generator is an astable multivibrator fonned 
by QS and Q6. The timing elements for the " on" period are C4, R20, and 
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R8, and for the "ofr ' period are C6 , R21, and R 1 l . Emitter followers (Q4 
and Q7) provide isolation and a current gain for driving QS and Q6. This 
arrangement permjts a wide variation in the value of capacitors C4 and C6. 
Therefore, the timing of the multivibrator's periods can be made with 
single potentiometers and various values of capacitors. Table 6-11 is a sum
mary of the periods obtained for various values of Cx. T he adjustment 
from mi11imum to maximum of each period is made with R IO and R21. 
The values of Cx shown in the table provide some overlapping of period 
tin1ing so the minimum time setting of a range where Cx is lhe larger of 
two adjacent values is less than the maximum time setting of the range 
where Cx is the smaller of the two adjacent values. 

PU LSE WAVEFORM AT LOAD 

CAPACITANCE T1(MIN) T 1 (MAX) T2 (MIN) T2(MAX) 

0 pF 5.6µs 23 µs 5.9 µs 27 µs 

750 pF 20.5 µs 96 µs 23.5 µs 118 µs 

3.9 nF 86µs 430µs 94µs 490µs 

0.017 µf 420µ.s 1.9 ms 460µs 2.4 ms 

0.10 µf 1.8 ms 9.2 ms 2.3 ms 11.6 ms 

0.50 µf 8.6 ms 36.5 ms 9.4 ms 45.5 ms 

1.5 µf 30 ms 140 ms 34 ms 176 ms 

Table 6-11. Value of ex versus Pulse Period 

The maximum pulse duration given in Table 6-11 is 176 ms. The 
delay time is not limited to this value and can be increased by increasing 
the value of capacitor Cx. 

The output for each side of the multivibrator is an emitter follower 
which provides a low output impedance. Capacitors C2 and C8 are re
quired to prevent the emitter followers from oscillating when a low
in1pedance load is driven. The rise and fa ll times of the output pulse are 
affected by the value of C2 and C8, so these values may be optimized for 
any particular load used. A load impedance as low as SO n may be driven 
with the values shown. 

The power amplifier stages are duplicates of each other, so only one 
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will be described. The output will drive 6 A into a 5 n load with a rise 
time of I 00 ns and a fall time of about 2 µs. Zener diode DJ blocks the 
quiescent output voltage of Q3 (approximately 4 volts) from turning on 
Q2. When the output of Q3 increases to approximately 8 volts, the zener 
conducts and turns on Q2. Since the zener has no turn on time, Q2 comes 
on as fast as its intrinsic properties permit. Capacitor C 1 is discharged 
when 02 comes on, so Q2 receives a large emitter-base current which turns 
it on fast. The rise time of the turn-on pulse is typically I 00 ns. While QI 
and Q2 are on, Cl charges to the supply voltage. When 02 is turned off, 
U1e voltage on CI reverse-biases the base-emitter junction of Q 1 and helps 
to turn it off. At a current of 6 amperes, Ql will turn off with no base 
capacitor (Cl) in about 5 ms. With a capacitor, this time is decreased i11 
proportion to capacitance used. The 0.05 µF capacitor used brings the turn
off time to less than 2 ms. Faster turn-off times can be obtained by using 
larger values of capacitance for CI. However, the larger CI is made, the 
larger the turn-on current becomes. Therefore, to prevent destruction of 
either QI or Q2, or bot11 , a small resistor should be placed in series with 
CI. The value of the resistor is dependent upon the size of CI, the maxi
mum rated collector current of Q2, and the maximum rated base current 
of QI. 

I 0 as. J A PuJse Generator 

Figure 6-25 is the circuit diagram of a pulse generator whjch is 
unique in that its output pulse can be positive, negative , or both (Figure 
6-26). The positive and negative ou tput levels can be varied from 0 to l 0 
volts maximum, thus giving a maximum output of 20 volts peak to peak. 
The generator has a maximum output capability of one ampere, both 
positive and negative. The output will drive a resistive load with a current 
greater than 10 mA, and rise and fall times of about 10 ns. 

The operation of the circuit is as follows: The relaxatjon oscillator 
uses a unijunction transistor (QJ) in which Rl and R2 charge CJ until the 
cmHter voltage reaches V p• then Cl discharges through R3, forming a 
positive voltage spike. Consider the monostable multivibrator in its normal 
state; Q2 is cut off, Q3 is biased on through R6 and R7, and capacitor C3 
is charged to approximately 12 volts (positive on the end tied to the 
collector of Q2). When the relaxation oscillator fires, the positjve spike 
from QI is coupled through C2, turning on Q2. The voltage across C3 will 
then reverse-bias the base of Q3, turrung it off. Q3 will remain off until C3 
charges through R6 and R 7 to the voltage across RS plus the VBE of Q3. 
With switch SJ in position one, the predriver transistors Q4 and QS arc 
normally off. When Q3 turns off, current flows tluough R8 and RIO, 
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turning on Q4 and Q5. A speed-up capacitor is not used across R IO 
because it will load the monostable multivibrator. 

Consider Q5 normally off. Then Q6 of the complemen tary driver 
will be biased on through Rl 3 and Rl4, which in turn will bias Q9 on 
th rough Rl 7. The output at this time will be negative with respect to 
ground. Wli.en Q5 turns on, Q7 and Q8 will go on, and at the same time Q6 
and Q9 will turn o ff, which moves the output through ground to a positive 
level. The zener diode and rectifier combination, DI through D4, are used 
together so that ls2 for Q6 and Q7 is cut off about 2 volts below BVEBO· 
which is 4 volts. 

By varying resistors RI and R6, the frequency and pulse width, 
respectively, can be changed. The frequency band of operation can be 
shifted by changing Cl. The pulse-width band can be shifted by changing 
C3. The maximum frequency of this circuit is limited by the unijunction 
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oscillator to about 1 MHz. Switch S l inverts the output pulse. There is 
about a 30% overlap in duty cycle between positions one and two with the 

--

values shown for Cl and C3. Good high frequency wiring techn iques must -n 
be used to minimize ringing. The power supplies for the complementary 
driver must be very stiff, and the supply busses must be carefully bypassed 
at the transistors. The output level can be set by varying the positive and 
negative VEE power supplies. Fo r two-power-supply operation, +VEE and n 
-VEE can be obtained from PS-1 and PS-2 through series-pass regulators. 

6.8 Light Flashers 

Simple J 2 V, l W Light F lasher 

The simple, inexpensive light flasher shown in Figure 6-27 has many 
advan tages of more complex and expensive flasher circuits, such as flash
rate control, light-duratio n contro l, and high efficiency. 

The circui t uses only two active devices: Q I , a unijunctio n transis
tor, and Q2, an NPN silicon switching transistor. Flash ra te may be varied 
from 6 to 120 flashes per minute and light on duration from 40 ms to 
0 .5 seconds. 

The circuit functions as foUows: The firing (flash) rate o f QI is 
determined by RI , R2 and Cl, Rl being the flash-rate control. When the 
charge on CI exceeds the firing level of Ql , it discharges through the 
emitter into base one of Q 1, and the ra te of discharge from QI to Q2 is 
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Figure 6-27 - 12 Volt 1 Watt Light Flasher 
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determined by R4 and C2. RS sets t11e on-bias threshold of Q2 and also 
serves as part of the on-duration control composed of R4, RS and C2. The 
high efficiency comes from a low off-s tate current of less than 2 mA when 
compared to the on-state saturation current of Q2 of approximately 
100 mA. 

High-Stability Flasher with Variable Flash Rate 

The reliable, high-power nasher shown in Figure 6-28 is excellent for 
a boat, aircraft, or emergency vehicle. It is a dependable circuit with 
built-in protection against troublesome transients, and provision for chang
ing the on-time duty cycle of the lamp. 

Basically, the circuit is similar to many other SCR flasher circuits 
which make use of the familiar nip-flop. However, there are two important 
differences. In this circuit provision is made to guarantee that both SCRs 
can never come on at the same time, thus preventing latch-up of the 
circuit. Also, an adjustment is provided to allow the on time of the lamp 
to be varied from 50% duty cycle to l 0% duty cycle. ln the basic flip-flop, 
SCRs Q2 and Q3 are alternately turned on by unijunclion transistor Ql 
and commutated off by capacitor CI. 

With only the basic circuit, a voltage transient, a momentary load 
short circuit, or some other disturbance could cause both SCRs to tum on 
at the same time. When this occurs, the circuit ceases to operate and it 
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Figu re 6-28 - High-Stability Flasher 
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cannot resume operation until the supply voltage is interrupted momentar
ily. [n this circui t, however, resistor R6 is made large enough that the 
current which it supplies to Q3 is always less than Lhe holding current. 
Therefore, Q3 can never remain in conduction. This improvement also 
eliminates the need for an elaborate starting circuit. Being able to vary the 
on-time duty cycle of the lamp improves the efficiency of this Oasher 
considerably. A 30% duty cycle not only has been proven to be much 
easier to see than a 50% duty cycle bul also realizes a 40% savings in 
overall power dissipated. 

The circuit operates as follows: The unijunction transistor (Ql) 
operates as a stable relaxation oscillator which produces trigger pulses for 
both SCRs. The rate of oscillation varies between flashes in the fo llowing 
manner: When the lamp (Pl) is off, tlie voltage at base two of QJ is 
approximately equal to the supply voltage. This means that C2 must 
charge to the supply voltage times the intrinsic standoff ratio (77) of Q 1 
before Q 1 will fire. When the lamp (Pl ) is on, however, and the voltage on 
the wiper of RS is, let us say, one-half the supply voltage, then capaci- tor 
(CI) must only charge to one-half the supply voltage times llie 11 of Q 1 
before Q 1 fires. Since the capacitor is being charged fro m the full supply 
voltage, this time will be much shorter, therefore the lamp will slay on a 
much shorter period of time than it will stay off. 

At the~start of operation, both SCRs attempt to tum on. Q3 cannot 
turn on because its anode current is limited by R6 and it never reaches the 
holding current level. Willi Q2 in conduction, po int B is reduced to a 
voltage level which is above ground by an amount equal to the forward 
drop of Q2. C3 charges through R6 with point A rising to the supply 
voltage. When the next trigger pulse occurs, Q3 can turn on since it is 
supplied with anode current by C3. With Q3 in conduction, Q2 is effec
tively reverse-biased by C3, which causes it to tum off. The load current is 
supported by C3 for a few microseconds during the turn off interval of 
Q2. Q3 continues to remain in conduction as C3 charges through the lamp 
with point B rising to the supply voltage. When the sum of the charging 
current of C3 and the current tluough R6 drops to a value below the 
holding current of Q3, Q3 drops out of conduction. C3 then discharges 
through R6 and lhe lamp at a low current level. When the next trigger 
pulse arrives, the cycle is repeated. 

ote that when Q3 discharges C3 to turn off Q2, Q2 is also being 
supplied with a turn-on trigger pulse . The trigger pulse must be kept short 
in duration in comparison with the t urn-off pulse supplied by C3, to insure 
tl1at Q2 will turn off. If for some reason Q2 should fail to t u rn off as 
intended, C3 will recharge with point A positive with respect to point B, 
and thus tum-off pulses will be supplied until it does turn off. Likewise, if 
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one of the SCRs should fail to turn on, turn-on pulses will continue to be 
applied until it does turn on. Since the firing voltage of the unijunction 
transistor is relatively insensitive to changes in base voltage, the repetition 
rate of the trigger pulses are not appreciably affected by voltage changes. 

The resistor (R3) in series with base two reduces U1e effects of 
temperature changes, and thus the repetition rate is relatively insensitive to 
temperature changes. 

If severe transients are encountered, it is recommended that resistor 
RJ and zener diode D 1 be added to protect the unijunction transistor. 

6.9 Relay Drivers 

Electronic control of either ac or de relays is possible through the 
use of a transistor placed in series with the coil of the relay. This must be 
done through a bridge when an ac relay is used. Figure 6-29 is the sche
matic of a de relay that can be controlled by an electronic signal which can 
supply a current of 1/2 mA. The relay coil is the load for transistor Q 1. 
When a positive control voltage is applied to Rl, Ql receives base drive 
and saturates, thus connecting the relay coil to the supply voltage. RI 
must allow enough base current to saturate QI. For the components 
shown, the 1/2 mA of base current will assure this since the relay requires 
5 mA and the transistor has a minimum gain of 55. When the control 
voltage drops to zero, the transistor turns off, de-energizing ' the relay. 
Since U1e relay coil is inductive, a voltage spike could occur at the collec
tor of Q 1; to prevent damage, a protective circuit for the transistor should 
be included. The diode (DI) across the relay coil does this; it clamps the 
collector voltage to the supply voltage by providing a path for the current 
in the relay coil when the transistor turns off. 

A modification of this relay circuit is shown in Figure 6-30. In this 
case, the control of the relay is provided by light. When sufficient light is 
directed at Q 1, it turns on. This drives Q2 which energizes the relay coil as 
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" ENERG:T +10 V 

"OE-ENERGIZED" CONTROL 
VO LTAGE 
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Figure 6·29 - Electronic Control of a DC Relay 
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Figure 6-30 - Light-Operated Relay 
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Figure 6-31 - Electronic Control of an AC Relay 

in the previous circuit. A light magnitude of 220 foot-candles was enough 
to drive relay driver Q2 to saturation. When Ught is removed from QI , base 
drive is removed from Q2, and Q2 turns off. ln this circuit, Q2 turns off 
sbghtly more slowly than in the previous circuit, therefo re a small capaci
tor (Cl) across the relay is adequate to limit the maximum voltage spike to 
below the breakdown level of Q2. 

The circuit shown in Figure 6-31 can be used to control an ac
operated relay. The bridge consisting of D 1, D2, D3 and D4 provides de to 
the transistor while the relay sees an ac voltage_ When a de control voltage 
is applied to Rl, QI saturates and energizes the relay coil. As before, 
adequate base current must be provided to saturate QI. A disadvantage of 
this circuit is that the control signal must be isolated from the power line. 
The prime advantage is, of course, that an ac relay can be controlled by a 

6-38 



-
-

171yristor and Transistor Switches 

single transislor. A forced gain of I 0 guarantees that QJ will be saturated, 
therefore tJ1e base current of 1.6 mA wiJJ drive a relay coil requiring 
16 mA. Jn this circuit, protection againsl voltage spikes must also be pro
vided for the transistor when it .is turned off. Capacitor CI across the relay 
coil provides such protection. 

6.10 Power Supply Monitors 

The circuit shown in Figure 6-32 provides a visual indication of 
momentary interruptions of a power source. The circuit operates as fol
lows: the push-button switch momentarily applies power to the gate of 
SCR QJ , which wiJJ tum it on and clamp the voltage across the lamp to 
the forward voltage drop of the SCR. This voltage (about l volt) is not 
enough to light the lamp. As long as power is present the SCR will be on 
and the lamp will be off. lf there is a momentary interruption of the 
power for a time which is greater than the recovery time of the SCR (no 
greater than SO µs at 240 mA), then the SCR will turn off and remain off. 
When power service is resumed, the lamp will light indicating that the 
service had been interrupted. Resistor R2 clamps the gate of the sensitive
gate SCR and prevents spurious signals from firing the SCR. The only way 
to extinguish the lamp when power is applied is to close the start switch, 
thus the lamp will glow until noticed. Then the circuit can be reset manu
aJJy. This circuit will only indicate momentary power failures. 

Should an indication of either momentary or continuous power 
failure be required then the circuit shown in Figure 6-33 can be used. 

R1 
10 k 

51 ~ 

R2 
1 k 

R3 
33 
3W 

Q1 
2N5060 

Figure 6-32 - Interrupted-Power Indicator 
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Figure 6-33 - Power-Failure Indicator 
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When the push-button switch is closed, SCR Q3 turns on and holds the 
base voltage of Q J below the value required to turn it on. Resistor R3 is 
used to provide holding current to SCR Q3. The SCR will stay on as long 
as power is applied to the circuit. If the power fails either as an open or a 
short, Q3 will turn off since diode D2 prevents the battery from providing 
holding current through R3, and the current through RS is less than the 
holding current. If the power source fails as a short, then diode DI pre
vents the current through RS from bypassing the base of Q l through 
resistor R3 and the shorted supply. This guarantees that QI and Q2 will 
turn on, thus lighting the lamp with current supplied by the battery. If the 
power sl10uld come back on, the SCR will remain off and the lamp will 
remain lit. This circuit will also indicate momentary power failures if the 
duration of the failure is greater than the recovery time of the SCR. This 
time is approximately S µs when the current is about 7 mA. When the 
circuit is reset, the supply will trickle-charge the battery, thus keeping it at 
full charge. 

6.11 Battery-Charger Control Circuit 

The foolproof battery-charger control circuit shown in Figure 6-34 
protects a battery being charged from overcharging or reverse charging. It 
will also protect itself and/or a separate charging supply from short-circuit 
damage. 

The power transformer and full-wave bridge rectifier can supply 
approximately 16 A of charging current to the battery. 

6-40 

r 

n 

n 
n 



] ] ] lJ J .J Jl l 1 ' ] 

0.5 01 
120W MCR·29 18 ·1 

"T1 
cE' 
c: ... 
(II 

en w 
.!:> 

I 
MOA-972-1 

01 THRU 04 
~ ..., 
;::;· _. 

N , -- - ~ 
< 
0 I 

°' ;::;- T1 

A 

.j,. 

02 
--

c:o 
117Ull 

I I 
R1 2N4871 

§ 

Q) 

3 .9 k 

~ 

... 5 0-6 0 1-lz 

R2 

... I 
~ 

(II I 1 k 

... 
"' 

< ST ANCOR 

;: 

n I I 

~ 

p .5379 II 

t;· 

::r 

c 

Q) L __ _ _ J 
... 

... 
c,, 

(Q 
(II 

<: 

"" 

~· 

(") 
05 

~12V 

v T 
;:;-

0 
1N753 C1 

:;; 

:l 

R3 
6.2 v /[' 0.25 µF 5.1 k ... ... 

£ 



Thyristor a11d Tra11sistor Switches 

The unijunction transistor (Q2), RI, R2, R3 and Cl form a relaxa
tion oscillator which is used to trigger SCR Q J through transformer T2. 
Power for operation of the relaxation oscillator is obtained from the out
put which is connected to the battery. The interbase voltage, VB2Bl, of 
the unijunction is therefore determined by the battery voltage. Because 
the firing voltage of the unijunction is a function of the interbase voltage, 
as the battery charges and its terminal voltage increases, the firing voltage 
also increases. The zener diode (DS) limits the voltage to which the emitter 
of the unijunction can rise. When the required firing voltage of the uni
junction as determined by the battery voltage exceeds the breakdown 
voltage of DS, the unijunction can no longer oscillate. It therefore cannot 
trigger SCR Q 1 and the charging ceases. This voltage cu to ff point is con
trolled by the setting of R2. 

The unijunction cannot oscillate unless a positive voltage less than 
the cutoff setting is present at the output terminals. Therefore, the SCR 
cannot conduct under conditions of a short circuit, an open circuit, or a 
reversed polarity connection to the battery. 

The trigger transformer specified functions satisfactorily, but its 
design is not critical. The basic requirements are that its series impedance 
be low, and that it must be capable of passing a pulse with a width of a 
few microseconds. 

6.12 Remote Strobeflash Slave Adapter 

At times when using an electronic strobe flash it is desirable to use a 
remote, or "slave" flash synchronized with the master. The circuit in 
Figure 6-35 provides the drive needed to trigger a slave unit, and eliminates 
the necessity for synchron.izing wires between the two flash units. 

100 mH 
RFC 

9-25 v 

+ 11111----- ---0 
Ql 

MRD-300 

Rl 
1.2 k Q2 

2N4216 

INPUT TO STROBE 
FLASH UNIT 

+ 

Figure 6-35 - Strobeflash Slave Adapter 
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The MRD-300 phototransistor used in th.is circuit is cut off in a 
VcER mode due to the relatively low de resistance of rf choke L1 even 
under high ambient light conditions. When a fast-rising pulse of light 
strikes the base region of this device, however, LI acts as a very high 
impedance to the ramp and the transistor is biased into conduction by the 
incoming pulse of light. 

When the MRD-300 conducts, a signal is applied to the gate of SCR 
Q2. This triggers Q2, which acts as a solid-state relay and turns on the 
attached strobeflash unit. 

In tests this unit was unaffected by ambient light conditions. It fired 
up to approximately 20 feet from strobelight flashes using only the Jens of 
the MRD-300 phototransistor for light pickup. This distance could be 
greatly increased if a lens or parabolic reflector were used to concentrate 
light into the phototransistor. 
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