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HURIECT DATE
F5—-58 IMPROVED VOLTAGE SOURGE FPROTECTION h-23-8%

We have received a few reporte reqarding the logs of trzansiter (4,
resistors  R2, and R3, and zener diode D4 on the AVRE UNIT.
Lpparently a vwoltage suvrge on the power lnput might cause D4 g
shart. T£ +thig ogeeurs the surge ¢hirrent thru resistors RZ2  and R3
could be phigh causing the failure of the two resistore and Q4.

Procedure:

On the AVR ORIT (%43-1520-80) owen or remove dicde O4. The deawings
below show the location of this component,

If you Teceive a unit with no output volrege check D4, R2, R3,
and Q4. ¥ou should replage R3, R3, and 04 if there is any sign
of damage to any of these components.
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This change applies to units with serlal numbers Lefore TH40801,
Time reguired for thiz nmedification i 1/2 hour ar lexs=,
(£} 52386TRCCIN

TRIC- KENWIDO COMMLNICATIONS 1111 WEST WALNUT STREET © TOMPTOR GALFIRMIA 20 LEA
RAILING: PO BOX TO6% - CORPTOR, S0P DRk 1R S0xTE
~ELEPMOME? (21506399000 SERVICE TELESRONE" (275; 618-7142



