TS690 Mods. Mods for your Kenwood TS690 - by Tuomo

In issue 36 of Six News there was an article concer
TS690.

A few questions were asked. | hope the following in

a

few questions, including the 30 - 50MHz coverage. |
direct from the States and my friend Kari OH1MLD ha
Finland. We have been comparing the differences bet
assignments are controlled by diodes in the digital
located

behind the front panel. There are several (probably
look-a-like diodes in a row, marked D20-D23. D23 af
Removing it opens the receiver from 30KHz (yes!) to
Also any frequency change can now be controlled dir
keyboard.

D20 may have something to do with the WARC bands, a
model

there is only one diode D21, so you might like to t
Also the logic changes when entering a new frequenc
bands", so be careful when you decide to operate! |
these

mods, take both covers off, note the extra filters,
highest parts of the rig and note also that those |
coming

from the digital unit can very easily break. After
screws (on both sides) that are securing the front

the

two upper screws. Now the front part can be twisted
can be removed easily from the digital unit PCB, lo
hand

side. You may also like to make some changes to the
is

very easy to overdrive the PA. Between the mic gain
tap

is a 10k resistor, which causes the mic gain to be
Changing this resistor between centre tap and groun
non-linear pot, but, if for example | had the mic g

can turn it to nearly 12 or even more. This is very
processor, the ALC setting is now not as critical.
remains

the same. You may have noted that the AM band has p
may

change the coupling in the RF-unit on that particul
1.6MHz.

The coupling has two 39 ohm resistors (R6,R7) in se
through

a 10 ohm resistor (R8) between them. Changing the 1
coil 1uH and those 39 ohms to 0 ohms makes AM sensi
you live near a AM station forget this mod! The SMD
located

in the RF-unit, from the CN4 connector and IC2 towa
PCB, at the opposite end to the filters. | would re

of

a service manual before undertaking these mods. | a
responsible for any damage Hi! 73 de Tuomo OH1LEU.

*Note** Cutting D23 reverts the 690 back to Japane
coverage up to 60MHz but only 50w o/p on 10m due to
(Thanks GOHVQ)
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