
TJ4ATJ4ATJ4ATJ4A 4-BAND4-BAND4-BAND4-BAND BACKPACKBACKPACKBACKPACKBACKPACK HFHFHFHF TRANSCEIVERTRANSCEIVERTRANSCEIVERTRANSCEIVER KITKITKITKIT
HIGHLIGHTSHIGHLIGHTSHIGHLIGHTSHIGHLIGHTS
New MCU (STM8S105C6T6)
User Friendly Operation System
New DDS LO with no birdies in tuning range
Dual VFO system
Multi-Mode (SSB / CW /AM)
Automatic Bandwidth System
With 99 memories to store your favorite frequencies
Compatible with automatic keyer and straight key
Dual Data Input
Dual ANT Connector

SPECIFICATIONSSPECIFICATIONSSPECIFICATIONSSPECIFICATIONS
RXRXRXRX FrequencyFrequencyFrequencyFrequency CoverageCoverageCoverageCoverage
With Standard BPF
BAND 1: 3.5 – 4.0 MHz
BAND 2: 6.5 – 7.5 MHz
BAND 3: 13.5 – 14.5 MHz
BAND 4: 21 – 22 MHz

With Optional BPF
BAND 1: 1.6 – 4.0 MHz
BAND 2: 4 – 7.5 MHz
BAND 3: 7.5 – 14.5 MHz
BAND 4: 14.5 – 22 MHz

Note: Standard BPF is supplied with the kit.

TXTXTXTX FrequencyFrequencyFrequencyFrequency CoverageCoverageCoverageCoverage:::: YourYourYourYour choicechoicechoicechoice onononon setupsetupsetupsetup AAAA orororor BBBB
Setup A Setup B
BAND 1: 3.5 – 4.0 MHz BAND 1: 4-7.5MHz
BAND 2: 7 – 7.5 MHz BAND 2: 7.5-14.5MHz
BAND 3: 14 – 14.5 MHz BAND 3: 14.5-21.5MHz
BAND 4: 21 – 21.5 MHz BAND 4: 21.5-29.99999MHz

SensitivitySensitivitySensitivitySensitivity
0.3 uV

BandBandBandBand WidthWidthWidthWidth
SSB: 2.1 KHz
CW: 700 Hz
AM: 6 KHz

PowerPowerPowerPower OutputOutputOutputOutput
20W
Note: Output power is adjustable.

PowerPowerPowerPower SupplySupplySupplySupply
10 V – 12.5 V
CURRENTCURRENTCURRENTCURRENT DRAINDRAINDRAINDRAIN (RECEIVING MODE):200 mA


