
NU

102
630

V1
3/

27
5474/250AC

PB1006

T1

TR1

R21
22R

R18
22R

6R8

104

R19
10K

108/180

108/180

158/180

158/180

158/180

158/180

115/230V

472/2KV

L

N

PE

100K-1
350VD

C

102

105
16

1N4004S364-102x2.7mH

T7

D1

D19

D4 680K-1
350VDC

15V

BAT48

BAT48

T6

104
400

224/400

2x IRG4BC30UD

ETD39-N87

B

B

A

A

T5A

1mH

221

630

471/630 MUR160

MUR160 107
35

471-1

BF422

22K

22K

22K

22
K

D5

104/400

MKP
MUR160

104/400

MKP

D9

D8

D10

D11D12

D2

D3

D6

D7, 5V6

D*

C*

DD1

L2

C18

R7

C19
T4

T3

T2
T5

R8

R9

R10

R13

R12

R1
5

R1
5A

R11AR11

R14

D

E

C2
4

C2
2

C2
1

0R

K45
47K

3K
3

22
K

22
0K

22
0K

160K 160K

10
4 10
4 2V7

BA
V7

0

PD
TC

12
4E

T

PD
TC

12
4E

TPDTA124ET

PD
TC

12
4E

T

C26

C29

R2
5

5K
6

1M

ZPY15

C23

C2
7

10
6/

16

BYV26C

BAS32

BYV26C

C28

C28104

R20

R22
10K

C9

C7C6

C8

R2

R1R3

C2

C4

C3

C1

C5

F1

L1

RC1

R5

R6

C25

C10 C11 C12 C13

C14 C15 C16 C17

56
K-

1
56

K-
1

108/180

222/250AC

22
2/

25
0A

C

22
4/

25
0A

C

47
0K

FF6A3

F2

L4

L3

NU

C32R24

C30

C31 MUR160

R23

C

C

D18

D17

C57

BZT03/C200

R17

U1

4K
7

MP1
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MP3

MP1
Rectangular wave 320Vss/110KHZ, for 900W version,
and with stranded wire wounded TR1.
Frequency trimming is possible with R25=5K6=110KHZ.

MP2
U1 supply voltage: min. 24.5VDC, and max.26VDC is
necessary. Increasing C19, is increasing the VDC.

MP3
Start-up Voltage 14.4VDC, is bypassed after supply swing.
Therefor MP2 Voltage must rise to 25VDC.

MP4
Rectangular wave with 320Vss. Resonance should be in
the center of the shoulders, down to 40Vss.

MP5
After main switch "OFF", supply "Stop" command.
Supply run = 12VDC, Supply stop = 0V.

MP6
Supply over temperature protect voltage. 20°C=0.95VDC, 
over heated = 3.4VDC-Off (70°C) / 3.1VDC-ON again.A3007

A3007

M
P7

MP7
Sine wave signal, max. 400Vss. 

Test conditions: 
Main-In Voltage is 230VAC, no amplifier load,
main-in idle power for 900W-Version = 50W,
Ventilators or not connected, no aux. supply load,
all signals measured to supply ground !  
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New's: 
C* and D* are for future version.

This circuit diagram are designed and 
drawn by SOLTON Music, Mueller K.
No use for third partys are allowed.
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