Purpose:  On some LS140’s when Pulse Out is selected as the action in Pass/Fail, the pulse does not come out.  If the Serial/Parallel/Hard/Floppy controller is as shown below a jumper must be changed.





Parts Required:


	None





Description:	


On Serial/Parallel/Hard/Floppy controller the jumper for parallel mode (PAR MODE) must be changed from default to EPP as shown below.





�


LeCroy Corp, Test & Measurement / NY Division�
�
Service Doc. #: 


�
Rev


A�
TECHNICAL SUPPORT BULLETIN�
Page �page �2� of �numpages �1��
�






D. Struyk		� SAVEDATE \@ "M/d/yy" \* MERGEFORMAT �1/31/96�





LeCroy Corp, Test & Measurement / NY Division�
�
Service Doc. #: 


LS140_23�
Rev


B�
TECHNICAL SUPPORT BULLETIN�
Page �page �1� of �numpages �1��
�
Model #: LS140�
ECO Date:�
31-Jan-96�
�
Sub-Assembly: Serial/Parallel/Hard /Floppy Controller�
ECO#:�
�
�
Subject: Pulse out inoperative�
�






D. Struyk		� SAVEDATE \@ "M/d/yy" \* MERGEFORMAT �1/31/96�











