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1: I/Q 60dB

(RF)

/   50 Ω
(VSWR)  < 1.3

RF /   N (female)
  13 MHz

  10-6/
BNC (female)

 5/10/13 MHz

(RF Generator)

GSM 900, E-GSM
 935 960 MHz ( 1 124)
 925 935 MHz ( 0, 975 1023)
GSM 1800
 1805 1880 MHz ( 512 885)
GSM 1900
 1930 1990 MHz ( 512 810)
GSM 850 ( )
 869 894 MHz ( 128 251)

( )  < 10-6

-110 –38 dBm   < 0.9 dB
  +20°C +30°C

GSM 850/900  –38 –117 dBm
GSM 1800/1900  –44 –117 dBm

  0.1 dB

(RF Analyzer)

GSM 900, E-GSM
 890 915 MHz ( 1 124)
 880 890 MHz ( 0, 975 1023)
GSM 1800
 1710 1785 MHz ( 512 885)
GSM 1900
 1850 1910 MHz 512 810)
GSM 850 )
 824 849 MHz ( 128 251)

  ±10 kHz 
  ±45 kHz

GSM 850/900  < 15 Hz
GSM 1800/1900  < 25 Hz

(Burst mode)  –20 +39 dBm
(CW mode)  –20 +33 dBm
(Async mode)  –40 +39 dBm
  < 0.9 dB

> 40 dB
> 60 dB

  1.5° 20°rms

GSM 850/900  < 0.8°rms
GSM 1800/1900  < 1.4°rms

(Timing Advance   1/4 bit

  D-Sub 9, (female) 
 4800, 9600, 19 200, 38 400 Baud

  D-Sub 25, (female)
  100 250 V AC

  50 60 Hz
  17

  –30°C +50°C
  +15°C +35°C

  310 x 170 x 165 mm
  2.4 kg

2: 4200S (SMS
(Validity Period)

(Message Class)

“ESCAPE“( )
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Willtek 4200

  M 290 013
SIM   M 860 188

  M 860 603
Centronics   M 860 378
RS-232   M 860 379

Willtek 4201S  M 101 301
Willtek 4202S  M 101 302
Upgrade 4201S to 4202S  M 248 500
4201S AM Signal Generator package
(incl. option)  M 101 351
4202S AM Signal Generator package
(incl. option)  M 101 352
4271 AM Signal Generator Option  M 248 507
4271 AM Signal Generator upgrade  M 248 506
4260 GSM 850 Option  M 248 418
4280 GSM 850 Upgrade Kit  M 248 404
4272 Result Upload Option  M 897 136
4273 Detuning Option  M 248 505
4274 DC Option  M 204 094
4275 Remote Power Option  M 248 748
4281 External Battery Kit M 205 014
1500 Battery Charger M 204 097
Battery module 7.2 Ah M 205 012

4202S 

4261 GPRS Go/NoGo Option  M 897 185
4262 GPRS Measurement Option  M 897 186
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